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NOTE 5.
75 DIA PIPE

PIPE OR FLANGE OD + 50mm
100 DIA AND LARGER PIPE
PIPE OR FLANGE OD + 100mm

300 DIA SLEEVE AND SMALLER

PIPE OD + 75mm
350 DIA AND LARGER
d d PIPE OD + 100mm

FINISHED WALL

GALV. ST. SLEEVE

6mm THICK WALL BY OTHERS SEEP RING.
6mm MIN THICKNESS

g CAST PIPE SLEEVE INTO

\ CONCRETE WALL

| /
| : /

] O—C) > )
/ ﬁ PIPE D + 50 min / || I I AN
FLEXIBLE CAULKING PVC OR METAL PIPE INSULATION C/W FILL WITH WATER TIGHT,

SLEEVE CAST IN PLACE PROTECTIVE COVER EXPANDABLE SEALANT,

JOINT SHALL BE
, WATERIGHT (BY OTHERS)
ESCUTCHEON PLATE (IF REQ'D)

//

SLEEVE D<100, SLEEVE D +100.
SLEEVE D>100, SLEEVE D + 150

VIQ 3IATFTS

EZ

T
.

PASSING PIPE (BY OTHERS)

STANDARD WEIGHT STL

PIPE SLEEVE
APPLICATION NOTES:
1. INSULATED PIPE
. 2. DO NOT PROVIDE SUPPORT TO PIPE
APPLGATIONNOTES: - AL LD, THROUGH THIS WALL PENETRATION. WALL SLEEVE
2. ALLOW TRANSVERSE MOVEMENT
300 DIA SLEEVE AND SMALLER
7“7\ WALL PENETRATION NO. 7 778"\ WALL PENETRATION NO. 8 300 Dif SLEFVE_AND SMALLER

 _ T N.TS.  _ T N.TS. 350 DIA AND LARGER
N S

PIPE OD + 100mm

75 DIA PIPE
PIPE OR FLANGE OD + 50mm

100 DIA AND LARGER PIPE
CAST PIPE SLEEVE INTO PIPE OR FLANGE OD + 100mm
CONCRETE FLOOR -

CONC. CURB
1.0 /— SEEP RING. o~

n PIPE 6mm MIN THICKNESS ~— 100 UNLESS OTHERWISE
RISER CLAMP TOP OF FLOOR 1] B / SHOWN ON PLANS
\ N c
UNDERGROUND -
2000 MAX
1000 MIN 1000 MIN. N
OUTSIDE FACE —— SEE WALL PENETRATION
ISOLATION FLANGES QUTSIDE FACE 27h. DETALLS, N 5 | e STANDARD WEIGHT STL
SEE DWG WB—M9451 igl | PIPE SLEEVE
(TYPE 1 SHOWN)
5'5)%}8'6% \ BY OTHERS
COUPLING — _ FILL WITH WATER TIGHT, PASSING PIPE (BY OTHERS)

, EXPANDABLE SEALANT,

( O COLLAR OR SLIP—ON FLANGE JOINT SHALL BE
CF Y WELDED TO PIPE WATERIGHT (BY OTHERS)

O - |- | 100 RISER CLAMP
200 o
APPROX. ‘ | i S FLOOR SLEEVE
| D D f\, D z
DENSO WRAP OR —— MIN. COMPACTION 95% ] B
WAX COUPLING

LEAN MIX CONCRETE J NOTES:
/ 1. COAT SLEEVE WITH SPECIFIED PAINT SYSTEM BEFORE CONCRETE PLACEMENT
HOT DIP GALVANIZE IF NO COATING IS SPECIFIED.
2. PROVIDE WATERPROOF FIRE STOPPING FOR FIRE RATED FLOOR/WALL CONDITION. (BY OTHERS)
PIPE DIAMETER PLUS 3. SEE ARCHITECTURAL DRAWINGS FOR THE TYPE OF FIRE SEPARATION.
600mm UP TO PIPE 4. DO NOT USE WHERE SUBJECT TO HYDROSTATIC PRESSURE.
HAUNCH LINE FLOOR 5. SLEEVE SIZE AS SHOWN HERE UNLESS OTHERWISE SHOWN IN EMBEDMENT SCHEDULE.
O,
/"9\ WALL AND FLOOR SLEEVE
m CONNECTION TO STRUCTURE UNDERGROUND PIPE m VERTICAL FLOOR PENETRATION SUPPORT - N.T.S.
T _ ' NTS. T _ T NTS. ~—
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