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CONTINUOUS HYDROPHILIC x 10M CONTINUOUS REINFORCING
CONTINUOUS KEYWAY, \ WATERSTOP, BOND IN PVC WATERSTOP, TYP BAR TIED ALONG EDGE OF
20mm x SLAB DEPTH + 25mm CONTRACTORS PLACE AS RECOMMENDED WATERSTOP WITH 16 GAUGE
ST WELS BY MANUFACTURER REGULAR REINFORCING WIRE OR STEEL CLIPS AT
- BARS, TYP 500mm C TO C, TYP
W/ MEGHANICAL CONSTRUCTION JOINT
THREADED
CONNECTORS TO
FACILITATE WALL
FORMING :
NOTE: WALL SECTION SLAB SECTION
FOR USE IN NON—MOVING CONSTRUCTION JOINTS AND ONLY WHERE SPECIFICALLY
INDICATED ON PLANS.
GROUTING PROCEDURE:
NOTE: 1. WAIT UNTIL NEW CONCRETE MINIMUM 28 DAYS OLD PRIOR TO GROUTING GROOVE.
1. PROVIDE CONTINUOUS WATERSTOP ONLY FOR WATER RETAINING 2. ROUGHEN AND CLEAN SURFACES OF GROOVE WITH POWER WIRE BRUSH OR

SANDBLASTING.

SATURATE AREA FOR 24 HOURS PRIOR TO GROUTING.

DRY PACK WITH TYPE Il NON—SHRINK GROUT.

USE STEEL HAMMER AND STEEL TOOL TO DENSELY PACK GROUT INTO GROOVE.
WATER CURE GROUT FOR 4 DAYS MINIMUM.

STRUCTURES AND STRUCTURES BELOW GRADE.
2. THIS DETAIL CAN BE REPLACED BY UPON CONTRACT ADMINISTRATOR’S APPROVAL.
WB-S0453
N

o0k W

m SLAB CONSTRUCTION JOINT AT WALL m HYDROPHILIC/GROOVE WATERSTOP /3\ WATERSTOP ANCHORAGE WITH REINFORCING IN BOTH FACES

— N.TS.  _ T N.TS. — N.TS.
N S N S

CONCRETE WALL WS IN VERTICAL
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FOOTING OR | WS IN WALL BASE
BASE SLAB JOINT | / CONSTRUCTION JOINT,
10M CONTINUOUS REINFORCING BAR WATERSTOP IN BASE : SEE
TIED ALONG EDGE OF WATERSTOP SLAB JOINT |
WATERSTOP WITH 16 GAUGE WIRE OR WB-S0452
STEEL CLIPS AT 500mm C TO C, TYP CONCRETE | CONCE_:—TE/FOOHNG
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WITH CL OF
EXPANSION JOINT
FORMWORK
BARS PARALLEL TO JOINT
PVC WATERSTOP SET

AT 500mm C TO C, TYP
FIRMLY IN PLACE BEFORE )
PLACING CONCRETE NOTES:

1. SUBMIT DETAILS OF SPLICING AND LOCATION.

2. BOND OR SPLICE ALL HORIZONTAL TRANSVERSE WATERSTOPS IN BASE SLAB JOINTS TO
CONTINUOUS LONGITUDINAL WATERSTOP IN WALL BASE FOR COMPLETE SEAL.

PLAN — WALLS 3. BOND OR SPLICE ALL VERTICAL WATERSTOPS IN WALL JOINTS TO LONGITUDINAL
FL LLS WATERSTOP IN WALL BASE FOR COMPLETE SEAL. FLAT CROSS JOINT.
ECTION — SLABS (SIM.— NO FORMWORK)

\ S\_goND WS AT ALL
\ INTERSECTIONS,
16 GAUGE WIRE TIED SEE NOTE 3.
AROUND 10M BAR AND

REGULAR REINFORCING
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4. FOR PVC WATERSTOP DETAILS, SEE ~—
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