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END OF EXISTING WALL OR SLAB

STD LAP LENGTH, SEE GENERAL
STRUCTURAL NOTES

MIN EDGE DISTANCE ——

MINIMUM EMBEDMENT "B”

HOLE DIAMETER AS RECOMMENDED
BY ADHESIVE MANUFACTURER
T/2, SEE NOTE 4

REBAR DOWELS, I ‘ N
SEE DRAWINGS S L+ 200mm DIA SCHED 40
FOR SIZE e ) STEEL PIPE, GRIND
AND SPACING \ ] SMOOTH, FILL WITH 0 FINISH SMOGTH
NEW WALL OR 7 EXISTING REINFORCING CONC, PAINT AS N
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T" SLAB THICKNESS 10mm TOOLED JOINT SEE GENERAL I NEW WALL OR SLAB ol 6 |
STRUCTURAL NOTES — | FACE OF EXISTING WALL OR SLAB o|Z
ROUGHEN AND CLEAN TYP SLAB REINF ¥ EXISTING REINFORCING 3
MINIMUM v / 8 s 1/
T/2 CONTINUOUS EMBEDMENT ”A” A e
THROUGH JOINT S CONC SLAB
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150,/225mm PVC PL 12x300x300
WATERSTOP, BOND DOWEL MINIMUM MINIMUM MINIMUM o ADDITIONAL CENTERED
TYRICAL SLAB REINE' =" 1 |80 CLR, O INTERSECTING SIZE EDGE DIST | EMBEDMENT A | EMBEDMENT B 2_ADDITIONAL ON PIPE
’ TYP WATERSTOP, TYP 10M 65mm 125mm 200mm TYP T&B
SEE 15M 100mm 200mm 330mm L2200 T SE
WB—50455 20M 125mm 265mm 400mm
= sttt | seom | somn o
mm mm mm HOT DIPPED GALVANIZED AFTER FABRICATION.
NOTES:
1. CONFORM TO THE REQUIREMENTS OF SPECIFICATION SECTION 03215, DOWELING FOR
CONCRETE.
2. FOLLOW ADHESIVE MANUFACTURER’S INSTRUCTIONS FOR INSTALLATION. /3\
3. USE MINIMUM EMBEDMENTS SHOWN, EXCEPT USE MANUFACTURER'S , . GUARD POST — INTERIOR
MINIMUM RECOMMENDED EMBEDMENT IF GREATER. _ NS

4. LOCATE DOWELS CENTERED IN WALL OR SLAB UNLESS OTHERWSE NOTED ON
DRAWINGS. WHERE 2 ROWS OF DOWELS INDICATED, STAGGER SPACING & LOCATE
ALTERNATING DOWELS AT MINIMUM EDGE DISTANCE FROM OPPOSITE FACES.

{17\ SLAB CONSTRUCTION JOINT /T ADHESIVE DOWEL
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50_ .50 EVERY OTHER BAR
CONTINUOUS THROUGH
JOINT
SINGLE REINFORCING MAT * BLOCKOUT DIMENSIONS AS
NOTE: REFER TO PROCESS REQUIRED BY GATE FABRICATOR
15M STIRRUPS
AND PLUMBING DWGS FOR
FILL WITH SEALANT JOINT @ 200 0/C LOCATION OF ENCASEMENTS NOTES:
FILLER 28 DAYS AFTER (TYP) 1. "D" < "T"/2 %E
ConoRETE R OF SH8 5 sawcuT 2 "0 > "T"/2 = ’ CUT AS REQUIRED
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- - BOTTOM BAR CONT = T .
THROUGH JOINT VOIDFORM oo \\ﬁ) 15M @ 300 MAX :
DOUBLE_REINFORCING MAT (TYP) SF /55 0/C ON SIDES - SEE NOTE 1 R (CEMENT
TYP pa—
NOTE: —15M BOT. ‘ _ = ADJACENT BEAM (WHERE SEE NOTE 2 ADDITIONAL 20M @ 200 E.W.
1. CONTRACTOR SHALL USE STRING LINE OR OTHER POSITIVE MEANS TO PLACE CONT. & HOOK ' APPLICABLE) REINFORCING
REINFORCING AND LOCATE SAWCUT. BOTH ENDS (TYP) NOT SHOWN FOR SIMPLICITY
2. MAX SPACING OF SAW CUT = 3000 IN ANY DIRECTION.
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