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 © David Wagner Associates Inc. All rights reserved. All drawings are conceptual in 
nature. It is to be clearly understood that the author, in producing said drawings, 
shall not be liable for any and all loss, damage or injury that may result from the 
drawings themselves, or from the construction work produced from this plan, or 
from any claims that may result subsequent to the project being constructed and use 
commencing on the site, whether such claims are brought by persons using the site, 
or by the owners or others of neighbouring properties.

Should any claim be made directly against the author as a result  of the drawings 
themselves, or as a result of the way in which the project is constructed in 
accordance with those drawings, or as a result of any loss, injury or damage that 
may be caused either on the site or outside the boundaries of the property or persons, 
the author is to be indemnified by the Owners in full, including the costs of 
defending any actions brought against the author, or the costs of paying any 
settlement entered into by the author, or settling any judgments made against the 
author.

No reproductions may be made without the permission of the Landscape Architect 
and when made, must bear his / her name. Any and all designs herein are the 
® property of the Landscape Architect. If stamped and dated, the designs herein are 
li cenced for construction, once only.  All prints to be returned to the Landscape 
Architect on request.

This drawing shall not be used for building purposes until countersigned by the 
Landscape Architect.

The contractor shall check all dimensions and other data on site and report any 
discrepancies to the Landscape Architect.

Figured dimensions to be taken in preference to scaled dimensions.

If in doubt please ask.
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LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED 

ON THE BEST INFORMATION AVAILABLE BUT NO GUARANTEE IS 

GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 

GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND 

EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE 

INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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Area B
To Be Included in Site Grading

NW Edge Parking Lot Section

75mm Asphalt

50mm 19ø down Limestone Base Course

300mm 50ø down Limestone Sub-Base Course

Pre-Cast 
Concrete
Bumper Curb

0.7m

Curb and Gutter For
Asphalt Pavement - SD-200

Sod / Topsoil

Parking Lot Section

Compacted Sub grade

Compacted Subgrade

50mm Type I Asphalt

50mm depth of Compacted
19mm Down Limestone

150mm depth of Compacted 
50mm Down Limestone

Sod CW 3510-R8
Topsoil CW 3540-R3

Path to be constructed 
to drain according to 
drainage patterns. No 
ponding allowed on 
path or adjacent turf 
areas.

± 300

± 300 1800 or 2400

±0.3m

Sod CW 3510-R8
Topsoil CW 3540-R3

Grade at 1% to This Edge

Edge of Parking Lot

Top of Curb Elevation
Refer to Grading Plan
Bottom of Curb Elevation 0.

15
m


