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LOCATE PLAZA OFF EXISTING 
FENCE

RELOCATE 3 EXISTING 
WOOD BOLLARDS

INSTALL 2 NEW WOOD 
BOLLARDS AS WELL AS 
RELOCATED WOOD 
BOLLARDS

NEW PATTERN CONCRETE 
PLAZA

RELOCATE 3 EXISTING 
WOOD BOLLARDS

INSTALL 1 NEW WOOD BOLLARD AS WELL AS 
RELOCATED WOOD BOLLARDS.  INSTALL ON A 
3000mm RADIUS FROM SIDEWALK EDGE.
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NOTE:  
SALVAGE AND RELOCATE EXISTING CHAIN WITH 
BOLLARDS AND SUPPLY NEW CHAIN TO MATCH 
EXISTING (FOR NEW SECTIONS OF WOOD 
BOLLARD FENCING).
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PLANTING BED
SEE DTL. 5-L1  
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3 COLORADO SPRUCE

6 AMERICAN BASSWOOD

PLANTING BED SEE 
DTL. 6-L1  

NEW 2.1 METRE WIDE 
GRANULAR WALKWAY - 
TO BE FIELD LOCATED.  
SEE DTL. 4-L2.

WEST ENTRY PLAZA
SEE DTL. 2-L1

EAST ENTRY PLAZA
SEE DTL. 2-L1

SIGN WITH DEEP 
FOOTING SEE DTL.  
5,7-L6

LANSCAPE  PLAN
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CONTRACTOR SHALL REPAIR ALL 
SOD DAMAGE AS A RESULT OF 
CONSTRUCTION, AT NO COST TO 
THE CITY.
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SPRUCE TREE ROOTS 
WHEN EXCAVATIN 
NEW PLAZA
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PROTECT EXISTING GRASS.  
REPAIR ALL DAMAGE AS A 
RESULT OF CONSTRUCTION.
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NOTE:
ALL DIMENSIONS SHOWN 
ARE IN MILLIMETERS.

6mm GALVANIZED CHAIN

NOTE:

-  ACQ PRESSURE TREATED PINE, FREE OF BARK, SOLID CORE, ROUGH NOT TURNED
   
-  SECURE CHAIN TO EACH POST WITH TWO ONLY 90mm GALV. NAILS TO PREVENT CHAIN SLIPPING.
   DRAPE CHAIN AS INDICATED.

-  ALL POSTS THOROUGHLY BACKFILLED WITH 6mm DIAMETER CRUSHED LINESTIONE TA MPED AND MOUNDED             
APPROX. 100mm AT EACH POST FOR FUTURE SETTLING.   
           
-  FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT FOR SMALL UNDULATIONS    
   WHICH WOULD TEND TO REDUCE THE AESTHETIC APPEARANCE OF THE FINISHED PRODUCT.
 

WOOD BOLLARD
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125 mm THICK, PATTERNED CONCRETE, 
REINFORCED WITH 10m R-BAR, @ 600 mm O.C., 
BOTH WAYS, MIN. 50 mm COVER.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN.COMPACTED SUB-GRADE

WOOD CHIP MULCH

MIXED TOPSOIL

SHRUB BED/CONCRETE PAVING SECTION
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OF THE ROOTBALL
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2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK GREEN.  TWO 
PER TREE.

WATERING BASIN DEEP

REMOVE BURLAP FROM TOP 200mm OF ROOTBALL

TOPSOIL MIXTURE

SET ROOTBALL ON FIRM UNEXCAVATED SOIL

SUBGRADE

100 mm DEPTH OF WOOD CHIP MULCH, 
TOP TO BE BELOW FINISHED GRADE

TREE PIT / PLANTING DETAIL7
L1

11 LITTLELEAF 
LILAC

BENCH

PLANTING PLAN
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SEE DTL. 6-L1
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18 DAYLILY

17 POTENTILLA
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GENERAL NOTES:

1.  All sod for repairs shall conform with CW.3510 & 3540 and all sod 
shall be installed over a minimum 100 mm  depth of screened topsoil.  
Topsoil shall not contain more than 30% peat.

2.  All shrub beds shall contain a minimum 300 mm depth of mixed 
topsoil, 4 way mix.  Cover all shrub beds with a 100 mm dep th of 
wood chip mulch.  

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION
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Plant List
Qty Botanical Name Common Name Size / Remarks - NOTE: ALL TREES TO BE SPECIMEN QUALITY.

2 picea pungens COLORADO SPRUCE 2.4 METRE HT. SPECIMEN QUALITY, MIN. 950mm ROOTBALL. 2 STAKES. 
1 picea pungens COLORADO SPRUCE 3.0 METRE HT. SPECIMEN QUALITY, MIN. 1100mm ROOTBALL. 2 STAKES.
6 Tilia americana AMERICAN BASSWOOD MIN. 65mm CALIPER, 3000mm HT. WELL BRANCHED HEAD ABOVE 1200mm HT. MIN. 750mm ROOTBALL, 2 STAKES.

11 Syringa Palibiana LITTLELEAF LILAC MIN. 10 STEMS, EACH STEM TO BE MIN. 610mm HT.  CONTAINER.
17 Potentilla fruticosa 'Gold Drop' GOLD DROP POTENTILLA MIN. 6 STEMS, EACH STEM TO BE MIN. 300mm HT.  CONTAINER.
16 hermocallis DAYLILY MIXED COLOURS, MIN. 4 VARIETIES, ZONE 3 OR LESS, 2 YEAR OLD PLANTS. RANDOMLY MIX COLOURS.

ISSUED FOR TENDER APRIL 4, 2006


