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APPROXIMATE PROFILE OF
EXISTING SLOPE ON EAST SIDE

OF STEPS.

STEEP TIMBER STEP

6 LAYER TIMBER
WALL BEYOND.

8 LAYER TIMBER 
WALL BEYOND.

LANDING FOR BENCH BEYOND

5 LAYER TIMBER
WALL BEYOND.

2400
PROVIDE 2 DUCKBILL ANCHORS 
ON EACH SIDE OF STEP (TOTAL 4).  
SECURE TO WOOD TIMBER.
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RAILING POSTS SET MIN. 
1500mm BELOW FINISH 
GRADE, SEE DTL. 2-L8 FOR 
SIMILAR RAILING NOTES.

EAST STAIR ELEVATION
Scale: 1:50
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TOP OF STEP SECTION
Scale: 1:20
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TYPICAL TIMBER STEP FOR 
STEEP SLOPE.  2-150mm x 
150mm STEP TREAD NAILED TO 
SUPPORT ON EACH SIDE 

150mm x 150mm STEP TREAD SUPPORTS.  LOCATE
CROSS TIE SUPPORTS BELOW STEP TREAD

SUPPORTS.  NAIL STEP TREADS TO THE SUPPORTS.

GRANULAR BASE

SCHEDULE 40, 60.3 DIA. GALVANIZED 
STEEL PIPE, BEND TO SHAPE SHOWN.  
MIN. 300mm PAST TOP AND BOTTOM 
RISER EDGE.TYPICAL MINIMUM SLOPE STEP.  150mm

x  150mm STEP TREAD NAILED TO
SUPPORT ON EACH SIDE

150mm X 150mm TIMBER STAIR SIDE WALLS.  NAIL TOGETHER
WITH 250mm LONG SPIKES, 2 SPIKES PER TIMBER INSTALL

OVER TREAD TIMBERS.

150mm x 150mm CROSS 
TIE @ 1200mm. O.C.  NAIL 
TREAD SUPPORTS TO 
CROSS TIES.  
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SLOPE 2%

BENCH LANDING SECTION
Scale: 1:20

4
L10

APPROX. EAST SIDE OF STAIR
EXISTING GRADE CONDITION

BEYOND  (DASHED)
RETAINING WALL 
BEYOND (DASHED)

GRANULAR PAVING
TO MATCH WALK

GRANULAR BASE

TIMBER STEPS BEYOND (DASHED)
1800

COMPACTED SUB-BASE

150mm x 150mm RETAINING WALL, 25mm BATTER, NAIL 
WITH 250mm LONG SPIKES STAGGER JOINTS, MINIMUM 2 
NAILS EACH SIDE OF JOINT BELOW AND AT END OF 
TIMBER.  MAX.  1200mm SPACING BETWEEN NAILS.  
INSTALL OVER COMPACTED GRANULAR BASE

RETAINING WALL CONNECTOR BEYOND 
(DASHED), NAIL WITH 250mm LONG SPIKES, 
INSTALL OVER COMPACTED GRANULAR BASE
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25150

COMPACTED GRANULAR
BACKFILL.
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BOTTOM OF STEP SECTION
Scale: 1:20
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150mm x 150mm STEP
TREADS, NAILED TO

SUPPORT STRINGER
BELOW ON EACH SIDE.

150mm x 150mm STEP STRINGER, OVER-LAP LAYERS 
MIN. 300mm.  MIN. 1 FULL LAYER TO BE BURIED 
BELOW FINISH GRADE.  NAILED TOGETHER WITH 
250mm SPIKES, MIN. 2 SPIKES PER CONNECTION.

TYPICAL STAIR CONSTRUCTION 
MIN. TREAD WIDTH 400mm 
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TOPSOIL & SOD REPAIRS AS 
NECESSARY

WIDTH VARIES

6mm DIA. COMPACTED LIMESTONE DOWN

19 mm DIA. CRUSHED LIMESTONE DOWN, 
COMPACTED TO 95% PROCTOR DENSITY

COMPACTED SUB-GRADE

1 %  SLOPE IN DIRECTION OF 
DRAINAGE25
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GRAVEL WALKWAY SECTION
Scale: 1:20
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EXISTING GRADE
SLOPE NEW SOD DOWN TO SUIT NEW WALK GRADE 
ELEVATION
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