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INTERLOCKING PAVERS

SAND LEVELLING BASE

COMPACTED LIMESTONE BASE COURSE 
MATERIAL.  EXTEND MINIMUM 150mm 
PAST EDGE OF INT. PAVING STONES FOR 
SECURING SNAP EDGE RETAINER.

COMPACTED SUB-GRADE

SNAP EDGE RETAINER, WITH 250 mm LONG 
STAKES @ 300mm O.C.

SPIKE

 Min. 150

INTERLOCKING PAVING EDGE SECTION BY GRASS
Scale: 1:10

7
L2

30
0

10
0

WOOD CHIP MULCH

MIXED TOPSOIL
GRAVEL WALKWAY SECTION
Scale: 1:10
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LIMESTONE BASE 19mm DIA.

TOPSOIL AND SOD.  REPAIR ALL 
DAMAGE AS A RESULT OF WALKWAY  
CONSTRUCTION AS PART OF WALKWAY 
COST.

LIMESTONE DOWN  
TOPPING 6mm DIA.

COMPACTED 
SUB-GRADE

10
0

INSTALL NEW GRANULAR WALK FLUSH WITH 
SURROUNDING GRADE, AND SO AS NOT TO IMPEDE THE 
EXISTING DRAINAGE.  MINIMUM 2% -MAXIMUM 3% CROSS 
SLOPE.

MIN.2 % - MAX. 3 %

LIMESTONE SUB-BASE 39 mm DIA.
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50
25

WOOD CHIP MULCH, 100mm DEPTH FOR 
NEW PLANTING BEDS

MIXED TOPSOIL30
0

10
0

 

PROTECT EXISTING GRASS

SHRUB BED SECTION
Scale: 1:20
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32
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R 2400

1800 WIDE GRANULAR WALK, CENTRED 
ON INTERLOCKING PAVING CIRCLE.

BROKEN LINE INDICATES SNAP EDGE 
RETAINER.  SECURE WITH 250 mm LONG 
SPIKES, 300 mm ON CENTRE

SIGN
SEE DTL.  5,7-L6

EDGE OF SHRUB BED

EDGE OF SHRUB BED

EDGE OF EXISTING CONCRETE WALK

BARKMAN VICTORIAN PAVERS, DESERT BUFF COLOUR, STANDARD 
BUNDLE CONFIGURATION, LAID IN RUNNER PATTERN, IN 
CONCENTRIC CIRCULAR SHAPE.  USE CIRCLE BUNDLE TO 
STARTING SHAPE.  INSTALL WITH CENTRE CROWN AND SLOPE TO 
EDGES AT 2% SLOPE.
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ENTRANCE PLAZA LAYOUT PLAN
Scale: 1:50
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3 BLACKHILLS SPRUCE
3m SPACING MINIMUM

CONSTRUCT NEW BERM TO SHAPE AND HEIGHTS SHOWN.  
SOD ALL DISTURBED LAND.
SEE DTL. 6-L3 FOR PLANTING PLAN.

3.0

2.4
3.0

3.0

2.4

2.4

2.4

2.4

3 BLACKHILLS SPRUCE
3m SPACING MINIMUM

2 BLACKHILLS SPRUCE

3 BLACKHILLS 
SPRUCE

SEE DTL. 10-L3  FOR PLANTING 
AROUND UNDERGROUND 
VAULT

VIEWING PLAZA - SEE DTLS. 1,2,3,4,5, - L3.  TO 
BE FIELD LOCATED BY TOP OF RIVERBANK 
AND SET LOWER THAN EXISTING RIVERBANK 
GRADE.

1500 mm WIDE GRANULAR WALK , FIELD LOCATION TO 
BE APPROVED BY CONTRACT ADMINISTRATOR.

INTERLOCKING ENTRY PLAZA.  SEE 
DTL. 3-L2

PLANTING BED,  SEE DTL. 7-L3 

SIGN WITH DEEP CONCRETE 
FOOTING SEE DTL.  5,7-L6

PLANTING BED, SEE 
DTL. 9-L3 
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NEW SITE PLAN
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EXISTING HOUSE
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EXISTING HOUSE

EXISTING 
PUMPHOUSE

EXISTING 
PUMPHOUSE

CHAIN LINK FENCE

 

      

TOP OF RIVERBANK

BOTTOM OF RIVERBANK
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WALKWAY ENTRANCE AT PLAZA TO BE 300 mm 
BELOW EXISTING GRADE ELEVATION.  SLOPE 
WALKWAY DOWN @ 1:20 SLOPE.

INDICATES EXSTING TREE 
TO BE PROTECTED

EXISTING STEPS

PLANTING BED, SEE 
DTL. 8-L3

APPROX. LOCATION OF RELOCATED 
PICNIC TABLE (TO BE FIELD LOCATED).  
SECURE TO GRADE WITH 2 DUCKBILL 
ANCHORS

1:20

SOD

SOD
INDICATES EXISTING GRADE ELEVATION IN 
METRES AND HUNDREDTHS OF A METRE

GEODETIC SURVEY REFERENCE POINT IS TABLET IN 
FOUNDATION WALL, No: 37-060, ELEVATION 231.66 METRES

INDICATES HEIGHT 
OF NEW BERM

231.00
230.936

INDICATES NEW GRADE 
ELEVATION

C.L. OF 2180 x 2850 SEWER
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LEGAL SURVEY MARKER LOCATION.
TO BE PROTECTED.
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SALVAGE AND 
RELOCATE EXISTING 
PICNIC TABLE

SALVAGE 3 EXISTING 
BENCHES

SALVAGE INTERLOCKING PAVERS. REMOVE 
TIMBER EDGING AND GRANULAR BASE, AND 
REPAIR SOD DAMAGE.

PROTECT 4 EXISTING 
WOOD BOLLARDS

NEIGHBOUR'S HOUSE

NEIGHBOUR'S 
HOUSE

PUMPHOUSE

PUMP-
HOUSE

SERVICE ROAD

EXISTING CITY WALK TO BE 
PROTECTED

INDICATES EXISTING 
TREES TO BE 
PROTECTED

EXISTING BENCH 
TO REMAIN
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UNDERGROUND 
VAULT

APPROX. LOCATION OF 
BURIED HYDRO CABLE, 
TO BE PROTECTED

EXSITING TREE STANDS

TOP OF RIVERBANK

BOTTOM OF RIVERBANK

DEMOLITION / SITE SALVAGE PLAN
Scale: 1:300
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0 5 10SCALE METRES20 30

EXISTING TIMBER/GRAVEL STEPS TO BE 
PROTECTED.

SALVAGE AND 
RELOCATE EXISTING 
WASTE RECEPTACLE

EXISTING BENCH 
TO REMAIN

CBC.L. OF 2180 x 2850 SEWER

900 WM

C.L. OF 2180 x 2850 SEWER
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600 SEWER

EXISTING SURVEY MARKER 
TO BE PROTECTED
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