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NEW 1500 mm HT.  WOOD FRAME FENCE WITH CHAIN 
LINK MESH TO BE CONSTRUCTED FROM TOP OF LOWER 
RIVERBANK TOP, TO FRONT OF HOUSE ALONG WEST 
PROPERTY LINE.  SET FENCE 75 mm IN FROM PROPERTY 
LINE.  INSTALL AROUND NEIGHBOUR'S WOOD DECK 
(CONSTRUCT TO ABUT AGAINST TO DECK EDGE).  SEE 
SCD-102 DRAWING DETAIL 11-L5

APPROX. TOP OF 
LOWER RIVERBANK 
EDGE

NEIGBOUR'S 
DECK

PROTECT EXISTING SEEDINGS 
AND NATURALIZED PLANTINGS

VIEWING PLAZA, TO BE FIELD 
LOCATED BY TOP OF RIVERBANK 
AND SET LOWER THAN EXISTING 
RIVERBANK GRADE.  SEE AUBREY 
STREET DTLS. 1,2,3,4-L3 FOR 
TYPICAL CONSTRUCTION 
DETAILS.  SET PLAZA TO 
ELEVATIONS SHOWN ON THIS 
DETAIL. (SEE NOTES ON L-3)

APPROX. TOP OF RIVERBANK 
LOCATION TO BE MODIFIED AROUND 
NEW VIEWING PLAZA

REPAIR SOD AROUND NEW 
VIEWING PLAZA TO 
ACCOMMODATE NEW 
GRADE CHANGES

230.20

230.136

NEIGBOUR'S 
HOUSE

WOOD FENCE
WROUGHT 
IRON FENCE

2 PLAINS COTTONWOOD
N.I.C.

3 AMERICAN ELM
N.I.C.

WROUGHT IRON FENCE.  SEE DTL 1-10 
DRAWING L5  

      

PLANTING BED.  SEE DTL. 
3-L4. 
TOPSOIL, WOOD CHIP MULCH 
AND SOIL IS BY NOT 
INCLUDED IN THE CONTRACT 
(N.I.C.) AND WILL BE 
INSTALLED BY THE CITY'S 
CONTRACTOR

INTERLOCKING 
PAVED PLAZA.
SEE DTL. 4,5-L4

SIGN WITH DEEP CONCRETE 
FOOTINGS.  SEE DTL. 5,7-L6

PALMERSTON AVENUE

CITY W
ALK

APPROX. EDGE OF 
EXISTING PLANTING BED

NEW SITE PLAN
Scale: 1:200

2
L4

RELOCATE 
EXISTING SIGN TO 
THIS LOCATION

PROVIDE 1200 mm WIDE 
12:1 SLOPE DOWN TO 
PLAZA PAVING LEVEL, 
FOR PEDESTRIAN 
ACCESS TO PLAZA.

   

HH

52 DAYLILY

11 SIBERIAN DOGWOOD, 
900 mm HT.

11 DAYLILY

NEW FENCE

NEW CONCRETE 
CURB

INSTALL 300mm DEPTH OF NEW TOPSOIL MIXTURE 
C/W 100mm DEPTH WOOD CHIP MULCH, IN ALL 
PLANTING BEDS.  LARGE PLANTING BED ENCLOSED 
WITH CONCRETE CURB REQUIRES MINIMAL 
EXCATION AND IS TO BE RAISED.   TWO SMALLER 
BEDS TO BE EXCAVATED DOWN FROM EXISTING 
GRADE.

EXCAVATE THIS 
PLANTING BED DOWN 
FROM EXISTING GRADE.

EXCAVATE THIS PLANTING 
BED DOWN FROM EXISTING 
GRADE.

PLANTING BED PLAN
Scale: 1:200

3
L4

NOTE:  EXCAVATION OF PLANTING BEDS, 
INSTALLATION OF TOPSOIL AND WOOD CHIP 
MULCH AND THE SUPPLY AND INSTALLATION 
OF ALL SHRUBS IS BY CITY CONTRACTOR 
AND IS N.I.C.

6
L4

7
L4

2 AMERICAN ELM
N.I.C.
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UNDERGROUND 
VAULT

START WROUGH IRON FENCE 
LAYOUT FROM CORNER OF 
EXISTING WOOD FENCE.  LINE 
UP NEW FENCE WITH EXISTING 
SETBACK FROM PROPERTY 
LINE.

EXISTING WOOD FENCE
PROPERTY LINE

INTERLOCKING PAVING
SEE DTL. 5-L4
FOR PAVING PATTERN

EDGE OF CITY WALK

RAISED 200 x 400 P.I.P. CONCRETE 
CURB.  SEE DTL. 7-L4

WROUGHT IRON FENCE.  SEE 
DTLS. 1-10 DRAWING L5

OVERHEAD WROUGHT IRON 
ORNAMENTAL ARCHWAY.  
SEE DTL. 1,2,3,4-L5

PLANTING BED.  SEE 
DTL. 3-L4

SIGN WITH DEEP 
CONCRETE FOOTINGS.  
SEE DTL. 5,7-L6 900900

BENCH. LOCATE 200 
mm CLEAR OF 
CONCRETE CURB.

STREET ENTRANCE PLAN
Scale: 1:100

4
L4
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230.90
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230.95

230.90

231.25

SLOPE TO CITY WALK

SLOPE 

EDGE OF INTERLOCKING 
PAVING

INDICATES EXISTING 
GRADE ELEVATION

INDICATES NEW 
GRADE ELEVATION

230.90

231.20

230.90

231.20
 

PLANTING BED.  SEE 
DTL. 3-L4

EXISTING SURVEY 
MARKER  LOCATION.
TO BE PROTECTED.

    

EDGE OF CITY WALK

 PAVING PATTERN PLAN
Scale: 1:100

5
L4

BROKEN LINE INDICATES SNAP EDGE PAVER 
RETAINER.  SECURE WITH 250mm LONG 
SPIKES, 300mm ON CENTRE

RAISED CONCRETE  CURB
150 x 600 LONG x 300 mm THICK 
CONCRETE PADS FOR SECURING 
BENCH TO.  TOP OF PADS TO BE 
FLUSH WITH PAVING STONE.  
LOCATE PADS 200 mm FROM EACH 
CONCRETE CURB.

9 ROWS STANDARD PAVER BUNDLES LAID 
IN CIRCULAR RUNNER PATTERN TO 
FOLLOW CONCRETE CURB

STANDARD PAVER BUNDLES LAID IN 
RUNNER PATTERN PARALLEL TO CITY 
WALK

CIRCLE BUNDLE 
PATTERN

SNAP EDGE

CIRCLE BUNDLE 
PATTERNNOTE:  PAVING STONE TO BE BARKMAN 

VICTORIAN PAVERS, DESERT BUFF 
PATTERN.  SLOPE PAVERS AS NOTED IN 
DETAIL 4-L4
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INTERLOCKING PAVERS

SAND LEVELLING BASE

COMPACTED 19mm DOWN CRUSHED 
LIMESTONE BASE COURSE MATERIAL.  
EXTEND MINIMUM 150mm PAST EDGE OF 
INT. PAVING STONES FOR SECURING 
SNAP EDGE RETAINER.

COMPACTED SUB-GRADE

10
0

SNAP EDGE RETAINER, WITH 250 mm LONG 
STAKES @ 300mm O.C.

REPAIR DOD DAMAGE AS 
REQUIRED WITH SOD AND 100 
mm DEPTH TOPSOIL

SPIKE

EXISTING SOD

 Min. 150

INTERLOCKING PAVING EDGE SECTION BY GRASS
Scale: 1:10

6
L4

COMPACTED 50mm DOWN CRUSHED 
LIMESTONE SUBBASE COURSE MATERIAL.  

GEOTEXTILE FABRIC

15
0

15
0

12
62

10
0

30
0

200

40
0 +-

 3
00

WOOD CHIP MULCH

MIXED TOPSOIL

COMPACTED SUBBASE

INTERLOCKING PAVING

SAND LEVELLING BASE

19 mm DIAMETER 
LIMESTONE DOWN

50 mm DIAMETER 
LIMESTONE DOWN

GEOTEXTILE FABRIC

20 mm DIA. ROUNDOVER  
EDGE

200 x 400 CONCRETE EDGE.  REINFORCE WITH 2 
HORIZONTAL 10 M R-BAR, 50 mm COVER.  PROVIDE 
10M TIES AT 600 mm O.C. PROVIDE LIGHT 
SANDBLAST FINISH ON ALL EXPOSED AREAS OF 
CONCRETE.  PROVIDE 20 mm ROUND OVER EDGE 
ON TOP TWO EDGES.

CONCRETE CURB SECTION
Scale: 1:10

7
L4

NOTE:  300 mm GRANULAR DEPTH BELOW 
INTERLOCKING PAVING STONE IS FOR CANORA 
STREET PAVING BY CITY WALK ONLY - NOT 
VIEWING PLAZA AREA.
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CANORA GREEN
850 Palmerston Avenue
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AS NOTED

L4MISCELLANEOUS SITE 
PLANS AND DETAILS

K.RECH

04-01-E 0

SPECIAL NOTE: CANORA GREEN SITE ONLY.
SOME OF THE WORK SHOWN ON THIS DRAWING WAS AWARDED 
PREVIOUSLY TO ANOTHER CONTRACTOR (SECOND NATURE 
LANDSCAPING).  IN GENERAL TERMS SECOND NATURE 
LANDSCAPING WILL BE INSTALLING ALL THE TREES, SHRUBS, 
WOOD CHIP MULCH, TOPSOIL FOR PLANTING BEDS, AS WELL AS 
EXCAVATION OF PLANTING BEDS.  SECOND NATURE WILL ALSO BE 
REMOVING TWO EXISTING SHRUBS BY THE FRONT CITY WALK, 
NORTHWEST CORNER OF THE SITE.

THE CONTRACTOR WHO IS AWARDED THIS CONTRACT, WILL BE 
REQUIRED TO CO-ORDINATE THEIR WORK WITH SECOND NATURE 
LANDSCAPING, TO ALLOW SECOND NATURE ACCESS TO THEIR 
WORK AREAS BEFORE THE NEW FENCING OR SODDING REPAIRS 
ARE MADE.

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION

APRIL 4/06

ISSUED FOR TENDER APRIL 4, 2006ISSUED FOR TENDER APRIL 4, 2006


