
Plant List
Qty Botanical Name Common Name Size / Remarks

12 viburnum trilobum HIGHBUSH CRANBERRY 900 HT. MIN. 4 MAJOR STEMS OF HEIGHT SPECIFIED. CONTAINER.
43 hemerocallis STELLA D'ORO DAYLILY 2 YEAR OLD PLANTS. DENSE BUSHY PLANTS.
1 betula paptrifera PAPER BIRCH 50mm CALIPER. SINGLE STRAIGHT STEM. 

WELL BRANCHED HEAD ABOVE 1220mm HT. 
SPECIMEN QUALITY. MIN. 915mm DIA. ROOTBALL. STAKE.
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PROTECTED. 

NOTE:

INSTALL 300mm MIXED 
TOPSOIL C/W 100mm DEPTH 
WOODCHIP MULCH 
COVERING FOR ALL SHRUB 
BEDS.

1 PAPER BIRCH CLUMP.
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CURB AT THIS POINT TO BE 200mm DEPTH.  SLOPE 
BOTTOM OF CURB DOWN TO 400mm DEPTH CURB 
BY CITY WALK.  TOP OF CURB TO BE INSTALLED 
LEVEL.

CONCRETE CURB 
ALONG CITY WALK 
TO BE 400mm DEPTH.
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POURED IN PLACE COLOUR
CONCRETE PLANTER CURB.

SEE DTL.  4-L1

150mm x 150mm P.T.
TIMBERS, 2 LAYER OR 3

LAYER, SEE PLAN

EXISTING 
ROAD APPROACH

1 - INTERPRETIVE 
PLAQUE BY 
OTHERS, N.I.C.

CONCRETE BOLLARDS 
(TOTAL 4).  SEE DTL. 
6-L8.
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NOTE:
TIMBER BASE COURSE SHALL BE PINNED WITH 
2-19mm DIA. x 900mm REBAR AT MAXIMUM 1200mm 
O.C. ALL ROWS OF TIMBER ABOVE BASE COURSE 
SHALL BE SECURELY SPIKED WITH A MINIMUM OF 
2-250mm SPIKES AT MAXIMUM 1200mm O.C. 
MINIMUM 75mm BURIAL ON BOTTOM TIMBER.

150mm X 300mm POURED IN PLACE COLOUR CONCRETE 
CURB C/W 19mm ROUNDED EDGE, REINFORCED WITH 
2-10m HORIZONTAL R-BAR, @ 150mm O.C., MIN. 50mm 
COVER.  INSTALL OVER COMPACTED GRANULAR LEVELING 
BASE. 19mm ROUNDOVER EDGE ON TOP.

COMPACTED SUB-GRADE

2 LAYER OR 3 LAYER,150x150mm P.T. 
TIMBER WALL, SEE PLAN.
MINIMUM LENGTH OF TIMBER 1200mm. 
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 125 mm THICK, PATTERNED CONCRETE, 
REINFORCED WITH 10m R-BAR, @ 600 mm O.C., 
BOTH WAYS, MIN. 50 mm COVER.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN. COMPACTED SUB-GRADE
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150mm X 300mm POURED IN PLACE COLOUR 
CONCRETE CURB C/W 19mm ROUNDED EDGE, 
REINFORCED WITH 2-10m HORIZONTAL R-BAR, @ 
200mm O.C., MIN. 50mm COVER.  INSTALL OVER 
COMPACTED GRANULAR LEVELING BASE
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FINISH GRADE
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150mm X 400mm POURED IN PLACE COLOUR 
CONCRETE CURB C/W 19mm ROUNDED EDGE, 
REINFORCED WITH 2-10m HORIZONTAL R-BAR, 
@ 300mm O.C., MIN. 50mm COVER 10m 
STIRRUPS @ 600mm O.C..  INSTALL OVER 
COMPACTED GRANULAR LEVELING BASE
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VARIES MINIMUM 100 - 
MAXIMUM 300.

150
WOOD CHIP MULCH

NOTE: 
CONCRETE CURB BY CITY WALK IS 400mm 
DEPTH AND IS 200mm DEPTH BY EAST END 
CLOSEST TO NEIGHBOUR'S HOUSE.  TOP OF 
CURB IS TO BE INSTALLED LEVEL.  INCREASE 
DEPTH AT BASE OF CURB TO CORRESPOND TO 
SLOPE OF LAND.
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WIRE TIE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK GREEN.  TWO 
PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

SET ROOTBALL ON FIRM UNEXCAVATED SOIL

SUBGRADE

100 mm DEPTH OF WOOD CHIP MULCH

TREE PIT / PLANTING DETAIL
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ON TOP EDGES
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BROKEN LINE 
INDICATES FILTER 
FABRIC

75 mm DEPTH, 6 mm DIA. 
CRUSHED LIMESTONE OVER 
LAYER OF WEED BARRIER

      

KEN RECH LANDSCAPE ARCHITECTS INC.
1480   Wellington   Crescent         Winnipeg    Manitoba
Fax 489-6852               R3N 0B3           Tel(204) 489-6616

DRAWN BY

PRINT DATE

FILE NO.

SCALE

DATE

REVISION

SHEET NO.

PROJECT TITLE

DRAWING TITLE

NO. REVISIONS BY DATE

POLSON PUMPING
STATION

SITE PLANS JAN. 5 / 06

AS NOTED

L1

75 SCOTIA STREET

B.P.

04-09

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION

APRIL 4/06

ISSUED FOR TENDER APRIL 4, 2006


