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Plant List
Qty Botanical Name Common Name Size / Remarks

2 picea pungens cvs. "Hoopsi" HOOPSI BLUE SPRUCE 3.0 METRE HT. SPECIMEN QUALITY, MIN. 1000mm ROOTBALL
2 picea pungens cvs. "Hoopsi" HOOPSI BLUE SPRUCE 3.6 METRE HT. SPECIMEN QUALITY, MIN. 1140mm ROOTBALL
1 prunus maackii AMUR CHERRY MIN. 50mm CAL., 3 METRE HT.

17 euonymus alatus DWARF BURNINGBUSH MIN. 4 STEMS 600 HT. CONTAINER
14 syringa meyeri palibin LITTLE LEAF LILAC MIN. 10 STEMS, 600mm HT. CONTAINER.
25 potentilla fruticosa GOLDDROP POTENTILLA MIN. 400mm HT. DENSE BUSHY PLANTS. CONTAINER.
3 thunja occidentalis "Wareana" SIBERIAN CEDAR MIN. 915mm HT. CONTAINER.

65 hemerocallis DAYLILY MIXED COLOURS. MIN. 6 VARIETIES. ZONE 3 OR LESS.  2 YEAR OLD PLANTS
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SHADED AREA INDICATES NEW PATTERN 
CONCRETE PAVING.  CONFIRM SHAPE 
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NEW CONCRETE 
BOLLARD (TOTAL 4).  
SEE DTL. 6-L8.

REPAIR SOD 
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EXISTING GRASS TO
BE PROTECTED,

REPAIR ANY DAMAGE
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NOTE:
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 125 mm THICK, PATTERNED CONCRETE, 
REINFORCED WITH 10m R-BAR, @ 600 mm O.C., 
BOTH WAYS, MIN. 50 mm COVER.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN. COMPACTED SUB-GRADE

WOOD CHIP MULCH

MIXED TOPSOIL

150mm X 300mm POURED IN PLACE COLOUR 
CONCRETE CURB C/W 19mm ROUNDED EDGE, 
REINFORCED WITH 2-10m HORIZONTAL R-BAR.  
MIN. 50mm COVER.  INSTALL OVER COMPACTED 
GRANULAR LEVELING BASE
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WIRE TIE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK GREEN.  TWO 
PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

SET ROOTBALL ON FIRM UNEXCAVATED SOIL

SUBGRADE

100 mm DEPTH OF WOOD CHIP MULCH

TREE PIT / PLANTING DETAIL
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