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EXISTING PARKING LOT

EXISTING TREES TO BE 
PROTECTED

EXISTING BRICK 
PILLARS TO BE 
REPAIRED

EXISTING CONCRETE 
WALK

EXISTING CONCRETE 
PAVING

DEVELOPMENT AREA, 
SEE DWG. 3-L4

2 - EXISTING 
CONIFER TREES TO 
BE REMOVED

EXISTING SITE PLAN
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FORREST AVENUE

EXISTING ELECTRICAL 
OUTLETS

EXISTING BRICK PILLARS AND 
WROUGHT IRON FENCE TO BE 
PROTECTED

EXISTING 
TREES TO BE 
PROTECTED

EXISTING 
DRIVEWAY

EXISTING CHAINLINK FENCE SECTION 
AND VEHICLE ACCESS GATE.
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EXISTING CITY WALK

EXISTING SHRUBS 
TO BE PROTECTED

MANHOLE TO BE 
RAISED

NEW CONCRETE WALK TO BE 
INSTALLED ALONG FORREST AVENUE.  
REPAIR SOD DAMAGE ALONG WALK.  
SEE ENGINEER DWG 002.

DEVELOPMENT AREA, 
SEE 2-L4
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Plant List
Qty Botanical Name Common Name Size / Remarks

2 picea pungens COLORADO SPRUCE 3.0 METRE HT. SPECIMEN QUALITY, MIN. 1000mm ROOTBALL.
15 syringa meyeri palibin LITTLE LEAF LILAC MIN. 10 STEMS, 600mm HT. CONTAINER.
9 potentilla GOLD DROP POTENTILLA MIN. 400mm HT. DENSE BUSHY PLANTS. CONTAINER.

15 hemerocallis MIXED DAYLILY MIXED COLOURS. MIN. 4 VARIETIES. ZONE 3 OR LESS. 2 YEAR OLD PLANTS.

MARYMOUND PLAZA LANDSCAPE PLAN
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NEW BENCH

INTERPRETIVE 
PLAQUES N.I.C.

3.0

4 GOLD DROP 
POTENTILLA

5 GOLD DROP 
POTENTILLA

15 LITTLE LEAF 
LILAC

15 MIXED 
DAYLILY

300mm DEPTH MIXED TOPSOIL, 
ANNUAL FLOWERS BY OWNER. 

LIMIT OF GRADING SOD.  
SLOPE GRASS DOWN TO 
MEET FLUSH WITH EXISTING

H
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2 COLORADO 
SPRUCE
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MARYMOUND PLAZA GRADING / SITE PLAN
Scale: 1:100

3
L4

MH

MH

PROPERTY LINE

H

REMOVE TOP 4 LAYERS OF 
BRICKS FROM EACH PILLAR.  
RELOCATE ONE SIGN DOWN 
COLUMN.  REINSTALL 
CAPPING.

FORREST AVENUE

EXISTING GRASS TO BE 
PROTECTED.  REPAIR ALL 
DAMAGE AT NO COST TO 
OWNER

NEW BENCH

INTERPRETIVE 
PLAQUE, N.I.C. 
(TOTAL 2)

EXISTING PILLARS AND 
WROUGHT IRON FENCE 
TO BE PROTECTED

NEW 1220mm HT. WOOD FENCE.   
SEE DTL. 5-L4 CENTRE ON 
EXISTING BRICK COLUMN (EAST 
SECTION ONLY).

NEW 125mm THICK PATTERN 
CONCRETE (SHOWN SHADED)

EXISTING 
MANHOLE.

EXISTING PARKING LOT
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NOTE: 
CENTRE PLANTER ON 
TWO EXISTING TREES.  

NEW SOD

NEW CONC. BOLLARD (3 
TOTAL).  SEE DTL. 11-L8.

NEW MOLOK WASTE 
RECEPTICAL  SEE 
DWG. 7-L4
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NEW CONC. 
PAVING.  SEE 
ENGINEER DWG 
002.
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MOLOK 1300L WASTE RECEPTACLE SECTION
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BODY - ABOVE GRADE

FINISH GRADE
REPAIR ALL SOD 
DAMAGE

COMPACTED CLAY BACKFILL

CONCRETE ANCHOR, MIN. 300 
mm WIDTH x 300 mm DEPTH, 
INSTALLED OVER CONTAINER 
ANCHORING RING.

SAND LEVELLING BASE300

 100

39 x 139 CAP.  CUT TO FIT AROUND POSTS

19 x 139 BOARDS, 89 mm SPACE BETWEEN.  
OVERLAP BOARDS 25 mm.  NAIL TO RAILS WITH 
GALVANIZED FASTENERS, OR HOT DIPPED OVAL 
HEADED GALVANIZED NAILS.

19 x 19 BOARDS,  NAILED TO POSTS

139 x 139 S4S, POSTS, SET MINIMUM 1200 mm 
BELOW FINISH GRADE, IN 250 mm DIAMETER 
HOLES BACKFILL WITH COMPACTED 6 mm DIA. 
CRUSHED LIMESTONE DOWN.

39 x 89 INSIDE TOP RAIL BETWEEN POSTS. 
SCREW TO OUTSIDE RAIL WITH 100 mm LONG 
SCREWS AT 600 mm O.C.

39 x 139 OUTSIDE BOTTOM  RAIL. SCREW TO 
OUTSIDE FACE OF POSTS  WITH 75 mm LONG 
SCREWS, 2 PER RAIL/POST CONNECTION.

39 x139 INSIDE BOTTOM RAIL BETWEEN POSTS. 
SCREW TO OUTSIDE RAIL WITH 100 mm LONG 
SCREWS AT 600 mm O.C.

FINISH GRADE

FENCING NOTES:
ALL WOOD TO BE NO: 2 OR BETTER ACQ, P.T. PINE, S4S, 
NO WANE, NO BARK, GREEN COLOUR.

WOOD FENCE DETAIL
Scale: 1:10
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45.00°

39 x 89 OUTSIDE TOP RAIL. SCREW TO OUTSIDE 
FACE OF POSTS  WITH 75 mm LONG SCREWS, 2 PER 
RAIL/POST CONNECTION.

SHAPE TOP OF POSTS AS SHOWN

25 25

MAX. 1800 O.C.

PLAN VIEW

STREET ELEVATION (OUTSIDE) PARKING LOT ELEVATION (INSIDE)

19 X 19 TRIM AT POSTS.

19 X 39 BOARDS, 25mm 
OVERLAP

39 X 89 OUTSIDE 
RAIL

39 X 89 INSIDE 
RAIL

139 X 139 POST

39 X 139 CAP
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CB FORREST AVENUE

NEW CITY WALK 
CONCRETE PAVING.  
SEE ENGINEER DWG 002.

EXISTING VEHICLE GATE AND 
CHAINLINK FENCE TO REMAIN
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SHRUB BED / CONCRETE PAVING SECTION
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125 mm THICK, PATTERNED CONCRETE, 
REINFORCED WITH 10m R-BAR, @ 400 mm O.C., 
BOTH WAYS, MIN. 50 mm COVER.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN. COMPACTED SUB-GRADE

WOOD CHIP MULCH

MIXED TOPSOIL

SAW CUT CONTROL JOINT
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