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CAP 100mm ABOVE PAVING STONES

ONE LAYER ABOVE PAVING STONES

TWO LAYERS ABOVE PAVING STONES

PISA 2 ROMAN STONE RETAINING 
WALL.  MINIMUM ONE FULL LAYER 
BELOW TOP OF PAVING STONES.  
WALL IS 2 LAYERS HIGH AT ENDS 
AND 3 LAYERS HIGH AT CENTRE 
(TALLEST POINT). INGROUND MOUNT BENCH - CENTRE 

IN PATIO, 200 mm FROM WALL AT 
CORNERS

STEP WALL UP WITH 
GRADE AT EACH END.

BROKEN LINE INDICATES SNAP EDGE 
PAVING RETAINER.  SECURE WITH 
250mm LONG SPIKES, 300 mm ON 
CENTRE.

LEAVE 100 mm GAP IN TOP OF WALL FOR 
DRAINAGE.  DRAINAGE OPENING TO ALIGN 
IN CENTRE OF BLOCK BELOW, AND NOT 
ON JOINT BETWEEN TWO BLOCKS.

BARKMAN PISA 2 ROMAN STONE RETAINING WALL.  TOP OF 
WALL TO BE LEVEL WITH PAVING STONES.  CAP TO BE 
INSTALLED ABOVE PAVING STONES.  MINIMUM ONE FULL 
LAYER BELOW GRADE. WALL HEIGHT IS 2 LAYERS HIGH AT 
ENDS, AND 3 LAYERS HIGH AT CENTRE (DEEPEST POINT)

2%
SLOPE

BARKMAN VICTORIAN PAVERS, DESERT BUFF COLOUR,
STANDARD BUNDLE, LAID IN RUNNER PATTERN, IN 
CONCENTRIC CIRCULAR SHAPES.  USE CIRCLE BUNDLE 
FOR STARTING SHAPE.  INSTALL PAVING WITH A 2% 
CROSS SLOPE DIRECTED TO DRAINAGE HOLE.
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USE CIRCLE BUNDLE FOR 
STARTING PAVING PATTERN

VIEWING PLATFORM - LAYOUT PLAN
Scale: 1:50
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VIEWING PLATFORM - LANDSCAPE PLAN
Scale: 1:50
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228.39

228.89

2%
SLOPE

EXISTING CONTOUR LINE 

CONCEPTUAL NEW CONTOUR 
LINE SHAPE.

ACCESS POINT.  1200 mm WIDE 
RELATIVELY LEVEL GRADE.  
MAXIMUM 3% CROSS SLOPE.

LIMIT OF GRADING AND NEW SOD.  TAPER 
NEW SOD GRADES INTO EXISTING 
SURROUNDING GRADES GENTLEY, TO PERMIT 
EASY GRASS CUTTING.

ACCESS POINT
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SOD

1200mm WIDE 
GRANULAR WALK. 
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SLOPE NEW GRAVEL WALK TO 
MEET FLUSH NEW WITH NEW 
PATIO ELEVATION.  150 mm 
DEPTH GRAVEL PAVING.
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1 INTERPRETIVE PLAQUE 
(N.I.C.)
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SOD C/W 75 mm DEPTH TOPSOIL BASE.  
SLOPE TO MEET EXISTING GRADE.

BROKEN LINE INIDICATES FILTER FABRIC 

WALL BEYOND

INTERLOCKING PAVERS

SAND LEVELLING BASE

19 mm DIAMETER, COMPACTED CRUSHED 
LIMESTONE DOWN

COMPACTED SUB-GRADE

NOTE:  GRAVEL BASE TO EXTEND MIN. 150 mm 
PAST BOTH EDGES OF THE WALL, AT BASE OF 
WALL

CAP STONE.  CANTILEVER 25 mm.

WALL STONE.

BARKMAN PISA 2 ROMAN STONE RETAINING WALL, DESERT BUFF COLOUR.  GLUE 
ALL LAYERS OF WALL TOGETHER WITH DOUBLE BEAD OF ADHESIVE.  PROVIDE 
DOUBLE BEAD OF ADHESIVE ON BOTTOM OF CAPPING STONES, AS WELL AS 
BETWEEN CAPPING STONES.  CONTRACTOR TO PROVIDE 5 YEAR WARRANTY ON 
UNGLUING OR SEPARATION OF STONES.

VIEWING PLATFORM - UPPER WALL SECTION
Scale: 1:10
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MIN. 150 WIDTH OF PLATE COMPACTOR

45°

NOTE: 
REMOVE TONGUE FROM STONE WHERE 
DRAINAIGE OPEINING IS LOCATED.

VIEWING PLATFORM - LOWER WALL SECTION
Scale: 1:10
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GRAVEL WALKWAY SECTION
Scale: 1:10
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GRANULAR BASE 19mm DIA.

TOPSOIL AND SOD.  REPAIR ALL 
DAMAGE AS A RESULT OF WALKWAY  
CONSTRUCTION AS PART OF WALKWAY 
COST.

GRANULAR TOPPING 
9.5mm DIA.

COMPACTED 
SUB-GRADE

10
0

INSTALL NEW GRANULAR WALK FLUSH WITH 
SURROUNDING GRADE, AND SO AS NOT TO IMPEDE THE 
EXISTING DRAINAGE.  MINIMUM 2% -MAXIMUM 3% CROSS 
SLOPE.

MIN.2 % - MAX. 3 %

GRANULAR SUB-BASE 50 mm DIA.
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EXISTING GRADE ELEVAVTION

NEW GRADE ELEVATION

TOP OF WALL

CONCRETE PAVING

EXTENT OF GRADING 

GRADING LEGEND
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CB

SAWCUT AND REMOVE 
1200mm OF CURB, TO 
PERMIT WHEELCHAIR 
ACCESS

GRANULAR WALK. SLOPE 
DOWN @ MAXIMUM 1:20 
SLOPE TO PLAZA

LIMIT OF GRADING 
AND SOD

SCOTIA STREET END PLAZA - SITE PLAN
Scale: 1:400
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PLAZA AREA, SEE 
4-L5, 5-L5

INTERPRETIVE 
PLAQUE N.I.C.

NEW FLOOD MARKER 
POLE.  SET TOP OF 
CONCRETE FOOTING 
@ ELEVATION 227.00 
LOCATION TO BE 
FIELD SET. SEE DTL. 
1-L8
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20

METAL SLAT WASTE 
RECEPTICAL750 SEWER

50 G
AS2 - BENCHES TO BE LOCATED ON 

EXISTING GRAVEL PAVING.  EXISTING 
GRAVEL PAVING TO BE RAKED AND 
CLEANED OF ALL DEBRIS AND 
COMPACTED LEVEL.

12
00

KINGSBURY AVENUE

PUBLIC LANE
PUBLIC LANE

LEILA AVENUE

NEW PICNIC TABLE C/W CHESSBOARD 
TO BE CENTRED ON EXISTING GRAVEL PAVING.  
EXISTING GRAVEL PAVING TO BE RAKED AND 
CLEANED OF ALL DEBRIS AND COMPACTED LEVEL.

BENCH TO BE CENTRED ON EXISTING GRAVEL 
PAVING.  EXISTING GRAVEL PAVING TO BE 
RAKED AND CLEANED OF ALL DEBRIS AND 
COMPACTED LEVEL.

BENCH TO BE CENTRED ON EXISTING 
GRAVEL PAVING.  EXISTING GRAVEL 
PAVING TO BE RAKED AND CLEANED OF 
ALL DEBRIS AND COMPATED LEVEL.

EXISTING TREE TO BE PRUNED 
UP TO 2100mm HT. TO ALLOW 
FOR BENCH SEATING.

CITY WALK CITY WALK 

NEW PICNIC TABLE C/W CHESSBOARD 
TO BE CENTRED ON EXISTING GRAVEL 
PAVING.  EXISTING GRAVEL PAVING TO BE 
RAKED AND CLEANED OF ALL DEBRIS AND 
COMPACTED LEVEL.

NEW FLOOD MARKER POLE.  SET 
TOP OF CONCRETE FOOTING @ 
ELEVATION 228.00. EXISTING GRADE 
ELEVATION IS APPROX. 227.90.  
PROTECT ALL UNDERGROUND 
STRUCTURES.  SEE DTL. 1-L8.
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POSSIBLE 
INTERPRECTIVE 
PLAQUE 
LOCATION.  N.I.C.

2% SLOPE TO DRAINAGE  OPENING IN CAP

CUT NEW SOD 
FLUSH INTO 
EXISTING GRADE

BROKEN LINE INDICATES 
EXISTING GRADE.  SLOPE 
VARIES FROM ONE SITE 
TO ANOTHER.

VIEWING PLATFORM - CROSS SECTION
Scale: 1:20
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SCALE METRESKINGSBURY TOT LOT SITE PLAN
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