
EXISTING GRADE ELEVAVTION

NEW GRADE ELEVATION

TOP OF WALL

CONCRETE PAVING

EXTENT OF GRADING

SEWER 

WATER MAIN

GAS

GRADING LEGEND

30
.65

30.75

T.W.

F

HH

MH

CB

CB

EXISTING SITE / DEMOLITION PLAN
Scale: 1:300

1
L6

LUXTON AVENUE

CITY WALK 

NEIGHBOUR'S
HOUSE

SC
O

TI
A

 S
TR

E
E

T

CITY WALK 

EXISTING BENCHES TO 
BE SALVAGED

EXISTING TIMBER EDGE 
TO BE SALVAGED

EXISTING TIMBER WALL 
TO BE SALVAGED

EXISTING TREES TO BE 
PROTECTED

EXISTING LIGHT AND FIRE 
HYDRANT TO BE 
PROTECTED

EXISTING PLAQUE TO BE 
RELOCATED

EXISTING TREES AND SHRUBS.  
REMOVE ALL SHRUBS AND 
VEGATATION IN THIS AREA, 
INCLUDING ROOTS TO 300mm 
BELOW EXISTING GRADE.

100mm X 150mm 
WOODEN DRAIN PIPE

100 GAS
450 SEWER

250 PVC W.M.
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EXISTING CONC. PAVING TO BE 
SALVAGED AND RELOCATED TO 
NEW SHAPE

INDICATES BOULDER.  
BOULDER TO BE MIN. 600mm 
THICK x 800mm DIA.  BUILD 
WALLS INTO BOULDERS.  CUT 
WALL STONES TO MEET TIGHT 
TO BOULDER.

LAYOUT PLAN
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NEW SQUARE STEEL 
BOLLARD. SEE DTL.  
5-L6.

EXISTING STREET 
PAVING EDGE

NEW 150mm DEPTH TOPSOIL 
PLANTING BED.  NO WOOD CHIP 
TO BE INSTALLED HERE.

NEW BARKMAN PRECAST 
CONC. ROMAN STONE WALL.  2 
- LAYERS PLUS CAP HIGH ON 
STREET SIDE.

2 - NEW BENCHES 

EXISTING LIGHT 
STANDARD TO BE 
PROTECTED

R 6000

     NEW BARKMAN PRECAST CONC. ROMAN 
STONE  WALL.  4 - LAYERS PLUS CAP 
HIGH ON RIVER SIDE.

R 2400

RELOCATE EXISTING INTERPRETIVE PLAQUE TO THIS 
LOCATION.  PLAQUE TO BE MOUNTED IN 300mm DIA. X 
600mm DEEP CONC. PILE.  TOP OF CONC. TO BE FLUSH 
WITH PAVING. FORM TOP OF CONC. IN SONOTUBE TO 
PREVENT MUSHROOMING OF PILE TOP.
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LANDSCAPE PLAN
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LIMIT OF GRADING AND SOD 
REPAIRS.  SOD TO MEET FLUSH 
WITH TOP OF CONRETE EDGE.          

EXISTING GRASS TO BE 
PROTECTED

INSTALL 300mm DEPTH WOOD 
CHIP MULCH BY EXISTING TREES

20 MIXED DAYLILY

13 GOLD DROP POTENTILLA

PRUNE EXISTING TREES OF ANY 
BRANCHES TO 2.4 HT.

10 BISHOP GOUTWEEDS
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CONTINUOUS PVC 
SNAP EDGE.

400

R 2400

Plant List
Qty Botanical Name Common Name Size / Remarks

13 potentilla fruticosa GOLDDROP POTENTILLA MIN. 400mm HT. DENSE BUSHY PLANTS. CONTAINER.
10 aegopodium podagaria "Bishop" BISHOP GOUTWEED 1 GAL. CONTAINER
20 hemerocallis DAYLILY MIXED COLOURS. MIN. 6 VARIETIES. ZONE 3 OR LESS.  2 YEAR OLD PLANTS
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19mm SOLID STEEL BARS 
CONTINUOUSLY WELDED TO 
TUBE.

6mm SOLID STEEL PLATE C/W 'S-SHAPE' 
CUT OUT. CONTINUOUSLY WELEDED 
ON ALL 4 - SIDES OF BOLLARD. 
GRAPHIC DESIGN TO BE DETERMINED 
BY DESIGNER. 

150mm x 150mm STEEL TUBE, 6mm 
WALL THICKNESS,  FILLED WITH 
CONCRETE.

NEW BARKMAN PLANTER WALL 

WELD 10M R-BAR TO TWO SIDES

CONCRETE 

EXISTING
ASPHALT

FORM TOP OF CONCRETE IN 
SONOTUBE TO PREVENT 
MUSHROOMING OF PILE

NOTE:
ALL METAL TO BE GALVANIZED 
COATED AFTER FABRICATION

STEEL BOLLARD SECTION
Scale: 1:10
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50mm COVER

100mm WHITE BAND REFLECTIVE 
VERTICAL STRIP.  FACING STREET SIDE 
ONLY.  SEE BOLLARD SCHEMATIC FOR 
LOCATION.BOLLARD 

SCHEMATIC
FRONT 
ELEVATION

100mm WHITE 
BAND REFLECTIVE 
VERTICAL STRIP,  
STREET SIDE 
ONLY.  STRIP TO 
BE CENTRED  ON 
BOLLARD.

100

C.L.

25

PLANTER WALL/INTERLOCKING PAVING SECTION
Scale: 1:20
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TOP OF BOTH PLANTER WALLS TO 
BE LEVEL WITH EACH OTHER

100mm WOOD CHIP MULCH

BROKEN LINE INDICATES FILTER FABRIC

19mm DIA. CRUSHED
LIMESTONE DOWN.

COMPACTED
GRANULAR BASE.

RELOCATED INTERLOCKING PAVING

SAND LEVELLING BASE

19mm DIA. COMPACTED CRUSHED 
LIMESTONE DOWN

EXISTING ASPHALT
PAVING END

25
TOP OF WALL

229.60

300

SOD & 75mm TOPSOIL TO 
MEET FLUSH WITH SNAP 
EDGE SLOPE DOWN TO 
EXISTING SOD GRADE

4 LAYER PLUS CAP - PISA 2 ROMAN STONE 
RETAINING WALL. DOUBLE BEAD OF 
ADHESIVE BETWEEN ALL LAYERS AND CAP. 
INSTALL ON  GRANULAR LEVELING BASE

300mm MIXED TOPSOIL

150mm MIXED TOP
SOIL

2 LAYER PLUS CAP - PISA 2 ROMAN STONE 
RETAINING WALL. DOUBLE BEAD OF 
ADHESIVE BETWEEN ALL LAYERS AND CAP. 
INSTALL ON SAND OR GRANULAR LEVELING 
BASE

10
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SLOPE DOWN

NOTE:
STEEL BOLLARDS AND 
BENCHES NOT SHOWN
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SNAP EDGE, PROVIDE 300mm 
GRANULAR SHOULDER
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