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1. This drawing shall not be used for construction unless signed
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be
allowed without prior written consent of Landscape
Architect.

3. Drawing and Specifications, as instruments of service, are the
property of the Landscape Architect. The copyright is
reserved in the name of the Landscape Architect. No
reproduction may be made without the prior written consent
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to
reproduce these drawings for the purposes of bidding. Such
reproductions are not to be used for construction.
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New 200 LDS @ 0.5%
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15 cmMulti flow drain system
placed in center of trench.
Bottom of trench elevation
and slope of drain as shown.

NNoottee::
GGrraaddeess sshhoowwnn oonn tthhiiss ddeettaaiill oonnllyy
aarree ffoorr tthhee iinnvveerrtt ooff tthhee DDrraaiinn PPiippee..
SSllooppeess aarree ffoorr tthhee ssllooppee oonn tthhee

ppiippee..
CCoonnttrraaccttoorr sshhaallll eennssuurree tthhaatt

ppoossiittiivvee ddrraaiinnaaggee ttoo tthhee mmuullttii--fflloo
ddrraaiinnss iiss pprroovviiddeedd wwiitthhiinn tthhee

ccrriibbbbeedd ssaanndd aarreeaa..

Playground SubDrain
Scale: 1:200
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Install new playgravel
minimum 30 cm depth.

Install new playgravel
minimum 30 cm depth.

Remove Existing Sandbox

Install 37 mm x 150 mm
non-pressure treated cap on
all playground timber edging.

Install 37 mm x 150 mm
non-pressure treated cap on
all playground timber edging.

Install new playgravel
minimum 30 cm depth.

00 55 1100 1155mm

PlayGround Timber Curb Renovation
Scale: 1:200
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Install new playgravel
minimum 30 cm depth.

Install 37 mm x 150 mm
non-pressure treated cap on
all playground timber edging.

Senior Swing Play Curb Renovation
Scale: 1:250

3

Replacement 150 mm x 150
mm Non-Pressure treated
Timber. 12 mm chamfer on
both top edges. Joints at
corners to be half lap. Joints
in straight runs and to existing
are to be half lap with 30 cm
overlap.

15 m rebar 90 cm in length
placed in predrilled holes 1200

mm o.c. and at all lap and
half lap joints.

Sod to be 10 cm below top of
timbers. Sod is to drain away

from timbers.

30 cm minimum depth play
gravel. Top surface of gravel
is to be level. Lower surface is
to follow the rough grade.

New Non-Pressure Treated 50 x 150
mm stained lumber attached to

timber edging with 12 mm ø x 250
mm spikes in predrilled holes at 1200
mm o.c. min. Corner joints are to be
mitered. Running joints are not to
overlap joints in underlying timber.

Top edges are to have 12 mm
chamfer. Minimum length of

individual board to be 1200 mm.
Wood to be stained.

Compacted 20 mm ø down
Limestone
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Playground Timber Edge
Scale: 1:10
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NNoottee::
GGrraaddeess sshhoowwnn oonn tthhiiss ddeettaaiill oonnllyy
aarree ffoorr tthhee ggrraaddee ooff tthhee ssuubbbbaassee
aafftteerr tthhee eexxiissttiinngg ttoorrppeeddoo ssaanndd hhaass
bbeeeenn rreemmoovveedd aanndd bbeeffoorree ppllaayy

ggrraavveell iiss iinnssttaalllleedd

Playground Rough Grade
Scale: 1:200
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Minimum 25 cm depth play
gravel.

15 cmMulti flow drain system
placed in center of trench.
Bottom of trench elevation
and slope of drain to be as per
grading drawings.

Trench backfill to be coarse
sand w. minimum particle size
of 2 mm

Multi-Flow Drain in Play Ground
Scale: 1:10
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Play Structure
Scale: 1:100
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GGeenneerraall NNootteess
1. All dimensions are in meters unless otherwise noted
2. All existing trees, sidewalks, curbs, catch basins, culverts,

survey markers, to remain are to be protected during
construction. Any damage to them is to be made good by
the Contractor. Maintain positive drainage into all catch
basins and curb inlets.

3. Contractor is to limit operations to the area within the area
of work shown on the drawing. Should areas outside of
this limit be damaged during the course of construction,
Contractor is to make good the damage at his own expense

4. Contractor is to obtain location of all utilities prior to
construction. If using power equipment to excavate
contractor must notify Hydro and Gas and telephone
utilities and take steps to avoid damaging their
installations.

5. Contractor to confirm all dimensions and report any
discrepancies to Contract Administrator prior to
construction.

6. Layout is to be approved by Contract Administrator prior
to any construction or demolition/removals.

7. Where demolition/removal of items is called for all items
removed from the Site are to be disposed of in a safe and
legal manner.

8. Contractor is responsible for ensuring that items not
scheduled to be removed or demolished are protected from
damage. Any damage to said items is to be made good by
Contractor at his cost.


