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SAFETY BARRIER

Operation #2
1. Disconnect the cables from the 3 existing 2-speed starters to the related pump
motors.
. Remove the following equipment and remove from site:
a PII-1 2 speed starter for 900/400 HP pump motor.
ERVREE ° e l b PII-2 2 speed starter for 900/400 HP pump motor.
7 j ) ¢ PII-3 2 speed starter for 900/400 HP pump motor.
] AN d All capacitors and related equipment associated with the 3 900hp pump starters.
INCOMING 3)?%‘;}/;\ lggémgg BREX&ER 6CODOF\)/ ¢ Bus transition section on west side of existing Tie Breaker Switch.
BREAKER Remove and make ready to be reinstalled:

REMOVED SWITCH 3.
N a Existing Tie Breaker Switch.
b Existing Spare Fused Switch.
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Operation #3
1. Install the new soft starters as indicated below:
a New PII-1 2 speed soft starter for existing related pump motor.
b New PII-2 2 speed soft starter for existing related pump motor.
c New PII-3 2 speed soft starter for existing related pump motor.
d New PI-1 single speed soft starter for the new related pump motor PI-1.
e New PI-2 single speed soft starter for the new related pump motor PI-2.

2. Install new Schneider 1200A 5kV vacuum breaker to match the existing incoming
vacuum breaker at East Side of distribution line up. Make bus connection between
the fuse switch and the new vacuum breaker.

Reinstall the existing (2004) 5kV fused switches as indicated below:
Existing 1200A Schneider fused switch labeled as "Future 1".
Existing 1200A Schneider fused switch labeled as "Tie Switch".
Existing 1200A Schneider fused switch labeled as "Future 2".
Reinstall existing SkV Teck cables from pump motors PII-1, PII-2 AND PII-3 to
newly installed 2 speed soft starters labeled as PII-1, PII-2 and PII-3. Prepare and
e connect cables to starters.
SWITCH ‘ 8. Supply and install cables for new motors PI-1 and PI-2. Cables shall be 3/C #4 with
> suitable termination.
EéL\SJ'E'\ﬂG / 600V 9. Connect all bus bars for each piece of equipment in the distribution line-up.
10. Perform all bus connection for equipment as required between equipment cells.
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