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Gateway Community Center

Existing Mini Soccer Pitches

Existing Soccer Pitch

Gateway Community Center - Layout Plan
Scale: 1:250

1

L5

0 5 10 15 20 25 m

15 cm Multi flow drain system
placed in center of trench.

Bottom of trench elevation and
slope of drain to be as per

grading drawings.

Smooth grade at bottom of
ditch. Install new topsoil and

sod as per specifications.

Install new "mini" catch basin as
per spec.

1.8 M ht. Chain link Fencing as
per specification

1.8 m ht. 2.4 m long free
standing chain link fence access

point

1.8 m ht. 2.4 m long free
standing chain link fence access

point

9.7

4.7

2.4

2.4 m ht. Chain link fence as per
specification

Crusher fines paving shall
consist of compacted subgrade,
geotextile, 15 cm depth 65 mm
down limestone compacted, 15
cm depth 20 mm down limestone
compacted, 5 cm depth 7 mm
down limestone watered and
compacted.

For Bid OpportunityA 07/05/06

1. This drawing shall not be used for construction unless signed and sealed by
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of
the Landscape Architect. The copyright is reserved in the name of the
Landscape Architect. No reproduction may be made without the prior
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these
drawings for the purposes of bidding. Such reproductions are not to be used
for construction.

1. This drawing shall not be used for construction unless signed and sealed by
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of
the Landscape Architect. The copyright is reserved in the name of the
Landscape Architect. No reproduction may be made without the prior
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these
drawings for the purposes of bidding. Such reproductions are not to be used
for construction.

DDeeaann SSppeeaarrmmaann
Landscape Architect

Winnipeg, Manitoba

DDeeaann SSppeeaarrmmaann
Landscape Architect

Winnipeg, Manitoba
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SIDE OUTLET

COUPLING

END OUTLET

MODULAR COUPLER

OR PLUG

TAPE ALL JOINTS W/ 5 cm-10 MIL HDPE TAPE
TO SEAL FABRIC TO FITTING

END CAP (at beginning of run only)

DISCHARGE PIPE

CONTINUOUS ROLL
MULTI FLOW TUBING
(CUT LENGTH AS REQ'D)

Cleanout (For location see plan drawing)

PERMISSIBLE FOR FABRIC
SEAM TO BE UP OR DOWN

CUT FLANGE MATERIAL FROM SIDE
OUTLET TO ACCOMODATE DESIRED
PIPE SIZE

(DESIRED SIZE)

CUT FLANGE MATERIAL
FROM END OUTLET TO
ACCOMODATE DESIRED
PIPE SIZE

INSTALL FILTER FABRIC & TAPE
W/ 5 cm-10 MIL HDPE TAPE TO
MAKE CONNECTION EARTH TIGHT

INSTALL MIN 3 STAINLESS SCREWS
PRIOR TO FABRIC OR TAPE OVER JOINT

Mult-Flo Details7

L5

TYP MULTI-FLOW RUN

IN TRENCH (Remove after
first 150 mm of sand is backfilled)

TO CENTER MULTI-FLOW

USE CENTERING DEVICE

CUT TO DESIRED LENGTH

(APPROX 1.2 m)

38mm

25 mm SCHED 40 PVC

PIPE & FITTINGS

Multi Flo Centering6

L5

150 mm Multi-Flow Pipe. Centered in
trench

Varies 50 mm min.

Backfill trench with Coarse Sand as
per Spec.

Slope bottom of trench as per profile

100mm
Grass seed directly into coarse sand

Protect existing sod at edges of
trench.

Multi Flo Trench
Scale: 1:10

5

L-5

50 TO 70 MM Crusher Fines

COMPACTED 3/4"ø Limestone BASE

GEOTEXTILE as per cw 3130

COMPACTED SOIL SUBGRADE

TURN UP AT SIDES OF BASE

.2
5

.0
5

Crusher Fines Paving
Scale: 1:10

3

L5

ON THE OUTSIDE.. IF IN DOUBT CONFIRM
WITU CONTRACT ADMIN. PRIOR TO
INSTALLATION

FABRIC SHALL BE INSTALLED

HARDWARE SHALL BE GALVANIZED.
ALL WIRE FABRIC AND FENCE
NOTE:

0
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Post Cap

Post Band

Tension
Bar 5x19
mm.

Rail EndFabric Clip 9 guage
alum. alloy 450 mm o.c.

76 mm Brace at
all corners, ends

and intersections.

6 ga. Bottom Tension Wire
Ties at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min.
6700 mm in length

Top Rail Sleeve Coupling

9 ga. 50 mm x 50 mm
gal. steel diamond pattern

mesh

9 ga. alllum. alloy tie
380 mm o.c. max.

Line Post 60.3 mm o.d.
Galv. Pipe
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3.0

Posts to be placed by direct push

4
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1.2 m ht. Chain Link Fence
Scale: 1:20
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1.2

Chain Link Pass Through Layout
Scale: 1:50

8

0 1 2 3 m

General Notes
1. All dimensions are in meters unless otherwise noted
2. All elevations are Geodetic and in Meters
3. All existing trees, sidewalks, curbs, catch basins, culverts, survey

markers, to remain are to be protected during construction. Any
damage to them is to be made good by the Contractor. Maintain
positive drainage into all catch basins and curb inlets.

4. All work is to be warrented for a period of not less than 1 year.
5. Contractor is to limit operations to the area within the area of work

shown on the drawing. Should areas outside of this limit be damaged
during the course of construction, Contractor is to make good the
damage at his own expense

6. Contractor is to obtain location of all utilities prior to construction.
If using power equipment to excavate contractor must notify Hydro
and Gas and telephone utilities and take steps to avoid damaging
their installations.

7. Contractor is to protect any existing trees/shrubs not scheduled for
demolition/removal.

8. Contractor to confirm all dimensions and report any discrepancies to
Contract Administrator prior to construction.

9. Layout is to be approved by Contract Administrator prior to any
construction or demolition/removals.

10. Irrigation will not be accepted until final inspection when it must be in
operation.

11. Inspections by Contract Administrator are required after trench
layout, after installation of pipe and prior to backfilling, and upon
completion of installation and after adjustments.

12. Contract Administrator is to receive at least 48 hours notice prior
to an inspection being required.

13. This drawing is schematic only and is intended only to be indicative of
the scope of work. All components are to be located on site and
those locations approved by Contract Administrator prior to
installation.

!!""##$$%%&&

contour existing major

contour existing minor

contour proposed major

contour proposed minor

spot elevation existing

spot elevation proposed

drainage swail (direction of drainage & percentage slope)5%

spot elevation invert of multi-flo drain

spot elevation Rough (Mud) Grade

Limit of Grading

KKeeyy

Gas Line

Oil Pipe Line

Power Line

Storm Sewer (drain)

Sanitary Sewer

Combined Sewer

Water Main

Multi Flo Drain

Chain Link Fencex x x
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Gateway - Context/ Demolition
Scale: 1:2500
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L5

0 25 50 75 100 m

Job Site

Remove existing Storage
Compound. Resod.

0


