PAVILIQN

DUCKPOND O

KEY NOTES

E] EXISTING 2" VALVE AND COVER FOR DUCK POND

E EXISTING 2" LINE AND CURB STOP TO REMAIN.

EXISTING 3" FORCE-MAIN. FORCE-MAIN DISCHARGES AT
MANHOLE BY 8" SEWER ON E. SIDE OF PAVILION.

NEW 3" FORCE MAIN FROM FROM 200 GAL. CONCRETE SEWAGE

LIFT STATION, C/W PU-1&2 SEWAGE PUMPS. SEE DETAIL 2-M1.2.

NEW 2" WATER SERVICE. CONNECT TO EXISTING 2" MAIN AT
EXISTING SHUT-OFF VALVE.

EXISTING 2" WATER LINE CONNECTS TO 4" MAIN AT THE PICNIC
AREA SWINGS.

WITH NEW 2" LINE AND CURB STOP.

REPLACE EXISTING 1-1/2" LINE AND VALVE SERVING THE PAVILION

REMOTE PANEL IN PICNIC AREA
C/W ALARM LIGHT AND AUDIBLE ALARM.

PUMP CONTROLLER C/W TELEPHONE CONNECTION
FROM HIGH LEVEL ALARM (CONNECTION BY

CITY OF WINNIPEG).
BY CONTRACT ADMINISTRATOR: ~

<

C/W RUBBER GASKET

TEFLON O-RING
FOR DISCONNECT SYSTEM

GAS TIGHT METAL COVER '\ ‘\

3" FORCE MAIN TO CONNECT TO EXISTING FORCE MAIN
SOUTH SIDE OF PAVILION.

CONFIRM LOCATION AND ELEVATION %
WITH PLUMBING CONTRACTOR.
HIGH LEVEL ALARM —/j/ 1 1

PU-2 FLOAT SWITCH f 5

PU-1 FLOAT SWITCH .
ACTIVATE PU-1 NO LESS THAN (‘

3.75' ABOVE BOTTOM OF PIT.

GENERAL NOTES

- CONTRACTOR TO REFER TO ARCHITECTURAL SITE PLAN TO CONFIRM ALL
SITE DIMENSIONS AND BUILDING ELEVATIONS.

- ALL CONSTRUCTION METHODS AND MATERIALS TO CONFORM TO THE
LATEST CITY OF WINNIPEG CONSTRUCTION SPECIFICATIONS AND DETAILS.

- THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL NECESSARY PERMITS.

- GIVE AT LEAST 48 HOURS ADVANCE NOTICE TO AUTHORITIES BEFORE
CONNECTING TO THE EXISTING SERVICES.

- AUGER UNDER STREET PAVEMENT.

- MAKE GOOD EXISTING ROADS, SIDEWALKS, CURBS AND ALL OTHER EXISTING
SERVICES DISTURBED BY THE SERVICE WORK TO THE SATISFACTION OF THE
CITY AND THE CONTRACT ADMINISTRATOR..

- COMPLETE ALL TESTS AND CLEANING AS REQUIRED TO MEET CITY OF
WINNIPEG STANDARDS AND PROVIDE A FULLY OPERATIONAL SYSTEM.

- DOMESTIC WATER LINE TO BE INSTALLED BELOW THE FROST LINE.

- ALL WATER/SEWER PIPE TO BE INSULATED ACCORDING TO DETAIL 2 WHERE
INSTALLED ABOVE OR NEAR THE FROST LINE, OR AT ANY LOCATIONS BELOW
PAVED PARKING LOTS OR ANY ROADWAYS.

POWER CORD TO DUPLEX PUMP
CONTROLLER, COORDINATE LOCATION W/
ELECTRICAL TO MINIMIZE LENGTH,

HANG CORD FROM STRUCTURAL

FINISHED FLOOR ELEV.

4" SANITARY LINE INTO LIFT STATION.
APPROXIMATELY 24" BELOW FINISHED FLOOR
ELEVATION. CONFIRM LOCATION AND ELEVATION
WITH PLUMBING CONTRACTOR.

BALL VALVE

CAST IRON CHECK VALVE
UNION CONNECTION

NseN: T

e

1/4" SS LIFT CABLE.

TERMINATE WITH CABLE THIMBLE AND CLAMPS
AT HIGH LEVEL OF SUMP PIT BELOW LID, C/W HOOKS

FOR EASY ACCESS. TYPICAL EACH PUMP.

/
/ AS PER MANUFACTURER'S INSTRUCTIONS.
/ CAST-IN-PLACE CONCRETE SEWAGE PIT

PU-1 & 2. CONTRACTOR TO SUPPLY INSTALL GUIDE RAILS

BY CONTRACT ADMINISTRATOR.
REFER TO STRUCTURAL FOR DETAILS.
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