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UTILITY CABLING

120/ 240 MAIN
10‘2’{; DISCONNECT SWITCH

E] M MANITOBA HYDRO APPROVED
100A METER SOCKET

SERVICE ENTRANCE RATED WEATHERPROOF
COMBINATION PANELBOARD MOUNTED ON

GALVANIZED STEEL H—CHANNELS SUPPORTS.

MAIN PANEL: 'MDT, 120/240V, 100A, 1PH, 3W.
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ELECTRICAL SINGLE LINE

SCALE: NTS

1.

. ALL EXTERIOR EQUIPMENT SHALL BE LOCKABLE.
. PROVIDE CLASS |, DIV. 1 SEALS AT THE CABLE ENTRY PQINTS

GENERAL NOTES

ALL DEVICES SHOWN ARE NEW, AND ARE TO BE PROVIDED BY THE
CONTRACTOR.

INTO THE EXTERIOR PANELS / ENCLOSURES FOR ALL CABLES
WHICH ENTER THE LIFT STATION.

SPECIFIC_NOTES

REFER TO THE WEATHERPROOF PANEL / CONTROL CABINET
ENCLOSURES DETAIL ON DRAWING E4 FOR COMBINATION SERVICE
ENTRANCE PANEL REQUIREMENTS.

PROVIDE NEMA 1 PUMPING STATION DUPLEX PUMP CONTROLLER
(IN WEATHERPROOF NEMA 4 ENCLOSURE). PRODUCT SHALL BE
GOULDS SES SERIES CONTROLLER OR APPRQOVED EQUAL. PROVIDE
4 STAGE (C/W 4 FLOATS) MOTOR CONTROL / HIGH LEVEL ALARM
AUXILIARY CONTACT.

SERVICE GROUND

TO SERVICE GROUND

MAIN SERVICE
GROUND IN CONDUIT

GROUND ROD TYPICAL.
20mm X 3000mm
LONG MIN. COPPER CLAD

NOTE:
ADDITIONAL GROUND RO

SPACED A MINIMUM OF
FROM REMAINING RODS.
OHM RESISTANCE.

#2/0 CU GROUND TO
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S

FINISH GRADE—\

3000mm
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DS MAY BE

REQUIRED ACCORDING TO LOCAL
CONDITIONS. THESE SHALL BE

3000mm
MAXIMUM 4

SR

300mm MIN.
|

COMPRESSION CONNECTION (TYPICAL)

#2/0 BARE SOFT DRAWN COPPER
WIRE OR AS NOTED LOOSE LAID
BETWEEN GROUND RODS.

ELEVATION

SERVICE GROUND ELECTRODE DETAIL

SCALE: NTS
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