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LOCATION OF UNDERGROUND 
STRUCTURES AS SHOWN ARE BASED ON 
THE BEST INFORMATION AVAILABLE 
BUT NO GUARANTEE IS GIVEN THAT ALL 
EXISTING UTILITIES ARE SHOWN OR 
THAT THE GIVEN LOCATIONS ARE 
EXACT. CONFIRMATION OF EXISTENCE 
AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM 
THE INDIVIDUAL UTILITIES BEFORE 
PROCEEDING WITH CONSTRUCTION.

NOTE: DO NOT SCALE - DRAWING
PLOT MAY NOT BE AT 100%
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Park and Athletic Field
Renovations

LDS

LDS

75mm Depth Local
Shredded Wood 
Chip Mulch
 

Trunk Protection
150mm ø Corrugated Plastic Pipe
300mm Ht. 

Scarify Pit
Bottom 150mm

Subgrade

Depth of Planting shall be 
as per Original Growing 
Condition
100mm Depth Watering Saucer

Topsoil

Trim Back and Slit Burlap,
Cut Back and Remove Wire
Basket.

Fasten Trunk to Stake with
Tree Ring 

Firmly Anchored T-Rail Stake
38 x 38 x 5 x 2440, painted Black
Locate 500mm away from
Trunk on side of prevailing wind.

DECIDUOUS TREE PLANTING
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75mm Depth Local
Shredded Wood Chip Mulch

9 Gauge Galv. Guy Wire
3 Per Tree at 120° Intervals

Flagging Tape

Turnbuckle (min. 150mm)

Depth of Planting shall be 
as per Original Growing 
Condition

Firmly Compacted 100mm Depth
Watering Saucer

Topsoil

Trim Back and Slit Burlap,
Cut Back Wire Basket & Remove.

Do Not Damage or Cut Leader

Guying Collar 13mm ø
Nylon Reinforced

CONIFEROUS TREE PLANTING

Scarify Pit Bottom
150mm Subgrade

Finish Grade

Width of
Rootball ±
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Anchor

Spade Edge to Dia. of
Branches or 1M Min.

1
L5

Bench and Granular Pad
1:25

1.
2m

2.5m

Granular Paving - Type III

1.8m Bench
Du Mor - 88-60PL
Locate on Pad as shown

Existing Granular Path

1 - 1.8m Bench
Granular Paving - Type III
Detail 1/L5

1 - 1.8m Bench
Granular Paving - Type III
Detail 1/L5

Lake

VINCE LEAH   DRIVE                                                               

PLANT SPECIFICATION LIST
All Dimensions Minimum Size

Qty. Botanical / Common Name Size / Remarks

EVERGREEN TREES

3 Picea pungens / Colorado Blue Spruce 3.0 M ht. Full and even growth all sides,
well branched to grade, single well-formed  
leader, B&B or tree mover.

DECIDUOUS TREES

5 Acer tataricum ginnala/ Tatarian Maple 25 mm cal, 4.0 M ht., min. 3 stems, 
clump form, #7 container or B&B 

6 Salix babylonica / 3.0 M ht. , Well formed head,
Weeping Willow # 7 container

3 Tilia americana / American Basswood 70 mm cal, 4.0 - 4.5   M ht., Well formed head, 
B&B or tree mover.

Turf Renovation - Type I
Renovate ±6000 Sq. M. Soccer Field.
  

Remove Existing Pair of Soccer Goal Posts
Supply and Install New Goal Posts

Existing Trees 3 Colorado Spruce

5 Tatarian Maple

3 Basswood

3 Weeping Willow

3 Weeping Willow

Existing Trees

1 - 1.8m Bench
Granular Paving - Type III
Detail 1/L5

Existing Bench

1 - 1.8m Bench
Granular Paving - Type III
Detail 1/L5


