
250mm depth Safety Stone for
equipment with deck height 1499 mm or less  

300mm depth for swings and for equiment 
with decks heights 1500 mm and over  

75

Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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400 Finished Grade
Granular Surfacing

Min 1% - Max 2%

75

Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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Finished Grade
Seed and Topsoil

Max 20%

500 mm
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Existing Grade

Blend to meet Existing Grade
@ 500 mm from Curb

CROSS SECTION - Sod edge

CROSS SECTION - Hard Surface edge

250mm depth Safety Stone for
equipment with deck height 1499 mm or less  

300mm depth for swings and for equiment 
with decks heights 1500 mm and over  
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28
0

THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE

CONCRETE PLAYSURFACE EDGING DETAIL
SCD-643

Scale 1:15

May/05 CH/DB


