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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT 
THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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300mm Depth Safety Stone
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Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.
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CONCRETE EDGING DETAIL with Grass (1:20)

CONCRETE EDGING DETAIL with Asphalt (scale 1:20)
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ASPHALT PATH DETAIL  (1:20)
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75mm Asphalt - Type 1A
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LIMESTONE DETAIL FOR BENCH BASE  (1:20)
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100mm Compacted 19mm 
Down Crushed Limestone
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