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UNDERGROUND STRUCTURES
LOCATION APPROVED

SUPV.  U/G  STRUCTURES
COMMITTEE

LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION 
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL 
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT. CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.
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THE CONTRACTOR SHALL CHECK ALL DIMENSIONS AND OTHER DATA ON SITE AND
REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR.
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Richmond Kings C.C. Athletic Fields
Drainage Improvements 
Details

2 2

R.35 - E
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As Noted

As Noted

March, 2007

"O" in Open - Hydrant at 643 Silverstone 
100.00

Typical Multi Flow Installation 2
L2

Date: March 14, 2007
File name: RichmondKings_v12.mcd

Drawing Size: A1 - 594 X 841 mm
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SIDE OUTLET

COUPLING

END OUTLET

MODULAR COUPLER

BOTTOM OUTLET
   OR PLUG

TAPE ALL JOINTS W/ 2"-10 MIL HDPE TAPE
TO SEAL FABRIC TO FITTING

END CAP

DISCHARGE PIPE

CONTINUOUS ROLL
MULTI FLOW TUBING
(CUT LENGTH AS REQ'D)

INSPECTION/FLUSH
    OR PLUG

PERMISSIBLE FOR FABRIC
SEAM TO BE UP OR DOWN

CUT FLANGE MATERIAL FROM SIDE
OUTLET TO ACCOMODATE 75 mm 
PVC PIPE SIZE

(DESIRED SIZE)

CUT FLANGE MATERIAL
FROM END OUTLET TO
ACCOMODATE DESIRED
PIPE SIZE

INSTALL FILTER FABRIC & TAPE
W/ 2"-10 MIL HDPE TAPE TO
MAKE CONNECTION EARTH TIGHT

INSTALL MIN 3 STAINLESS SCREWS
PRIOR TO FABRIC OR TAPE OVER JOINT

OPTIONAL:

Typical Multi Flow Pipe Connection
Scale: 1:5

3
L2 

100 mm

Amended Top Soil and 
Seed - Place Directly Into 
Coarse Sand

Sand Backfill - 
min particle size 
2 mm 

150 mm 
Multi-Flow
Collector Line

INSTALL MULTI-FLOW IN THE CENTER OF THE 
TRENCH.  BACKFILL MATERIAL SHOULD BE A VERY 
COARSE SAND.  MIN. RECOMMENDED SLOPE 1%.
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150 mm MultiFlow Drain
System

c/w End Caps and
Connectors

Place in center of trench.
Bottom

of trench elevation and
slope of drain

to be shown on plan.

Existing Turf and Grass
Protect existing turf at 
edges of trench 

MultiFlow Drain and Trench Detail
Scale: 1:5

1
L2

CROSS SECTION DETAIL 


