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NOTE:

LOCATION OF UNDERGROUND STRUCTURES 

AS SHOWN ARE BASED ON THE BEST 

INFORMATION AVAILABLE BUT NO 

GUARANTEE IS GIVEN THAT ALL EXISTING 

UTILITIES ARE SHOWN OR THAT THE GIVEN 

LOCATIONS ARE EXACT. CONFIRMATION OF 

EXISTENCE AND EXACT LOCATION OF ALL 

SERVICES MUST BE OBTAINED FROM THE 

INDIVIDUAL UTILITIES BEFORE PROCEEDING 

WITH CONSTRUCTION.

Manager Parks and Open Space Division

Released For Construction                 Date
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NOT FOR CONSTRUCTION
PRELIMINARY

SITE SURVEY: SEG ENGINEERING 11.29.2006
R.HAWKINS.

Sod c/w 100mm 
Topsoil,Slope away 
from Backboard @ 
1%,Min. 1M to machine
trimmed edge.

2 x 50x 200 P.T. Backboard
c/w Chamfered Edge

50 x 150 P.T. Plinth

150mm Pea Gravel

Bowls Green Surface

Metal Plate or Bracket

Compacted Course Sand

20mm x 150mm Carriage Bolts,
Counter Sink Where Exposed

PT Wood Footing Plate

Green Backboard & Plinth Section at Corner
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2 x 38 x 189 P.T. Backboard

38 x 140 P.T. Plinth

300mm

Line Bracket 

6 mm Metal 'L' Bracket
Size to Fit, wood plate
below, 50mm thick, PT
wood, sized  to fit.

Green Corner Plan
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Corner Bracket Plan3
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Corner Bracket Isometric4
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Line Bracket Plinth2B
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Line Bracket Back Board2A
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Bracket & Staking Plan
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Stagger Plinth & Backboard brackets

36.58 (120')

37.34 (122.5')

± 1 M sod strip, all sides @ at Sgt. Park & St. James.
Grade away from green Min 1%, blend to existing 
sod cut prepared edge. strip 

Supply & install, custom blend top dressing & "Penncross"
bent grass seed. Install and "grow in".

8'-0" 8'-0"

8'-0"2.58 8'-0"

EXISTING GREEN

± 1M + ± 2 M strip, west edge @ Tuxedo,  grade
to abutt sidewalk, grade away from green Min 1%. 
Tuxedo N, E, & S sides, ± 2M strip, blend to existing 
sod cut prepared edge. 

5"

See 2B for Typicals

Board Brackets
1. 1. Backboard plates to be 6 x 150 x 300 x 2

2. Plinth plates to be 6 x 150 x 300
3. Collar pipe to fit over 25mm Re-Bar
4. All fabricated brackets to be primed & hot dipped 
galvanized after primary fabrication
5. All fateners to be Stainless Steel

Stainless Steel Carriage Bolts c/w 

face side

washers & back side lock washers

& nuts. Counter sink all exposed 

bolt heads.

Stainless Steel 

Tapping Screws - 2 

/ bracket

1000 x 25mmø epoxy coated 

re-bar

Bracket Collar, fillet weld to plate, allow

2 self tapping drill holes

50 x 300 ACQ Back Boards

50 x 200 ACQ Plinth Boards

305

50 x PT Wood Base

Galvanized Corner Bracket

Adjustable Leveling System

(shop drawings required)


