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NOTE:

LOCATION OF UNDERGROUND STRUCTURES 

AS SHOWN ARE BASED ON THE BEST 

INFORMATION AVAILABLE BUT NO 

GUARANTEE IS GIVEN THAT ALL EXISTING 

UTILITIES ARE SHOWN OR THAT THE GIVEN 

LOCATIONS ARE EXACT. CONFIRMATION OF 

EXISTENCE AND EXACT LOCATION OF ALL 

SERVICES MUST BE OBTAINED FROM THE 

INDIVIDUAL UTILITIES BEFORE PROCEEDING 

WITH CONSTRUCTION.

Manager Parks and Open Space Division
Released For Construction                 Date
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Sod c/w 100mm 
Topsoil,Slope away 
from Backboard @ 
1%,Min. 1M to machine
trimmed edge.

2 x 50x 200 P.T. Backboard
c/w Chamfered Edge

50 x 150 P.T. Plinth

150mm Pea Gravel

Bowls Green Surface

PT Stakes

Compacted Course 
Sand

Galvanized Fasteners Sized 
to Suite, Counter Sink 
Where Exposed

Green Backboard & Plinth Section at Corner
Scale: 1:10
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140
102

228

51
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300 x 325 Galvanized "L" Bracket.
Counter Sink Washers & Stainless
Steel Carriage Bolts.

2 x 38 x 189 P.T. Backboard

38 x 140 P.T. Plinth

300mm

Green Corner Plan
Scale: 1:25
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P.T. Wood Stakes
Stake at Joints
Offset Joints
Max. 900mm O.C.

Butt Joints at 4.8M Max.

300 x 325 Galvanized "L" Bracket.
Counter Sink Washers & Stainless
Steel Carriage Bolts.

Min. Board Length 1.2 M.

300 x 125 Galvanized "L" Bracket.
Counter Sink Washers & Stainless
Steel Carriage Bolts.

Typical Green Plan
Scale: 1:200
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Stagger Plinth & Backboard Joints
at 2.4M O.C.

36.58 (120')

37.34 (122.5')

± 1 M sod strip, all sides @ at Sargent Park & St. James.
Grade away from green Min 1%, blend to existing 
sod cut prepared edge. strip 

EXISTING GREEN

± 3 M strip, west edge @ Tuxedo, grade to abutt sidewalk  
N, E, & S sides, Max 3 M strip.
Blend to existing sod cut prepared edge. 
Grade away from green Min 1%. 

Brackets at Corners
See 3/L4


