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SECTION @ DOOR OPENINGS
Scale 1:10
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COLD STORAGE SECTION DETAILS
Scale 1:10

150mm THICK SLAB ON GRADE
C/W THICKENED EDGE AND CURB TO
PERIMETER
15M REBAR @ 400 O.C. BOTH WAYS TOP
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914 x 2032
INSULATED HOLLOW
METAL DOOR AND FRAME

914 x 2032
INSULATED HOLLOW
METAL DOOR AND FRAME
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COLD STORAGE BUILDING PLAN
Scale: 1:50

14630mm OUT TO OUT EXTERIOR WALL STUDS
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2 PLY 44x279mm LVL
OVERHEAD DOOR LINTEL
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STEEL TROWEL FINISH TO CONCRETE 
SLAB

900 x 2400 PALLET RACKING
SEE SPEC.

900 x 2400 PALLET RACKING
SEE SPEC.
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ROOF CONSTRUCTION

PREFINISHED METAL PANEL ROOFING - SEE SPEC.
OLEFIN FABRIC BUILDING PAPER
15mm T+G ASPENITE SHEATHING
ENGINEERED ROOF TRUSS @ 610mm O.C.
2 LAYERS R-20 BATT INSULATION
6 mil. POLY VAPOUR BARRIER - LAP AND SEAL ALL JOINTS
26 GUAGE PREFINISHED METAL LINER PANEL CEILING FINISH

CONT. PREFINISHED METAL
CAP FLASHING VENT

EXTERIOR WALL CONSTRUCTION

PREFINISHED METAL PANEL SIDING - SEE SPEC.
OLEFIN FABRIC AIR BARRIER
11mm ASPENITE SHEATHING
38x140mm WOOD STUDS @ 400 O.C.
R-20 BATT INSULATION
6 mil. POLY VAPOUR BARRIER - LAP AND SEAL JOINTS
16mm  PWF PLYWOOD SHEATHING - INTERIOR FINISH
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STORAGE BUILDING - BUILDING SECTION
Scale: 1:50
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2 PLY 44x279mm LVL
OVERHEAD DOOR LINTEL
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TOP OF CONCRETE SLAB 
(FLOOD PROTECTION LEVEL 
REQUIRED BY THE PROVINCE)
ELEV. 232. 47 METRES 
GEODETIC

SEE DRAWING 4-L1 FOR GRAVEL 
FOUNDATION SUPPORT

APPROX. EXISTING GRADE 
ELEVATION (TOP OF TOPSOIL)

ARPROX. CLAY SUBGRADE 
ELEVATION

1800mm

30
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m

SLOPE GRAVEL UP AROUND PERIMETER 
OF BUILDING TO MAIN FLOOR SLAB, 300 
mm HT. OVER 1800 mm LEGNTH.

INSULATED OVERHEAD DOOR - SEE SPEC.

PREFINISHED METAL CAP FASCIA BOARD

PHOTO CELL CONTROLLED
HIGH PRESSURE SODIUM
WALL FIXTURE
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TYPICAL GABLE ELEVATION
Scale: 1:50
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STORAGE BUIILINGPREFINIHSED METAL PANEL SIDING - SEE SPEC.

GALVANIZED METAL COVER STRIP OVER RIDGID
INSULATION - SEE DETAIL

CONT. VENTED RIDGE CAP FLASHING
COLOUR TO MATCH ROOF PANEL COLOUR.

PREFINISHED METAL CONCEALED FASTNER
ROOF SYSTEM - SEE SPEC.
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TYPICAL SIDE ELEVATION
Scale: 1:50

EXTEND GABLE END
FASCIA OUT 150mm
-TYPICAL BOTH ENDS

150mm

STORAGE BUIILING

10M STIRUP
@ 400mm O.C.

LINE OF 150mm HIGH
CONCRETE CURB BEYOND
DOOR OPENING
-SEE DETAIL 7/A3

150x100x6mm STEEL ANGLE
c/w 38x6mm THICK STEEL STRAP
ANCHORS AT 300mm O.C.
TYPICAL AT OVERHEAD AND
MANDOOR OPENINGS

457mm

45
7m

m
RETURN 24 GA. SHEET METAL
INSULATION COVER

NOTE:  GRAVEL ON PERIMETER OF 
BUILDING SLOPES UP TO MAIN 
FLOOR ELEVATION 300 mm OVER 1800 
mm DISTANCE.

CRUSHED LIMESTONE INSTALLED DOWN TO 
CLAY SUB-GRADE - SEE DTL. 4-L1

CONT. 20M BAR IN CURB

15M @ 400mm O.C. BOTH WAYS TOP 

10M STIRUPS @ 400mm O.C.  

2-20M CONT.
BOTTOM  

610mm WIDE STRIP OF 50mm 
RIGID INSULATION (R-10)
TO ENTIRE PERMETER
OF BUILDING

50mm  RIGID INSULATION (R-10)
FASTEN TO SLAB WITH
INSULATION ANCHORS

OVERHANG 38x140mm PRESSURE
TREATED PLATE 50mm OVER
EDGE OF CONC. C/W 9mm ANCHOR
BOLTS @ 48" O.C.

10M STIRUP
@ 400mm O.C.

INSULATION CHUTE VENT - TYPICAL
TO EACH TRUSS SPACE

EXTEND EXTERIOR SHEATHING UP TO
FORM INSLATION STOP. MAINTAIN
MIN. 100mm VENT OPEN SPACE ABOVE
EDGE OF SHEATHING

CONT. 38X140mm PWF
FASICA BOARD c/w.
PREFINISHED
METAL CLADDING

PREFINISHED METAL 
SOFFIT FINISH

150mm TRUSS TOP CHORD
OVERHANG

SIMPSON 'H1' TIE TO EACH
TRUSS BEARING

2 LAYERS R-20 BATT INSULATION

150mm

24GA. SHEET METAL INSUL.
COVER STRIP - MIN. 300mm DEEP

457mm

45
7m

m
15

0m
m

C
U

R
B

H
EI

G
H

T

50mm 150mm CURB WIDTH

NOTE:  GRAVEL ON PERIMETER OF 
BUILDING SLOPES UP TO MAIN 
FLOOR ELEVATION 300 mm OVER 1800 
mm DISTANCE.

CRUSHED LIMESTONE INSTALLED DOWN TO 
CLAY SUB-GRADE - SEE DTL. 4-L1
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