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FUEL STORAGE BUILDINGS SECTION DETAIL
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FUEL STORAGE BUILDINGS SECTION DETAIL
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THE FUEL STORAGE + FERTILIZER STORAGE BUILDINGS
ARE TWO SEPERATE STRUCTURES. REFER TO LANDSCAPE
SITE PLAN FOR LOCATIONS
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FUEL STORAGE BUILDINGS PLAN
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EPOXY PAINT FINISH
TO CONCRETE FLOOR
AND PERIMETER CURB
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SLIDING PANEL DOORS

LIGHT BROOM FINISH TO 
CONCRETE FLOOR SLAB
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FUEL STORAGE BUILDING SOUTH ELEVATION
Scale: 1:25

PREFINISHED METAL PANEL
CORRUGATED SIDING
SEE-SPEC

CONT. RIDGE VENT
C/W INSECT SCREEN

PREFINISHED METAL CONCEALED
FASTNER ROOF SYSTEM

150mm

SLIDING DOORS TO BE CONSTRUCTED
OF 38x89mm PWF WOOD STUD FRAMING
C/W 19mm PWF PLYWOOD SHEATHING
FINISH EXTERIOR WITH METAL SIDING
PROVIDE SLIDING DOOR TRACKAGE,
HANDLES + LOCKING MECHANISM
SEE SPEC.

GABLE
END
OVERHANG
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FUEL STORAGE BUILDING GABLE EAST & WEST ELEVATION
Scale: 1:25

610mm

OVERHANG PREFINISHED METAL PANEL
CORRUGATED SIDING
SEE-SPEC

PREFINISHED METAL CLADDING
TO FASCIA BOARD
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FUEL STORAGE BUILDINGS SECTION A-A
Scale: 1:25
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CONT. PREFINISHED 
RIDGE VENT
C/W INSECT SCREEN
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TOP OF CONRETE SLAB
(FLOOD PROTECTION LEVE 
REQUIRED BY THE PROVINCE)
ELEV. 232.47 METRES GEODETIC.

BUILDING PERIMETER GRADE 
ELEV. 232.47 METRES GEODETIC

CLAY BACKFILL

APPROX. EXISTING GRADE 
LEVEL (TOP OF TOPSOIL)

APPROX. LEVEL OF CLAY SUBGRADE

COMPACTED GRAVEL
SEE DTL. 4-L1

NOTE;  SEE COLD STORAGE 
BUILDING DRAWING A 3.0 & L1.0 
FOR GRANULAR FOUNDATION 
SUPPORT PAD.

CONT. 38x89mm PWF PLATE C/W 
9mm x 150mm LONG ANCHOR 
BOLTS @800mm O.C. TO 150mm 
CAST-IN PLACE CONCRETE 
CURB - POUR INTERGRAL WITH 
FLOOR SLAB

EPOXT PAINT FLOOR + CURB
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CONCRETE CURB HEIGHT

FLOOR SLAB THICKNESS
15M @ 450mm O.C. EACH WAY TOP

38x89mm TIE RAFTERS @ 610mm O.C.
SECURE TO EACH RAFTER WITH 4-5 75mm NAILS

38x89mm RAFTERS @ 610mm O.C.

FUEL + FERTILIZER STORAGE BUILDING ROOF

PREFINISHED METAL PANEL ROOF SYSTEM - SEE 
SPEC
BUILDING PAPER
16mm T+G ASPENITE SHEATHING
38x89mm RAFTERS @ 610mm

VENTED PREFINISHED METAL 
SOFFIT.

15m CURB TOP BAR
CONTINUOUS

610mm

OVERHANG

SIMPSON 'H1' TIE ANCHOR TO EACH
RAFTER BEARING
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