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DESCRIPTION

PROJECT No: 06024

999 Sargent Ave, Winnipeg, MB

200 RIGID (R5/INCH) THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL, MECHANICAL,
~AIR/VAPQUR BARRIER ELECTRICAL AND STRUCTURAL DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS,
| | | | | T0. PARAPET | _E?ALEXJE'(};(WB WALLS, AND CEILINGS FOR DUCT, PIPE & ELECTRICAL RISERS AND ALL OPENINGS NOT
0. - SHOWN ON DRAWINGS.
ROOF CONSTRUCTION ADDITION 1 EXISTING 114.585 —0WSJ T
m | 5 PLY MOD BIT | | N | | L ALL OPENINGS THROUGH FIRE ASSEMBLIES ARE TO BE FIRE STOPPED AND SEALED WITH
ULC APPROVED FIRE STOPPING TO MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION,
6 ~2 LAYERS OF 10 PROTECTION BOARD AND PROVIDE A SMOKE-TIGHT BARRIER.
A4.1(A4.3 . —~200 RIGID (R5/INCH) . . . ! FLOOR CONSTRUCTION . . WALL CONSTRUCTION
~AR/VAPOUR BARRIER ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
—-13 EXT. GWB M —CONCRETE TOPPING (M|N 100) —38 METAL CLADDING MANUFACTURER'S SPECIFICATIONS & APPLICABLE CODES.
1 -38 METAL DECK | 1 - | —STEEL DECK | 1 —100 RIGID
—0.W.S.J T.0. BEAM T.0. BEAM —OWS, ‘ ~100 TB 7Z—BARS THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL EXISTING
T0. PARAPET | 2% | 110.215 | 109.925 X | | | _AR/VAPOUR BARRIER (R)(E),L\IS\T&#J%TB:(\)AI/\IOP&F;ECTEDBYTHEREMOVALOFALLITEMSFORMINGTHEPARTOFTHE
110.600 L— T.0. PENTHOUSE FLOOR —13 EXT. GWB :
T0. BEAM ¢ E = 110.175 ‘}ZZGaTBEEL STUD WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER TO
110.000 = - FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND BASE MUST
49 i SOLAR WALL CONSTRUCTION I | > [ BE REMOVED, UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL BE PREPARED IN
| 1 | | | ‘ A 1 1 | I8 LI ] L L] ] ACCORDANCE TO MANUFACTURER'S RECOMMENDATIONS FOR INSTALLATION OF NEW
~SOLAR WALL ' @\ ' = ' 'k ' ! ! FLOOR.
:]88 é'lgTSPACE FLOOR CONSTRUCTION >~ & Al-LKL)U(F)QOI\i'SRr'RUCTION ; CES}/'%EPEﬁﬂGXTL%%O ‘ WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE, THESE
100 RIGID . > SH ey ISTNG ROOF I | | WALLS MUST BE CLEANED OF ANY EXISTING WALL COVERING, PATCHED & PREPARED TO
~100 T.B. 7—BARS —CONCRETE TOPPING ::.:” SEE MECHANICAL 138 METAL CLADDING=HORIZONTAL i ACCEPT NEW MATERIAL, UNLESS OTHERWISE NOTED.
~AIR/VAPOUR BARRIER . —HOLLOW CORE £ <16 TYPE X GWB i i B !
~13 EXT. GWB —RESILIENT CHANNELS 4152 STEEL STUDS | 1 I
-152 STEEL STUD —64 CHANNELS (SUSPENDED) ~ACOUSTIC BATT INSULATION i i !
~METAL CLADDING—HORIZONTAL . =100 SEMI-RIGID INSULATION +126 TYPE X GWB i ! i |
T.0. CONC. TOPPING VARIES ~2 LAYERS 13 GWB 122 RESILIENT ACOUSTIC CLIPS - I T.0. CONC. TOPPING VARIES f
104.220 TO 104.320 | | 113 GWB i 104.220 TO 104.320 I
[500T000000To00000To00000To00000To00000I000000 2 ot
|

OE

OgF 0000001004

290]D00000I000000]000000I000000]000000J000000I0000!

ROOF CONSTRUCTION

-2 PLY MOD BIT
-2 LAYERS OF 13 PROTECTION BOARD

000010000QPI000000[000000I000000]000000]000000]000000J0C

i FLOOR CONSTRUCTION - | . i :
I
WALL CONSTRUCTION it ‘ : 0 } it ‘
I ~CONCRETE TOPPING | : i I I
—ALUMINUM n —PC CON HOLLOW CORE PLANKS| | [ . i 3 I ! !
it —CRAWLSPACE ‘ H i i | ‘
FRAMING/GLAZING SYSTEM i.i oen GRMEL N | f ] i i.i |
T.0. CONC. TOPPING | —10 MIL. POLY M.B. TAPED - 1 T T.0. CONC. TOPPING i
100.00 it ~SAND LEVELING BASE | i i ik 100.00 it
i oﬁmmém 500000000 Sloco000lo00000l000000lo00000IPo0000Too0000Too0000loo0000Tood | & 5 00D000]000000]000000I000000f000006 5000¢
- lj
HIGHEST L. e b
LOWEST IL. —— ! CRAWL SPACE ! ! ar { H
P u
| | | ! |
WEEPING TILE
| | | | ! |
_L_:
| | | | ! |
C\/

/ 1"\ BUILDING SECTION

: 100

A2.2|A4.1) SCALE:

@ BUILDING SECTION

24
| | | | A4.1[A7.2 | |
T.0. PARAPET
114,585
| | | | | |
| | | | / | | |
T.0. PENTHOUSE ‘
I I I I FLOOR I I I
110.175 ‘
T.0. PARAPET | | | ! ! !
110.600
T.0. STEEL
¢ 110.000 / 00 ISSUED FOR TENDER DG |JuL 247
' ' ' ' ' NO. REVISION/DESCRIPTION BY |DATE
. . . ﬁ | . SPRAY IN ACOUSTIC SEALS
WW ABSORTIVE MATERIAL
i il I If | TO U/S OF PC CONC
| 11 1 1 1 1 1 —_—
| | | l ACOUSTIC BEARING PAD l | SHOWN THUS ( ) ~<\
it It I it TYPICAL AT ALL BEAMS it 1! SUSPENDED T—CELL
! " B i i SUPPORTING SECOND ! g METAL CEILING
T.0. CONC. it It I It FLOOR HOLLOW CORE. It 1
TOPPING VARIES il il i I I If
104.220 10
104.320 ! il | : i } | Hil I I | /
) i i i L o n h h 2 LAYERS
It JEESa 1‘1 1‘1 2 LAYERS ) | 5 / “‘ “‘ TYPE X GWB -~ DRAWN BY OB |c|-|£cxeo BY | APPROVED
il il il TYPE X GWB (TYP) - — H 1 HOUR SPRAYED—ON i if
f ACOUSTIC LINER I | ACOUSTIC LINER | CEMENTTIOUS FIRE PROOFING I | oA e |USER rrrovit
1 ! 1 ! I 1
H ON BULKHEADS ‘ ‘ ON BULKHEADS 1 (TP T0 AL BEAWS) ‘ ‘ o |
T.0. CONC. i (TYPICAL) i i (TYPICAL) ] f f S 1 @ CITY OF WINNIPEG
TOPPING I i i ] i i i ——~~. PLANNING, PROPERTY &
700.00 F . . . . . ! Winnipeg DEVELOPMENT DEPARTMENT
HIGHEST 1L CIVIC ACCOMMODATIONS DIVISION
LOWEST I.L. 1 /u u | | | | | | 300 — 65 GARRY ST. R3C 4K4
b O PROJECT
I \Jrj \Jrj \Jrj \+/ \Jrj \Jrj I CONSTRUCT'ON OF

WEEPING TILE —/

NOTES :
THESE DRAWINGS SHALL NOT BE SCALED.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL DIMENSIONS, DATUM,
AND DETAILED INFORMATION SHOWN ARE CORRECT.
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