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DATE

2 Second Floor Demolition

DESCRIPTION

F953-001-01
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PROJECT No

*
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ADDRESS

WALL

STEEL UNIVERSAL
CEILING PROJECTOR MOUNT ——"|

POWER AND COMPUTER VIDEO
ROUTED THROUGH MOUNT —

FLOOR SLAB

<
S

=S

O<=—3.5mm AUDIO INTO

0.s.

LOCAL AMPLIFIER
(REFER TO PA SYSTEM DETAIL)

RECEPTACLE AND COMPUTER Y,

i VIDEQ ON SUPPORTS COMPUTER VIDEO TO

CEILING PROJECTOR
(15 PIN HD FEMALE CONNECTOR)

,/— CEILING REFER TO NOTE 3

200mm‘l

WALL OUTLETS PLAN VIEW

O

SCREEN

B

OWNER SUPPLIED —/ 0.8.

CEILING PROJECTOR

OWNER TO ADVISE DISTANCE

CEILING PROJECTOR PARTIAL ELEVATION

30A, 30

NON FUSED

DISCONNECT SWITCH
CSA1—

WIREMOLD AV3 FLUSH
FLOOR PEDISTAL POKE-THRU.
! C/W ALUMINIUM FLANGE,
CH) B NON-METALIC ALUMIMIUM COVER,
Eg;' AND EXTRON MAAP MINI OUTLETS

T ! AS SHOWN
3.5mm AUDIO IN TO LOCAL AMPLIFIER

(REFER TO PA SYSTEM DETAIL)

OWNER TO ADVISE DISTANCE |
!

COMPUTER VIDEO TO CEILING PROJECTOR
(15 PIN HD FEMALE CONNECTOR)
REFER TO NOTE 3

FLUSH FLOOR OUTLETS PLAN VIEW

SCALE: N.T.S.

TUTORIAL AND PROGRAM ROOMS
OVERHEAD PROJECTOR

& AUDIO CONNECTION

DETAIL 1\
\_/

STEEL WEATHERPROOF ENCLOSURE WITH

SLOPED ROOF AND HINGED, LOCKABLE DOOCR.
ALL COMPONENTS TO BE TREATED TO INHIBIT
RUST. TWO COATS PRIMER, ONE COATE ASA
61 GREY ENAMEL

TRANSFORMER "TK"
15KVA, 600-120/208V, 39, 4W
EPOXY POTTED

—— PANEL 'CK' 24 CCT. 120/208V, 3PH, 4W BRANCH

CIRCUIT PANEL MOUNTED INSIDE ENCLOSURE

STEEL 'U' CHANNEL SUPPORT CHANNEL (BOTH

7 SIDES) WITH SLOTS FOR CONDUIT PASSAGE
t i AS REQUIRED

16 GA. REMOVABLE SKIRTING (FRONT & BACK)
/ SCREWED ON BOTH SIDES

DETAIL

SUPPLY FLAT IRON FOR CONDUIT SUPPORT

SUPPORT 'U' CHANNEL POURED IN 200mm
DIAMETER CONCRETE BASE. DEPTH OF
CONCRETE BASE MIN. 3000mm

RIGID CONDUIT FOR UNDERGROUND WIRING

o FROM PANEL TO PARKING RECEPTACLES.

SIZE & NUMBER OF CONDUCTORS TO SUIT
BRANCH CIRCUIT REQUIREMENTS

(T . TECK FEEDER FROM BUILDING DISTRIBUTION

PANEL LP-??

SCALE: N.T.S.
PARKING PANEL MOUNTING

(22
N

0o.s.

TO PROJECTOR
SPLITTER MOUNTED
IN CEILING J.B.

WALL J‘_‘] FLOOR

COMPUTER COMPUTER

VIDEO VIDEO
0.
COMPUTER
COMPUTER VIDEO CABLING
DETAIL NOTES:

1.

LIBRARY TUTORIAL ROOM DOES NOT REQUIRE
AUDIO CONNECTION.

SUBMIT SHOP DRAWING FOR PROJECTOR MOUNT.

PROVIDE A MINIMUM OF ONE 41mm RACEWAY

- FROM BOTH FLOOR OUTLETS AND WALL OUTLETS
TO CEILING PROJECTOR TO ALLOW FOR FUTURE
UPGRADE OF PROJECTOR CONNECTIVITY
REQUIREMENTS.
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PROJECT

Construction of Cindy Klassen
Recreation Complex Facility

Enhancement Project
999 Sargent St. Winnipeg, Manitoba
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