PLOT: 07/07/20 2:28:10 PM

(*]
999 Sargent St. Winnipeg, Manitoba

UMA FILE NAME: F953-001-01_01-E-7002_RX.dw,

9

F953-001-01_01-E-7002_RX.cw

L3
L]

FILE NAME

: 2007.02.21

DATE

- Second Floor Demolition

DESCRIPTION

PROJECT No: F953-001-01

*
L]

ADDRESS

MAIN FLOOR EXISTING BUILDING SECOND FLOOR
|
|
EXISTING SECOND FLOOR RACK
| (REFER TO DRAWING E1.3)
‘ E |
. 12 PORT CAT6 !
NETWORK ROOM | \ PATCH PANEL
{
PROVIDE ONE CAT-5e PATCH — !
CORD FOREACH CABLE O 4 |
PUNCHED DOWN 50%-1.8m | ' TELEPHONE \ 4
[70", 25%-2.4m [96"], " ||cAT5e | : — J
25%-1.2m [48] —{DATA&PHONE H— A
/| ||PATCH PANELS |
|
" | [TELEPHONE | :
ViR / . || TIE PATCH , 3 <
PANEL A
‘ 25 PAIR CAT-3 TIE !
g ' | [ACTIVE "\ REFER TO CABLE EXISTING BASEMENT |
. f ) g@/&CéERS BY ' NOTE 2 TELEPHONE BACKBOARD £
|
Z ! IDC MOUNT———————\ :
|
TELEPHONE: : : 1
CAT-5e, 4 PAIR 1 i /
RJ45 CAT-5e o _ ' ] !
DATA: | TERMINATE TIE |
CAT-5e, 4 PAIR gg%fn?&%c- ,
RJ45 CAT-5e
CONNECTOR [ TERMINATION
‘ REQUIREMENTS |
WITH MTS |
DETAIL NOTES:

1. PROVIDE CABLE MARKERS AT BOTH ENDS OF CABLES. PROVIDE LABELS ON FACEPLATE ADJACENT
TO OUTLETS. LABELLING SCHEME TO BE IN ACCORDANCE WITH EIA/TIA STANDARDS.

2. OWNER TO CONFIRM NUMBER OF DUAL LINE (DUAL PAIR) OUTLETS PUNCH DOWN.

ALL AHU SHUTDOWN ON FIRE

DETAIL

SCALE: N.T.S.
TELEPHONE AND COMPUTER
NETWORK CONNECTION DIAGRAM
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EXISTING/MODIFIED
BASEMENT
METYSIS SYSTEM
MONITORING COMPANY/ DUAL LINE DIALER
FIRE HALL
120 V
SECOND FLOOR
(TRACK)
MAIN FIRE
(EXISTING BUILDING) SINGLE STAGE
CLASS B
MAIN FLOOR
(LIBRARY/LOBBY)
MAIN FLOOR
(EXISTING BUILDING)
MAIN FLOOR
(EXISTING BUILDING)
MAIN FLOOR
(EXISTING BUILDING)
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BASEMENT
120 VAC
MINIMUM #12 WIRE, SIZED FOR POWER SUPPLY

EXISTING BUILDING LOOP

EH—0)

-——-{4—{s}—== NEW BUILDING LOOP

DETAIL NOTES:

1. PROVIDE DRY CONTACT IN F.A.P FOR RELEASE OF
ELECTRIC LOCKS ON F.A. SIGNAL.

MAXIMUM 10% VOLTAGE DROP
MAXIMUM OF 7, TYPE 2 STROBE

PER CIRCUIT

ENTRANCE
ANNUNCIATOR

DETAIL

2. METYSIS (CITY OF WINNIPEG FACILITY MANAGEMENT
SYSTEM) TO ANNUNCIATE ON FIRE ALARM.

3.  LAYOUT OF FIRE ALARM INITIATION AND SIGNAL DEVICES
BASED ON NOTIFIER SYSTEM. OTHER MANUFACTURERS
TO CONFIRM EQUIVALENCE IN SHOP DRAWING.

SCALE: N.T.S.
FIRE ALARM SCHEMATIC
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INSULATED GROUND BAR
(MINIMUM 300mmX50mm
WITH 20 HOLES TYPICAL)

#1/0 RW90 CU
INSULATED IN CONDUIT

EXISTING
BASEMENT ELECTRICAL ROOM

EXISTING
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SCALE: N.T.S.
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