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PRECAST CONCRETE RETAINING WALL1
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AB CAPSTONE - SECURED WITH ADHESIVE 
COLOUR AS SPECIFIED

AB  STONE - 12º WALL UNIT  
COLOUR AS SPECIFIED
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INSTALL ALLAN BLOCK UNITS AS  PER  
MANUFACTURER'S SPECIFICATIONS

FINISHED SURFACE AS PER 
SITE DEVELOPMENT PLAN

GRANULAR 'A' BASE OVER  
COMPACTED SUBGRADE

295 TYP

285

FINISHED SURFACE AS PER 
SITE DEVELOPMENT PLAN

AS SHOWN

SITE DETAILS L- 5
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GEOTEXTILE FILTER FABRIC
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DRAINAGE MEDIUM
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COORDINATE WALL CONSTRUCTION 
 WITH SOLID DRAIN LINE INSTALLATION

DIRECTION OF FLOW, 
SLOPE @ 0.5% MIN

ALIGNMENT  
OF SOD @ CB

PLAN

NOTES: 
 
INSTALL CB'S WITH 
SOLID COVERS WHEN 
USED EXPRESSLY AS 
CLEANOUTS AT THE 
HIGH END OF ANY 
DRAIN LINE. 
 
ONLY INSTALL CB'S W/ 
THE APPROP. NO. OF 
OPENINGS TO SUIT 
THE APPLIPCATION.

MINERAL SOD/ 
SEEDED TURF

TOPSOIL

DRAINAGE 
PIPE
FILL SAND 
(SALVAGE)

NATIVE SOIL
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TYPICAL SECTION NTS

25

V
A

R
IE

S

TYPICAL SECTION
SOIL BACKFILL

COMPACTED SUBGRADE

x

NOTE: 
REFER TO DRAINAGE PLAN FOR LOCATION 
AND EXTENT OF DRAINAGE PIPE TYPE

RODENT PROTECTION  END CAP 
NTS

SLOTTED  
CATCH BASIN LID

BOTTOM OF PIPE 
MUST BE ABOVE BOTTOM  
OF SWALE

INSERT SLOTTED CB LID 
IN TO END OF PIPE. SECURE 
WITH STAINLESS STEEL 
SCREWS.

300mm  MIN PIPE COVER 

UNDER TRAFFIC AREAS

SOIL BACKFILL

BED & LEVEL PIPE W/ SAND. PIPE MUST 
HAVE CONTINUOUS POSITIVE GRADE TO OUTLET.

150mm  PVCSOLID DRAIN LINE 

UNDISTURBED SUBGRADE

COMPACTED SUBGRADE

SECTION

INLET GRATE / CLEANOUT 
INSTALL TOP 25mm  
BELOW FINISHED GRADE

150mm Ø PVC RISER PIPE 
(CUT TO SUIT AS REQ'D)

100mm Ø, CORRUGATED 
POLYEYTHLENE PIPE
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SUBSURFACE DRAINAGE SYSTEM
SCALE 1:10
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SOLID DRAIN LINE / OUTLET
NTS

50mm  - 6mm DOWN CRUSHED LIMESTONE

1:10

GRANULAR WALKWAY3
L-5

150mm  - 19mm DOWN CRUSHED LIMESTONE (GRANULAR BASE)
COMPACTED SUBGRADE

150

2% CROSS SLOPE TYP 
REFER TO GRADING PLAN

TYPICAL WALKWAY

"SPEE-D BASIN" 

SHRUB PLANTING
SCALE 1:20

4" (100 mm) DEPTH WOOD CHIP MULCH

12" (300 mm) DEPTH PLANTING MIX

SCARIFY 6" (150 mm) DEPTH

ROOTBALL

REMOVE TOP 1/3 OF CONTAINER IF ORGANIC.
OTHERWISE REMOVE ENTIRELY. PRUNE AS PER 
STANDARD HORTICULTURAL PRACTICE. ORIGINAL
GRADE OF PLANT IN POT TO BE SAME AS 
FINISHED GRADE. COMPACT TOPSOIL - DO NOT 
ALLOW AIR POCKETS WHEN BACKFILLING
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CRISP SOD EDGE 
OR PAVEMENT. SEE  
LAYOUT PLANS

JULY 6, 2007

FORT GARRY COMMUNITY CENTRE 
SKATEBOARD PARK

SPECTRUM SKATEPARK CREATIONS LTD. 07    014
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500 - 115 Bannatyne Avenue East,   Winnipeg, MB   R3B 0R3 
Phone: 204.944.9907  Fax: 204.957.1467

Landscape Architecture   •   Planning 
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