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INDICATES DIRECTION  OF DRAINAGE 

BELOW GRADE UNDERGROUND DRAINAGE CHANNEL

EXISTING QUICK COUPLER WATER VALVE LOCATION
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LIMIT OF WORK IS APPROX. 2 
METRES FROM EAST 
GRANULAR DRAIN
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FROM WEST GRANULAR 
DRAIN
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INDICATES EXISTING 
QUICK COUPLER 
IRRIGATION WATER 
VALVE LOCATION

MAXIMUM END OF FIELD 
AND GRADE DROPOFF

MAXIMUM END OF FIELD 
AND GRADE DROPOFF

LIMIT OF NEW SOD

SOD
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NOTE:  REMOVE ALL STONE BOULDERS IN THE 
EXISTING ROUGH GRADE OVER 75 MM DIA. AND 
LEGALLY DISPOSE OFF SITE.
REMOVE ALL BOULDERS AND DEBRIS SITTING ON 
THE IMMEDIATE GRASS AROUND THIS FIELD (AS A 
RESULT OF THE ROUGH GRADING) AND LEGALLY 
DISPOSE OFF SITE.
INSTALL MINIMUM 150 MM DEPTH OF IMPORTED 
TOPSOIL AFTER COMPACTION BELOW ALL NEW SOD 
AREAS.

SAWCUT EXISTING PERIMETER GRASS 
END SO NEW SOD CAN MEET FLUSH 
WITH THE EXISTING SOD, AND BUTT 
TIGHT TO THE EXISTING SOD.
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EXISTING 75 MM DIA. 
WATER LINE.  
CONNECT NEW ZONE 
LINES TO THIS LINE.

EXISTING IRRIGATION 
QUICK COUPLER 
VALVE
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INDICATES NEW 50 mm DIA. 
WATER VALVE, C/W 
VALVE BOX, AND ZONE 
NUMBER

2 END VALVES TO BE LOCATED 
CLEAR OF MOVABLE GOAL 
POSTS, TYPICAL BOTH ENDS

NEW 50 mm DIA. 
POLYTHELNE WATER LINES - 
TYPICAL ALL NEW LINES
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LOCATE IRRIGATION SYSTEM 
FROM EXISTING GRANULAR 
FRENCH DRAIN

INDICATES NEW POP UP 
SPRINKLER HEAD

GENERAL SITE / ACCESS ROUTE
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GENERAL  NOTES:

1. THE CONTRACTOR SHALL ACCESS FIELD NO: 5 VIA THE 
ROUTE SHOWN ON DRAWING 1-L1.    THE CONTRACTOR MUST NOT 
DEVIATE FROM THIS ACCESS ROUTE, IN ORDER NOT TO DAMAGE 
THE EXISTING SODDED SOCCER FIELDS WHICH SURROUND THE 
ACCESS ROUTE AND WORK AREA.

2. THE CONTRACTOR SHALL INSPECT THE SITE PRIOR TO 
SUBMITTING A BID TO DETERMINE THE EXTEND TO WORK AROUND 
THE PERIMETER FIELD AREA, AND AMOUNT OF ROCK REMOVAL.

3. THE EXISTING PERIMETER SOD AREAS SHALL BE ROLLED 
FLAT TO BE FLUSH WITH THE SURROUNDING SOD AND TRIMMED 
VERTICALLY IN A STRAIGHT LINE, IN ORDER TO ALLOW THE NEW 
SOD TO BUTT TIGHT TO THE EXISTING SOD, AND BE CUT IN FLUSH 
WITH THE EXISTING SOD.

4. ALL ROCKS AND DEBRIS SITTING ON THE SURROUNDING 
GRASS LOCATED IMMEDIATELY AROUND THIS FIELD SHALL BE 
LEGALLY REMOVED OFF SITE.  ALL STONES IN THE EXISTING ROUGH 
GRADED FIELD AREA, LARGER THAN 75 MM DIA., ARE TO BE HAND 
PICKED AND LEGALLY DISPOSED OF OFF SITE.

5. THE CONTRACTOR MUST INSTALL A MINIMUM 150 MM 
DEPTH OF TOPOSIL (COMPACTED DEPTH), OVER ALL AREAS TO 
RECEIVE SOD.  INSPECT SITE ALONG PERIMETER EDGES WHERE 
THE EXISTING GRADE MAY BE SLIGHTLY LOWER THAN 150 MM 
BELOW FINISH GRADE.   A GREATER DEPTH OF TOPSOIL MAY BE 
REQUIRED.  INSTALL GREATER DEPTHS OF TOPSOIL IF REQUIRED, 
AT NO ADDITIONAL COST TO THE CITY.
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INDICATES UNDERGROUND 
GRANULAR DRAINAGE 
CHANNELS.  TYPICAL.
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