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k. (@] DELINEATION OF PROPERTY LIMITS AS
#496 #494 #490 #488 #482 #480 #476 it o SHOWN ON THIS DWG DOES NOT
REPRESENT A "LEGAL SURVEY". KGS
GROUP MAKES NO REPRESENTATION OR
ADJUST CB WARRANTY AS TO THE ACCURACY OF
|—MATCH EXISTING PROPERTY LIMITS DELINEATED ON THIS
DWG, NOR ON THE DIMENSIONAL
ACCURACY OF DWG FEATURES RELATIVE
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12m SUBDRAIN /
#501 #485 #475 #473 WARN'NG
A 1. NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.
CONCRETE PATCH 2. TAKE PRECAUTION TO AVOID DAMAGE TO
WITH OVERLAY GAS COMPANY INSTALLATIONS.
3. SEE PROVINCIAL REGULATION 210/72 FOR
NOTE: DETAILS.
1. STATION CHAINAGE IS BASED ON CENTERLINE OF ALLEY RIGHT OF WAY. SELK'RK AVE
2. ADJUST MH AND CB RIMS TO NEW GRADES. METRIC
. REGRADE EXISTING PRVATE SOEWALKS A6 REQURED L MMGER MDCATE WLUNCTES
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THE CONTRACT ADMINISTRATOR. R B
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