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NOTE:

LOCATION OF UNDERGROUND STRUCTURES 

AS SHOWN ARE BASED ON THE BEST 

INFORMATION AVAILABLE BUT NO 

GUARANTEE IS GIVEN THAT ALL EXISTING 

UTILITIES ARE SHOWN OR THAT THE GIVEN 

LOCATIONS ARE EXACT. CONFIRMATION OF 

EXISTENCE AND EXACT LOCATION OF ALL 

SERVICES MUST BE OBTAINED FROM THE 

INDIVIDUAL UTILITIES BEFORE PROCEEDING 

WITH CONSTRUCTION.

Manager Parks and Open Space Division
Released For Construction                 Date
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DAVID M. WAGNER

Released 4.24.2008

Trench backfill
to be coarse sand
w. min. particle
size of 2mm

150mm Multi Flow
Drain System c/w End caps
And Connectors
Place in centre of trench.
Bottom of trench elevation
and slope of drain to
be as shown on plan.

Existing Turf and Grade
Protect existing turf at
edges of trench.
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Dispose of all
trenched material
off site.

Grass seed directly
into coarse sand.

Trench backfill
to be coarse sand
w. min. particle
size of 2mm

150mm Multi Flow
Drain System c/w End caps
And Connectors
Place in centre of trench.
Bottom of trench elevation
and slope of drain to
be as shown on plan.

0.1

M
in

.Dispose of all
trenched material
off site.

Existing Infield Mix
Replace Over Trench

0.2

Edge of Infield Mix
And Turf
Restore Clean Cut Edge
To Radius Shown on Plans

Trench backfill
to be coarse sand
w. min. particle
size of 2mm

150mm Multi Flow
Drain System c/w End caps
And Connectors
Place in centre of trench.
Bottom of trench elevation
and slope of drain to
be as shown on plan.
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Dispose of all
trenched material
off site.

0.
1

0.
2

M
in

.

0.
15

Subgrade

19mm Clean
Crushed Limestone

CSA Clear Vapor Barrier
6 mil Poly
Except Over Trench

Landscape Fabric
1m Min. Width
Over Trench

SECTION ELEVATION

50x250 PT Board
Notch to fit over Piles
As Required

Backstop / Fence Posts

Concrete Pile

Subgrade

50x250 PT Board

Galvanized C Clamps
Fasten around Post
to Plate - Size to suit

Gal. Butt Joint
Plate Connectors
Size to suit

Board Elevation to be
Set On Site with Contract
Administrator
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Granular Surfacing

Infield Mix
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Remove Existing Material as Required
Grade Subgrade to Drain Away From 
Centre of Diamond @ Min. 1%

Top with 150mm
Infield Mix to Finish Grade
And Compact
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Approx. Existing Grade
Remove Turf and Soil
to Regrade Subgrade

Grade Subgrade 
Away from Backstop
@ Min. 1% for ± 3.5M Install Multi Flow

Drain Along Low Area
To Depth and To Drain 
As Shown on Plan
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Top with 150mm
Depth of Granular Surfacing
19mm Clean Crushed Limestone
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ist
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Existing City
Sidewalk
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Grade Subgrade 
Away from Backstop
@ Min. 1% for ± 3.5M

Install Multi Flow
Drain Along Low Area
To Depth and To Drain 
As Shown on Plan
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Existing City
Sidewalk

1m Wide
Landscape Fabric
Over Trench - See 3/L3

Refer to 7/L3

CSA Clear Vapour Barrier
6 mil Poly
Except Over Trench

Refer to 7/L3

Approx. Existing Grade
Remove Turf and Soil
to Regrade Subgrade

Top with 150mm
Depth of Granular Surfacing
19mm Clean Crushed Limestone

CSA Clear Vapor Barrier
6 mil Poly
Except Over Trench

1m Wide
Landscape Fabric
Over Trench - See 3/L3

Top with 150mm
Infield Mix to Finish Grade
And Compact

Remove Existing Material as Required
Grade Subgrade to Drain Away From 
Centre of Diamond @ Min. 1%
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TYPICAL MULTI-FLOW INSTALLATION
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SECTION AA
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SECTION BB
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DRAIN AND TRENCH IN TURF  3
L3

DRAIN AND TRENCH IN GRANULAR  2
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DRAIN AND TRENCH IN BASEBALL INFIELD 
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WOOD EDGING DETAIL ALONG BACKSTOPS


