
General Notes
1. All existing trees, sidewalks, curbs, catch basins, culverts, survey 

markers, to remain are to be protected during construction.  Any 
damage to them is to be made good by the Contractor. Maintain 
positive drainage into all catch basins and curb inlets.

2. All work is to be warrented for a period of not less than 1 year.
3. Contractor is to limit operations to the area within the area of work 

shown on the drawing.  Should areas outside of this limit be damaged 
during the course of construction, Contractor is to make good the 
damage at his own expense

4. Contractor is to obtain location of all utilities prior to construction. 
If using power equipment to excavate contractor must notify Hydro 
and Gas and telephone utilities and take steps to avoid damaging 
their installations.

5. All dimensions are in meters unless otherwise noted
6. Contractor to confirm all dimensions and report any discrepancies to 

Contract Administrator prior to construction.
7. Layout is to be approved by Contract Administrator prior to any 

construction or demolition/removals.
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Use this edge of existing timber
play curb to establish layout.

Play Area Layout
Scale: 1:100
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THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
WHEELCHAIR TACHE STYLE
METAL FRAME PICNIC TABLE

SCD-130A

13mm r ROUNDED 
CORNERS (TYP.)

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE 
SIDE ONLY

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

4.8mm x 25.4mm x 737mm STRAP FASTENED
WITH No. 10 x 31.7mm R.H. SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

4.8mm x 25.4mm x 216mm 
STRAP FASTENED WITH 3 
No. 10 x 31.7mm R. H. SCREWS

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

MATERIALS:
WOOD - VERTICAL GRAIN CLEAR SITCA SPRUCE OR B.C.  RED CEDAR.
FINISH - SIKKENS CETOL No. 078 NATURAL
METAL - PRIME WITH RUSTOLEUM No. 769.  FINISH WITH SAPOLIN BLACK WROUGHT FINISH.

NOTE:
ALL WOOD TO BE FASTENED TO ANGLE IRONS WITH 7.9mm X 38.1mm LAG BOLTS.

ALL DIMENSIONS SHOWN 
ARE IN MILLEMETERS.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm BASE

31.7mm I.D. BLACK PIPE

38mm x 89mm
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MATERIALS

- 100 mm x 100 mm COMPOSITE BOARDS
- CEDAR TONE FINISH
- METAL FINISH - PRIME WITH
  RUSTOLEUM NO. 769
  FINISH WITH SAPOLIN
  BLACK WROUGHT FINISH

13 mm x 50 mm STEEL PLATE

CADMIUM PLATED
CARRIAGE BOLTS
(114 mm IN LENGTH)

CHAMFERED EDGES - (TYP.)

10 mm x 100 mm lg. SURFACED
MOUNTED CADMIUM PLATED
CARRIAGE BOLTS WITH ACORN
NUTS

13 mm x 50 mm STEEL PLATE

CADMIUM PLATED CARRIAGE
BOLTS (114 mm IN LENGTH)

50 mm SQUARE TUBING
FINISHED GRADE

POURED IN PLACE 
CONCRETE BASE

PLAN VIEW

SIDE ELEVATION FRONT ELEVATION

NOTE: ALL DIMENSIONS ARE IN
MILLIMETERS
PRODUCT NO. 52501067
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THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
TACHE BENCH - COMPOSITE

SCD-120_A
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Pisa II Wall c.w.
capstone. Colour as per

notes  Top two layers
to be glued with

Landscape Block
Adhesive.

 Pisa II Retaining Wall
Scale: 1:10

 

Woven Geotextile
10 cm. Weeping Tile C.W. Sock or

Multi Flo Drainage pipe.  Continuous to
outlet to air.

Compacted Subgrade

30 cm Compacted Aggregate
Base

Woven Geotextile

2

For Client ReviewA 4/20/08

1. This drawing shall not be used for construction unless signed and sealed by 
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without 
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of 
the Landscape Architect.  The copyright is reserved in the name of the 
Landscape Architect. No reproduction may be made without the prior 
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these 
drawings for the purposes of bidding.  Such reproductions are not to be used 
for construction.

1. This drawing shall not be used for construction unless signed and sealed by 
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without 
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of 
the Landscape Architect.  The copyright is reserved in the name of the 
Landscape Architect. No reproduction may be made without the prior 
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these 
drawings for the purposes of bidding.  Such reproductions are not to be used 
for construction.

Dean Spearman
Landscape Architect

Winnipeg, Manitoba

Dean Spearman
Landscape Architect

Winnipeg, Manitoba
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Keenleyside Park Playground

Consultant

No. Date Issue Notes

    ZONE
NO-ENCROACHMENT

    ZONE
NO-ENCROACHMENT
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12.2m

Donwood School
Scale: 1:100
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2 layer Timber Play curb.  Set into 
existing grade so that top of timber is 
minimum 10 cm, maximum 20 cm 
above existing grade.  Location of play 
area is to be set on site by the 
Contract Administrator.

Excavate area within the play curb 35 cm
below top of curb

Swings and play 
surfacing by others.


