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1.83 M HT. 
CHAIN LINK FENCE 
CONNECT TO 
EXISTING FENCE

PATHWAY EXTENSION BETWEEN  
HYDRO POLE AND GUY WIRE

GRANULAR PATHWAY 
EXTENSION 2/L3
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1.83 M HT. CHAIN LINK FENCE. 
FIELD ADJUST FENCE. 
LAYOUT TO SUIT HP GUYWIRE 
CONFIRM WITH CONSULTANT

2.2m WIDE   
ACCESS GATE 

'A'

0.92m WIDE  
MAN GATE

3 SETS TIMBER STAIRS 
WITH PIPE HANDRAIL ON  
EACH SIDE 5/L3

GRANULAR PATHWAY 
EXTENSION 2/L3

RESURFACE GRANULAR PATH WITH 
25mm DEPTH 6mm DOWN GRANULAR 
PER PATHWAY DETAIL. 
ALLOW FOR APPROX. 45 LM OF PATH 
REFURBISHMENT TO SOUTH

APPROXIMATE LIMIT OF 
CONSTRUCTION

APPROXIMATE LIMIT OF 
CONSTRUCTION

RESURFACE EXISTING 
GRANULAR PATH TO BLEND WITH 
NEW WORK AS PER SOUTH ARM. 
ALLOW FOR APPROX. 10 LM OF 
PATH REFURBISHMENT TO NE
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NEW GRANULAR  PATHWAY

NEW GRANULAR TOPPING ON EXISTING PATH

STONE RIPRAP

1. EROSION AND SEDIMENT CONTROL MEASURES TO BE IN PLACE 
BEFORE ANY SITE WORK BEGINS. INSPECT AND MAINTAIN MEASURES 
AND KEEP IN GOOD REPAIR FOR DURATION OF CONSTRUCTION 
PERIOD.

NOTES

EXTEND NEW
 FENCE 36m

REMOVABLE STEEL 
BOLLARD 3/L3

REMOVE GRANULAR AS NECESSARY 
TO FINISH WITH TOPSOIL & SOD.

PATHWAY LAYOUT TO BE FIELD 
STAKED. ALIGNMENT TO BE CONFIRMED 
WITH CONSULTANT AND CITY PRIOR TO 
ANY TREE CLEARING.

TIMBER FENCE POST 
BOLLARDS (SCD 105B) 
@ 1.8m SPACING

BENCH AS PER SPEC. WITH 
INGROUND INSTALLATION

PATH BUMPOUT w/ BENCH 
LAYOUT TO BE FIELD STAKED. 

ALIGNMENT TO BE CONFIRMED 
WITH CONSULTANT AND CITY 

PRIOR TO ANY TREE CLEARING.

2. FINISH ALL DISTURBED, UNPAVED SURFACE, WITH TOPSOIL AND 
SOD.

SEDIMENT CONTROL

PATH BUMPOUT w/ BENCH 
LAYOUT TO BE FIELD STAKED. 

ALIGNMENT TO BE CONFIRMED 
WITH CONSULTANT AND CITY 

PRIOR TO ANY TREE CLEARING.

BENCH AS PER SPEC. WITH 
INGROUND INSTALLATION
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