
top of brick at superstructure
el. = 103 747

d01

top of brick @ discharge blocks
el. = 102 324

finish floor of superstructure
el. = 100 000

transition of brick colours on superstructure
el. = 102 324

underside brick @ discharge blocks
el. = 100 000

masonry on discharge blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar 
joints - brick colour to be #671 "Chestnut",
mortar colour to match brick

masonry on superstructure
above discharge blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar joints -
brick colour to be #114 "Chateau Grey",
mortar colour to match brick

prefinish metal parapet flashing, colour on
discharge blocks to match brick below - 
e.g. 'commercial brown' or eq. - submit
sample to contract administrator for approval

prefinished metal parapet flashing, colour on
superstructure to match brick below - 
e.g. 'sandalwood' or eq. - submit
sample to contract administrator for approval

masonry on superstructure to
top of discharge blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar joints -
brick colour to be #671 "Chestnut",
mortar colour to match brick

recessed light above door to be
Systemalux "EOS Square", 
colour #14 "Aluminum Grey" (typical) -
refer to electrician for specifications 

open (3-sided) rainwater leaders from
scuppers to be 24 gauge stainless steel 
(typical)

top of brick at superstructure 
el. = 103 747

top of brick at discharge blocks
el. = 102 324

underside brick at discharge blocks 
el. = 100 000

top of brick at discharge blocks 
el. = 102 324

underside brick at discharge blocks
el. = 100 000

masonry on discharge blocks &
on superstructure to top of said blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar 
joints - brick colour to be #671 "Chestnut",
mortar colour to match brick

masonry on superstructure above discharge 
blocks to be IXL dry pressed 'Giant Brick'  -
89mm x 89mm x 394mm w/ 12mm mortar 
joints - brick colour to be #114 "Chateau Grey",
mortar colour to match brick

prefin. metal parapet flashing, colour on
discharge blocks to match brick below - 
e.g. 'commercial brown' or eq. - submit
sample to contract administrator for approval

prefinished metal parapet flashing, colour on
superstructure to match brick below - 
e.g. 'sandalwood' or equivalent - submit
sample to contract administrator for approval

open (3-sided) rainwater leaders from
scuppers to be 24 gauge stainless steel (typical)

top of brick at superstructure
el. = 103 747

top of brick at discharge blocks
el. = 102 324

finish floor of superstructure
el. = 100 000

transition of brick colours on superstructure
el. = 102 324

underside brick at discharge blocks
el. = 100 000

masonry on discharge blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar 
joints - brick colour to be #671 "Chestnut",
mortar colour to match brick

masonry on superstructure above discharge 
blocks to be IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar 
joints - brick colour to be #114 "Chateau Grey",
mortar colour to match brick

prefinished metal parapet flashing, colour on
discharge blocks to match brick below - 
e.g. 'commercial brown' or eq. - submit
sample to contract administrator for approval

prefinished metal parapet flashing, colour on
superstructure to match brick below - 
e.g. 'sandalwood' or eq. - submit
sample to contract administrator for approval

masonry on superstructure to top of 
discharge blocks to be IXL dry pressed 
'Giant Brick'  - 89mm x 89mm x 394mm 
w/ 12mm mortar joints - brick colour to 
be #671 "Chestnut", mortar colour to 
match brick

recessed light (typical) to be
Systemalux "EOS Square", 
colour #14 "Aluminum Grey" -
refer to electrician for specifications 

open (3-sided) rainwater leaders from
scuppers to be 24 gauge stainless steel (typical)

NOTE:
dimensions are optimized for new
masonry veneer & scuppers so that
each face is comprised of full bricks only
(no cutting required)

top of brick at superstructure 
el. = 103 747

top of brick at discharge blocks
el. = 102 324

finish floor of superstructure
el. = 100 000

transition of brick colours on superstructure 
el. = 102 324

underside brick at discharge blocks
el. = 100 000

masonry on discharge blocks to be
IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar joints -
brick colour to be #671 "Chestnut",
mortar colour to match brick

masonry on superstructure above discharge
blocks to be IXL dry pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar joints -
brick colour to be #114 "Chateau Grey",
mortar colour to match brick

prefinished metal parapet flashing, colour on
discharge blocks to match brick below - 
e.g. 'commercial brown' or eq. - submit
sample to contract administrator for approval

prefinished metal parapet flashing, colour on
superstructure to match brick below - 
e.g. 'sandalwood' or eq. - submit
sample to contract administrator for approval

masonry on superstructure to top of 
discharge blocks to be IXL dry 
pressed 'Giant Brick'  - 
89mm x 89mm x 394mm w/ 12mm mortar joints -
brick colour to be #671 "Chestnut",
mortar colour to match brick

open (3-sided) rainwater leaders from
scuppers to be 24 gauge stainless steel (typical)
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