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Area Available for New Play 
Equipment within Existing Perimeter 
of Edging

Supply and Install
Tache Bench

Supply and Install
Tache Bench

Supply and Install 200mm Depth of 
New Playstone

Supply and Install 100mm of 
Salvaged Playstone

Supply and Install New Pedra Cap Edging 
on Existing Timber Edging

29.8

19.8

50 x 150mm Pedra Top
Course Set with Grain of Wood 
Curved Down as Shown.

Existing Pressure Treated
Timbers.

8mm Chamfer 
Top Edges

Pedra top course shall be screwed down using screws 
treated for ACQ use and sized to suit. Two screws at each 
end and every 600mm alternating sides along length. Min. 
length of timbers to be 1200mm. Install longest lengths 
possible.

PEDRA TOP COURSE DETAIL

Peastone Safety 
Base To 300mm 
(12") Depth

Existing Subgrade

Existing Sod 50
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT 
THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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