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Note:
1. Layout dimensions are 
approximate and are to be
adjusted on site to fit.
2. Layout of Play Equipment
is to be reviewed on site
by Contract Administrator 
prior to installations.
3. All Play Equipment and 
timber edging is to be
located to CSA requirements.
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Timber Edging - Type I

Safety Stone
30cm (12") Depth

1 Bench
Granular Paving

1 Bench

Existing Edging 
To Remain

Existing Sandbox
To Remain

Sand Outside of 
Sandbox is to
Remain to 1m
On North Side

Existing Trees

Existing
Soccer Fields

Existing Edging
To be Removed

Existing Sand Base
To be Excavated 
And Removed as Required
To Accommodate New Surfaces.

Existing Playstructure
To Be Removed

Existing Edging
To be Removed

Existing Sand Base
To be Excavated 
And Removed as Required
To Accommodate New Surfaces.

Existing Swings
To be Removed

Existing Waste Receptacle
To be Removed

Existing Waste Receptacle
To Remain

Existing Edging 
To Remain

Saw Cut and Remove
Asphalt
Remove Bench
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To be Removed

Timber Edging - Type I
To Follow Existing Timber Location
Or Enlarge as Required to
Accommodate 2.1m (7') Safety Zones

1 Saddle Spinner

1 Spring Toy - Type I

1 Spring Toy - Type II

Playstructure 

Engineered Wood Fibre
Safety Base
30cm (12") Depth

Existing Sandbox

Timber Edging - Type II

Timber Edging - Type III
Round All Corners

LINDENWOOD PLACE

Location of Drainage Sump Pit
or as Determined on Site with
Contract Administrator

66-017
88R548

Protect Survey Monuments
Geomatics Job Number 20080256
Contact Geomatics Branch at least 3 days
in advance of construction at 986-1360
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