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0720

1.0m

PLAN DETAIL - SIGN STRUCTURE & FENCE LAYOUT 
 
1 : 125

1 m wide X 450mm deep planting bed,  
continuous with fence 

1 m wide X 450mm deep planting bed,  
continuous with fence. See Detail 2, L-2.

Existing tree to be retained and protected

USE EXISTING PARK SIGN TO LOCATE SIGN STRUCTURE. 
Will be removed after construction is completed.

Property line

Future sidewalk

6 Highbush Cranberry 
1500mm apart

17 Meyer Lilac, 900mm apart

7 Meyer Lilac, 900mm apart

Highbush Cranberry

PLAN DETAIL - PLANTING 
 
1 : 125
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section detail 
TYPICAL SHRUB PLANTING 
 

min 2x diameter 
of the rootball

Temporary  soil dish  
to retain water

Wood chip mulch.  None against stems.

Soil mixture:   
30% each, composted 
manure, sand, peatmoss

Scarify 15 cm/ 6 in of  
sides of pit and combine 
with soil mixture.

Plant level 
with  
finished  
grade

Rootball on  
firm soil

90°

90°

minimum diameter  
3 times width of the 

rootball

Temporary  soil dish  
to retain water

Soil mixture:  30% each 
composed manure,  
sand, peatmossScarify sides of pit and mix 

existing soil w / soil mixture

Rootball set on firm subsoil  

section detail 
TYPICAL TREE PLANTING 

Cover open soil with 
8 cm/3 in depth of 
wood chip mulch.  

No mulch within  
15 cm/6 in of trunk. 

Fasten with 4mm / 9 ga. guy 
wires c/w rubber hose so that 
wire does not slip down. 

Stake immediately with 
3 m/10 ft steel t-rail or 

 8 cm/3 in diam. wooden post. 
Set in firm soil, south of tree. 

Do not pierce rootball.
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Root collar to be in line with  
finished grade

Orientation:  if trees are flagged, orient 
them as indicated. 
 
Crown pruning:  prune at planting to 
remove dead or damaged branches. 
 
Backfill/watering:  backfill soil and 
concurrently tamp and flood it to eliminate 
air pockets. 
 
Rootball:  prune frayed and damaged 
roots back to healthy tissue with sharp tool. 
 
Stakes:  remove after one growing  
season.

Finished grade
rootball

New sod

1 : 100

PLAN DETAIL:   NEW  SHRUBS

7.5m

3m
3m

1 : 100

PLAN DETAIL:  SAMPLE LAYOUT for NEW SHRUB BORDER

PROPERTY LINE

1m
1m

1m

PROPERTY LINE

TYPICAL SECTION:  NEW GRAVEL PATH 
note:  path layout to be done with the landscape  
architect on site 
 
not to scale 

undisturbed soil

5% 5%

2000  

 25  mm depth 6mm dn crushed gravel 
 50  mm depth19mm dn crushed gravel 
125 mm depth 38mm dn crushed gravel

5

new sod   
75 mm depth topsoil 
75 mm depth scarified soil

 
 
Plant shrubs in "ragged" rows, between  
1.2 and 1.5 m apart: 
 

3 - 5 Dogwood, alternating with 

3 -5 Nannyberry and 

5 - 7 Saskatoon (1.2 m apart) 

All shrubs to be centered min. 600mm from property line. 

existing grade


