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15

EXISTING HYDRO SERVICE POLE.  ELECTRICAL 
SERVICE TO THE EXISTING PUMPHOUSE LOCATED 
EAST OF THE NEW GRANULAR ROAD, RUNS TO 
THIS POLE.  LOCATION OF UNDERGROUND LINE IS 
UNKNOWN.  LOCATE AND PROTECT LINE PRIOR 
TO COMMENCING CONSTRUCTION.  NOTIFY 
CONTRACT ADMINISTRATOR OF ANY CONFLICTS.

FUTURE UNDERGROUND 
ELECTRICAL SERVICE.

EXISTING PUMPHOUSE.  LOCATE AND PROTECT 
EXISTING UNDERGROUND ELECTRICAL AND 
IRRIGATION PIPE.  ELECTRICAL SERVICE RUNS 
TO SAME POLE AS THE NEW SERVICE FOR THE 
NEW PUMPHOUSE.
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FUTURE FIELD 
HOUSE LOCATION

CENTRE  LINE / RIDGE  LINE
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EXISTING 
75 MM PIPE

EXISTING 
75 MM PIPE EXISTING 

75 MM PIPE

EXISTING 
75  MM PIPE

EXISTING 
75 MM PIPE

APPROX.. LOCATION OF 
EXISTING BASEBALL FIELD 
MAIN LINE.  EXACT LOCATION 
UNKNOWN.

 100 MM DIA. 
ISOLATION VALVE

 100 MM DIA. 
ISOLATION VALVE

INSTALL NEW
75  MM PIPE

FUTURE PUMPHOUSE LOCATION

NEW GRAVEL ROADWAY TO LAUNCH 
FLOATING WATER INTAKE TRAILER.  SEE 
DRAWING L-2.

EXISTING GRAVEL WALKING 
PATH TO BE PROTECTED.  
ROUTE TO EXCAVATED SOIL 
STOCKPILE SITE.
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CIRCLE REPRESENTS APPROX. LOCATION 
WHERE EXCAVATED ROAD FILL CAN BE 
STOCKPILED.  CITY OF WINNIPEG TO CLEAR 
WINTER SNOW AND ACCESS ROUTE FOR 
CONTRACTOR'S TRUCKS ALONG EXISTING 
GRANULAR WALKWAY.  EXCAVATED FILL TO 
STOCKPILE WITH LOADS DUMPED TIGHT TO 
ONE ANOTHER.

CONSTRUCTION ACCESS ROUTE

SITE LOCATION

PROTECT EXISTING GRAVEL 
ROADWAY PAVING

EXISTING GRASS TO 
BE PROTECTED

TO WINNIPEGTO HEADINGLEY

EXISTING GOLF COURSE 
MAINTENANCE COMPOUND


