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STEEL FENCE / ENCLOSURE!- PLAN DETAIL
SCALE 1:10

1!
A-2.6

NOTE:!
SEE ALSO PART SITE PLAN 1/A-2.4. 

STEEL FENCE / ENCLOSURE!- SECTION DETAIL
SCALE 1:10

2!
A-2.6

THICKENED EDGE SLAB!
AS PER STRUCTURAL

CORRUGATED 7/8" 22mm VICWEST PRE-FIN.!
METAL WALL CLADDING (RUN VERTICAL).

25mm SPACE

65 X 65 X 6 ANGLE - TOP!
RUN OVER TOP OF COLUMN
6mm CAP PLATE ON COLUMN

HSS 102 X 76 X 4.8 @ 1.22M (48") O.C. MAX.

2 - 16 DIA. X 150 LONG (100 MIN. EMBEDMENT)!
HILTI KWIK BOLT 3 EXPANSION ANCHORS

13MM BASE PLATE.

2 - 16 DIA. X 150 LONG (100 MIN. EMBEDMENT)!
HILTI KWIK BOLT 3 EXPANSION ANCHORS

65 X 65 X 6 ANGLE - MID.!
NOTCH AT COLUMN

65 X 65 X 6 ANGLE - MID.!
NOTCH AT COLUMN
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EXTEND HANDRAIL 300mm BEYOND RAMP!
ROUND CORNDERS

ROUND & GRIND ALL CORNERS (TYPICAL).T.
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SITE CONFIRM!
RAILING SIZE!
REQUIRED.

1:16 CONC. RAMP AS PER STRUCTURAL

T.O. INTERIOR FLOOR & CONC. AT DOOR 
ELEV. 100 000 T.O. RAMP 

ELEV. 99 970 
B.O. RAMP 
ELEV. 99 640 
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EXTERIOR RAILING AT RAMP - ELEVATION
SCALE 1:50
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T.O. RAMP 
ELEV. 99 970 

TYPICAL EXTERIOR RAILING NOTES:!
1.  SEE ALSO PART SITE PLAN 1/A-2.4 & SITE PLAN 1/A-2.3.!
2.  SITE MEASURE BEFORE RAILING IS MANUFACTURED.!
3.  FINISHED BUILDING WALL LOCATION VARIES. !
4.  SITE CONFIRM GRADE ELEVATIONS IN RELATION TO EXISTING MAIN FLOOR.!
5.  SEE STRUCTURAL FOR CONC. SPECIFICATIONS.

86
5 

M
IN

.

T.O. INTERIOR FLOOR & CONC. AT DOOR 
ELEV. 100 000 
T.O. LANDING @ CONC. STEPS  
ELEV. 99 970

TYP.

TY
P.

EXTERIOR RAILING AT STAIRS - ELEVATION
SCALE 1:50
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EXTERIOR GUARD AND HANDRAIL - ELEVATION
SCALE 1:50

3!
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EXTERIOR GUARD - SECTION DETAIL
SCALE 1:5
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TOP RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

PICKETS - 13mm STEEL SQUARE - GALV. FINISH!
SPACE 100mm O.C. (TYPICAL)

BOTTOM RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH!
(NO BOTTOM RAIL AT STAIRS)

WELD POST TO MOUNTING PLATE

CONCRETE AS PER STRUCTURAL

POST - 38mm DIA. STEEL TUBE - GALV. FINISH

76mm x 100mm x 6mm GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS INSTRUCTIONS.

EXTERIOR RAILING - SECTION DETAIL - TYPICAL
SCALE 1:5
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TOP RAIL - 38 DIA. STEEL TUBE - GALV. FINISH

INTERMEDIATE RAIL - 38 DIA. STEEL TUBE - GALV. FINISH

BOTTOM RAIL - 38 DIA. STEEL TUBE - GALV. FINISH!
(NO BOTTOM RAIL AT STAIRS)

WELD POST TO MOUNTING PLATE

T.O. CONCRETE

POST - 38 DIA. STEEL TUBE - GALV. FINISH

76 x 100 x 6 GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS INSTRUCTIONS.

MIN. CLEARANCE

HANDRAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

HANDRAIL SUPPORT - GALV. FINISH!
ROUNDED CORNER

150mm CONC. CURBCONC. GRADE BEAM / LANDING 
AS PER STRUCTURAL LINE OF GUTTER / ASPHALT

CONC. LANDING AS PER STRUCTURAL
LINE OF 100mm CONC. BETWEEN RAMP AND BUILDING.

TOP RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

PICKETS - 13mm STEEL SQUARE - GALV. FINISH - SPACE 100mm O.C. (TYPICAL)
BOTTOM RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

POST - 38mm DIA. STEEL TUBE - GALV. FINISH

ROUND & GRIND ALL CORNERS (TYPICAL).

76mm x 100mm x 6mm GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS INSTRUCTIONS.

ROUND & GRIND ALL CORNERS (TYPICAL).

T.O. INTERIOR FLOOR & CONC. AT DOOR 
ELEV. 100 000 
T.O. RAMP 
ELEV. 99 970 

EXTEND HANDRAIL 300mm BEYOND RAMP!
ROUND CORNDERS

CORNER POST - 38mm DIA. STEEL TUBE - GALV. FINISH

INTERMEDIATE RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH!
(NO BOTTOM RAIL AT STAIRS)

TOP RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

EQUAL

76mm x 100mm x 6mm GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS INSTRUCTIONS.

POST - 38mm DIA. STEEL TUBE - GALV. FINISH

INTERMEDIATE RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH!
(NO BOTTOM RAIL AT STAIRS)

TOP RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

76mm x 100mm x 6mm GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS!
INSTRUCTIONS.

BOTTOM RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

EXTERIOR RAILING AT TYPICAL STAIRS - ELEVATION
SCALE 1:50
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ROUND & GRIND ALL CORNERS (TYPICAL).

T.O. INTERIOR FLOOR & CONC. AT DOOR 
ELEV. 100 000 
T.O. LANDING AT FIRST STEP 
ELEV. 99 980

EXTEND HANDRAIL 300mm BEYOND STEP!
ROUND CORNERS

POST - 38mm DIA. STEEL TUBE - GALV. FINISH

INTERMEDIATE RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH!
(NO BOTTOM RAIL AT STAIRS)

TOP RAIL - 38mm DIA. STEEL TUBE - GALV. FINISH

76mm x 100mm x 6mm GALVANIZED BASE PLATE.!
BOLT TO CONCRETE AS PER MANUFACTURERS INSTRUCTIONS.

LI
N

E 
O

F!
C

EM
EN

T 
BO

AR
D

1,500

EXTERIOR RAILING NOTES:!
1.  SEE ALSO PART SITE PLAN 1/A-2.4.!
2.  SITE MEASURE BEFORE RAILING IS MANUFACTURED.!
3.  FINISHED BUILDING WALL LOCATION VARIES.!
4.  SITE CONFIRM GRADE ELEVATIONS IN RELATION TO EXISTING MAIN FLOOR.!
5.  SEE STRUCTURAL FOR CONC. SPECIFICATIONS.
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LINE OF GRADE BEAM

13mm CEMENT BOARD WITH ACRYLIC FINISH

2" RIGID INSUL.

LINE OF WALL FINISH ABOVE (DASHED LINE)

65 X 65 X 6 ANGLE

CORRUGATED 7/8" 22mm VICWEST PRE-FIN.!
METAL WALL CLADDING (RUN VERTICAL).

HSS 102 X 76 X 4.8 @ 1.22M (48") O.C. MAX.
4 - 16 DIA. X 150 LONG (100 MIN. EMBEDMENT)!
HILTI KWIK BOLT 3 EXPANSION ANCHORS
13MM BASE PLATE.

CONC. SLAB AS PER STRUCTURAL
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38m DIA. STEEL TUBE HANDRAIL & BRACKET!
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(ON STAIR SIDE OF GUARD)

96
5 

M
AX

.

86
5 

M
IN

.

300

2030
0

232.39 23
2.9

5232.93

280280

560

96
5 

M
AX

.
30

0

sheet title

project number:

scale:

drawn by:

approved by:

date:

drawing number:

This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
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