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GENERAL PLAN NOTES:  
 
- THE CONTRACTOR IS RESPONSIBLE TO SITE VERIFY 
EXISTING OPENINGS, DOORS, FRAMES, ETC. AND 
SHALL COORDINATE NEW WINDOWS,  DOORS ETC. 
ACCORDINGLY. NOTIFY THE DEPARTMENTAL 
REPRESENTATIVE OF DISCREPANCIES. 
 
- COORDINATE MECHANICAL AND ELECTRICAL ITEMS 
WITH MINIMAL DISRUPTION TO WALLS.  
 
- SLOPE ALL CONCRETE IN ROOMS WITH 
FLOOR-DRAINS TO ALLOW ALL FLOOR-WATER TO 
DRAIN 
 
- FUTURE ELEVATOR: ELEVATOR SHAFT IS BEING 
BUILT TO ACCOMMODATE FUTURE MACHINE 
ROOMLESS ELEVATOR. INTERIOR CLEAR SHAFT 
DIMENSIONS ARE TO BE 2595mm WIDE BY 1755mm 
DEEP. PIT DEPTH IS 1524mm. 
 
- SITE CONFIRM ALL DUCTWORK LAYOUTS WITH 
CONTRACT ADMINISTRATOR.!
- AVOID CROSSING DUCTS WHERE POSSIBLE IN 
ORDER TO MAINTAIN MINIMUM BULKHEAD SIZES.
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NOTE:!
ALL DIMENSIONS ARE TO GRID OR CENTERLINE UNLESS OTHERWISE NOTED.!
DIMENSIONS INDICATING "FIN" ARE TO FINISHED WALLS.
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SUPPLY AND RETURN 
DUCTS FROM MECH. UNIT AHU-1 
UNDERSIDE OF INTERIOR DUCTS 

@ 3658 ABOVE FIN. FLOOR.

INTERIOR: 
ROUND EXPOSED DUCTS

EXTERIOR: 
SQUARE DUCTS AT EXTERIOR PENETRATION 

PRE-FIN. METAL CLADDING FINISH BY MECHANICAL
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This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.

revision

project

sheet title

project number:

scale:

drawn by:

approved by:

date:

drawing number:

SINCLAIR PARK 
COMMUNITY CENTRE!
Winnipeg, Manitoba

MAIN FLOOR PLAN

08-011

AS SHOWN

G.S.

H.F.

26th FEB 2010

A-3.3MAIN FLOOR PLAN
SCALE 1:100

1
3.3

26/02/2010 26/02/2010

SIM.

SEE 1/A5.2 FOR TYP.!
RAINWATER LEADER

SEE 1/A5.2 FOR TYP.!
RAINWATER LEADER

SEE 1/A5.2 FOR TYP.!
RAINWATER LEADER!

- FUR-OUT @ THIS LOCATION!
TO BE SQUARE TO BENCH

+/
- 1

4,
47

8m
m

 (E
XI

ST
IN

G
 - 

SI
TE

 C
O

N
FI

R
M

)

+/- 16,358mm (EXISTING - SITE CONFIRM)

2,800
7,400

4,100
3,400 950

1110
9

8
76

X1 X2 X3 X4 X5 X6

7,350

54321

4,750 4,750 4,750 4,750

54321

XB

XC

XD

XE

XF

XGXG

C

D

E

F

5,
54
0

5,
54
0

5,
54
0

5,
54
0

B

5,
54
0

A

G

2,
60
0

60
0

I

4,
00
0

4,
00
0

4,
00
0

3,
20
0

I

J

K

L

M

MENS

WOMENS

CHANGE ROOM

CHANGE ROOM

WASHRM

WASHRM

JANITORS

M09

M08

M07

M06

M05

M17

M16

M15

M18

M19

M20

M21

STAIR
S01

FUTURE !ELEV.!SEE NOTE
M22

CIRCULATION
M02

GATHERING /!
CIRCULATION

M02

VEST.
M01

OFFICE

BOARDROOM

STORAGE STORAGE

MINI-GYM

1,800

1,188 2,848

3,
13
0

95
0

KITCHEN

MECHANICAL SHAFT

67
0

3,
19
4

3,188

M29

M28

M27

M01

M02

M25

M26

M24

M21M20

M22 M23

M19

M18

M12

M13

M14
M15

M16

M17

M10

M11

M03

M04

M04M03

M05

M06

M07M08

S02

PANTRY
LIQUOR

STORAGE

M10

M09

M11

M12

GYMNASIUM
M13

VEST.
M14

1,
40
0

1,
95
4

6

6

2 

6

6

87

3
A-9.3

4
A-9.3

6
A-9.3

5
A-9.3

2,832

LOW CEILING
HIGH CEILING

2!
A-8.4

4!
A-8.1

1!
A-9.1

5

5

5

3,
01
3

4,
01
5

4,
01
5

3,
21
2

5,
43
1

9
A-9.3

2!
A-8.6

SIM.

2!
A-8.6

SIM.

3!
A-8.6

1,202

1,
60
0

HIGH CEILINGLOW CEILING

A-9.3
2

HRV  
ABOVE 

STORAGE 
136"x52" 

x55.5" high

N

CANOPY LINE

CANOPY LINE

C
AN

O
PY

 L
IN

E

2!
A-8.1

2!
A-8.1

3!
A-8.1

TYP.

1!
A-8.1

TYP.

4!
A-8.1

SIM.

5!
A-8.1

5!
A-8.1

6!
A-8.1

8!
A-8.1

8!
A-8.1

7!
A-8.1

11!
A-8.1


