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This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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EXTENDED WALL 
BEYOND - SEE PLAN

EXTERIOR CANOPY POT-LIGHT AS PER ELECTRICAL POT-LIGHT IN CANOPY - SEE 
ELECTRICAL

100mm CANOPY PARAPET FLASHING 
VERTICAL CORRUGATED CLADDING

ANGLED CORNER 
MULLION - SEE PLAN

DASHED LINE INDICATES 
EXPOSED STRUCTURAL 
COLUMN WITHIN 
VESTIBULE - SEE STRUCT. 
& CANOPY DETAILS  A-8.5

KAWNEER CURTAIN WALL 
SYSTEM AS PER SPEC.

KAWNEER ENTRANCE CURTAIN 
WALL SYSTEM - SEE SPEC.

ANGLED MULLION - SEE PLAN

DASHED LINE INDICATE EXPOSED STRUCTURAL COLUMN 
WITHIN VESTIBULE - SEE STRUCT. & CANOPY DETAILS  A-8.5

CANOPY SCUPPER - 
SEE ROOF PLAN

100mm CANOPY 
PARAPET FLASHING

VERTICAL CORRUGATED 
CLADDING

KAWNEER SUN SHADES

KWP ENGINEERED  !
WOOD PANEL

ALUM. REVEAL TRIM - TYP.
EXTENDED WALL 
BEYOND - SEE PLAN

CANOPY BITUMEN WRAPPED UP 
TO WINDOW AND SEALED - SEE 
DETAIL 4/A-8.5

SIM.

NOTE: TEMPERED GLASS WITH 6mm AND 
SULL SASH FOR ALL VESTIBULE GLAZING

TEMPERED GLASS

NOTE: WINDOWS ON SOUTH !
FACADE ARE ACID ETCHED

NOTE: TEMPERED 
GLASS

NOTE: TEMPERED 
GLASS

NOTE: 6mm 
TEMPERED GLASS

NOTE: INTERIOR WINDOWS TO 
BE DUXTON FG 325 WITH DUAL 
GLAZING

NOTE: !
- EXTERIOR WINDOWS TO BE DUXTON FG 325 EXCEPT 
WINDOW TYPE 2 WHICH IS TO BE DUXTON FG 450!
-TRIPLE GLAZING TYPICAL!
- 250 PANNING PERIMETER TRIM TYPICAL!
- 5mm TEMPERED TYPICAL EXTERIOR WINDOWS!
- SULL SASH WITH 6mm ACRYLIC TYPICAL 

NOTE: !
- BASED ON DUXTON FG 325 WINDOW FRAME!
- DETAIL FOR DUXTON FG450 TO BE SIMILAR!
- DETAIL AT WOOD FINISH PANELS SIMILAR

NOTE: WINDOWS ON SOUTH !
FACADE ARE ACID ETCHED

KAWNEER SUN SHADES

KAWNEER SUN SHADES

KAWNEER SUN SHADES

LINE INDICATE WALL BEYOND - SEE PLAN

KWP ENGINEERED  !
WOOD PANEL

ALUM. REVEAL TRIM - TYP.
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CORNER DETAIL
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