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TYPICAL WALL SECTION
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TYPICAL SECTION NEW TO EXIST.
SCALE 1:20
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This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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T.O. PARAPET!
ELEV - 103 700

SLOPE

GRADE BEAM - SEE STRUCT.

GRADE BEAM DAMP-PROOFING!
- BAKOR 700-01 WATER BASED - TYP.

50mm XPS INSULATION FULL !
DEPTH OF GRADE BEAM - TYP.

GALVANIZED J-CHANNEL MECH. FASTENED!
@ TOP & BOTTOM OF GRADE BEAM - TYP.

16 'X' ABUSE RESISTANT GYPSUM CEILING. !
SUPPORT WIRING & FRAMING AS REQ'D.

TOP OF STEEL!
ELEV - 103 025

TYPICAL ROOF CONSTRUCTION!
!
- MOD BIT CAP SHEET!
- MOD BIT BASE SHEET!
- 75mm POLYISO INSULATION PERPENDICULAR TO BASE!
- 75mm BASE POLYISO INSULATION!
- SLOPED INSULATION AS REQ'D.!
- ROOF VAPOUR BARRIER!
- 13mm GYPSUM BOARD!
- 38mm DECK & OWSJ - SEE STRUCT.

4
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U.S. CEILING!
ELEV - 102 700

T.O. PARAPET!
ELEV - VARIES

152mm RUBBER BASE - TYP.

LINEAR WOOD CEILING - SEE!
REFLECTED CEILING PLAN

U.S. DECK!
ELEV - VARIES

T.O. WINDOWS!
ELEV - 104 900

TOP OF STEEL!
ELEV - 103 265

4
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1
A-6.2 I

83

LXB

BASEMENT WALL - SEE STRUCT.

BASEMENT WATERPROOFING - BAKOR !
WP200 ON AQUATAC PRIMER - TYP.

102mm RIGID INSULATION FULL !
DEPTH OF BASEMENT FOUNDATION WALL - TYP.

15
0

20
0

15
0

REMOVE EXISTING EXTERIOR !
FINISHES FROM EXISTING WALL

TYPICAL EXISTING ROOF CONSTRUCTION!
!
- MOD BIT CAP SHEET!
- MOD BIT BASE SHEET!
- 75mm TOP POLYISO INSULATION!
- 75mm BASE POLYISO INSULATION!
- SLOPED INSULATION AS REQ'D.!
- ROOF VAPOUR BARRIER!
- 13mm GYPSUM BOARD!
- NEW FLUTE FILLER INSULATION!
- REMOVE EXISTING ROOFING & INSULATION!
- EXISTING ACOUSTIC STEEL DECK & OWSJ

TYPICAL STRUCTURAL SLAB - SEE STRUCT.!
!
- STRUCTURAL SLAB - SEE STRUCT.!
- 10mil POLY VAPOUR BARRIER!
- 3mm UNTEMPERED MASONITE!
- 150mm VOIDFORM!
- 50mm SAND

NEWEXISTING

NEWEXISTING

EXISTING STRUCTURAL SLAB

MDF BOARD WALL FINISH - !
WHERE INDICATED ON 1/A-1.2

60
0

ALIGN WOOD FLOOR AS REQUIRED!
TO MATCH EXIST. FINISH CONDITIONS

NEWEXISTING

16mm 'X' GYPSUM BULKHEAD

152mm STEEL STUD FRAMING !
- BRACE & SUPPORT TO BEAM!
& WALL AS REQ'D.

U.S. BULKHEAD!
ELEV - 103 000NEW 13mm GYPSUM APPLIED!

TO EXISTING PLYWOOD 
FINISH - TYP. ALL!

EXPOSED EXIST. GYM WALLS
NEW 13mm GYPSUM APPLIED!
TO EXISTING PLYWOOD FINISH

NEW HEADER AT NEW DOOR!
AND WINDOW LOCATIONS - !
SEE STRUCT.

NEW FIBREGLASS WINDOW

DRYWALL RETURN ALL AROUND!
WINDOW OPENING - 19mm FIBEROCK VHI

CUT AND REMOVE EXISTING STUDS AS !
REQ'D FOR NEW OPENING - NEW SILL

DUCTS - !
SEE MECH.

XG4
A-7.1 SIM.

SIM.

PATCH AROUND OPENINGS!
TO EXTENT REQUIRED - TYP.

1
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CUT AND REMOVE EXISTING STUDS !
AS REQ'D FOR NEW OPENING

REMOVE EXISTING STUCCO!
FINISH, LATH & BUILDING PAPER
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REPLACE EXISTING WEEPING TILE WITH !
NEW 100 DIA. PERFORATED PVC - COVER!
WITH GEO SOCK - SLOPE TO NEW SUMP !

PIT LOCATION ON 50mm LEVELLING SAND 

NEW 100mm XPS INSULATION FULL DEPTH !
OF EXIST. FOUNDATION WALL - TYP.

13mm x 1219mm PANELS AS PER SPEC.

ACRYLIC FINISH!
TO 150mm BELOW GRADE - TYP.

T.O. STRUCT. FLOOR!
ELEV - 100 000

REMOVE EXIST. INSULATION

EXISTING NOTCH IN BASEMENT WALL

REVIEW INTEGRITY OF EXISTING !
BASEMENT WALL WATERPROOFING!

- REPAIR CRACKS WITH BAKOR 700-01

COVER WEEPING TILE WITH GRANULAR!
FILL - COVER WITH GEOTEXTILE

152mm RUBBER BASE - TYP.
TILE FLOORING - SEE!

ROOM FINISH SCHEDULE

ELEV - 103 000

NEW CEILING / ROOF JOISTS ABOVE NEW!
STORAGE ENCLOSURES - SEE DETAIL 
2/A-8.6 AND STRUCT DRAWINGS.!
CEILING ABOVE STORAGE ROOMS TO BE 
FLUSH TO CEILING ABOVE EXIT STAIR 02

PREFIN. METAL DRIP FLASHING!
SEE TYP. DETAILS - A-6.1

SLOPE

LAP & SEAL AIR BARRIER TO !
PREFIN. DRIP FLASHING - TYP.

HEADER - SEE STRUCT.

DOUBLE LAYER 13mm P.T.!
PLYWOOD AND BLOCKING!

BETWEEN FLUTES AS REQ'D.

83

M
VARIES 3200

250

125

250
300

NEW 51mm XPS INSULATION 

NEW 100mm XPS INSULATION FULL DEPTH !
OF EXIST. FOUNDATION WALL - TYP.

BITUMEN WATERPROOFING MEMBRANE

1 HR. RATED STEEL BEAM!
-WOOD BLOCKING!

2-16 'X' GYPSUM BOARD

1200 N.T.S.

50mm PERIMETER RIGID INSUL.-TYP.!
MECH. FASTENED TO CONC. U/S

CONNECT NEW STRUCTURAL SLAB !
TO EXISTING SLAB-SEE STRUC.

CONTINUE BASE SHEET UP WALL TO 
600mm ABOVE ROOF BELOW

PRE-FIN METAL FLASHING
ROOF EPDM MEMBRANE

LAP WALL AIR BARRIER !
OVER FLASHING

RIGID INSULATION76

20
0

10
0

6mm ETHAFOAM !
FULL LENGTH-TYP.

PERIMETER PLATE !
CAULKING - TYP.

LAP WALL AIR BARRIER 
OVER DRIP FLASHING

PRE-FINISHED!
METAL FLASHING

6
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10 MIL POLY COVER

SKATE FLOORING - SEE!
ROOM FINISH SCHEDULE
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150mm  BATT. INSUL. !
IN JOIST SPACE

20
0

ELEV -  TO MATCH !
HIGH SIDE

4
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TYP. ROOF/WALL
SCALE 1:5

5
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TYP. WALL/FOUNDATION
SCALE 1:10
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TYP. WALL/BASEMENT
SCALE 1:10
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6mm ETHAFOAM !
FULL LENGTH-TYP.

PERIMETER PLATE !
CAULKING - TYP.

PRE-FINISHED!
METAL FLASHING

10
2

102mm RIGID 
INSULATION

50mm RIGID INSULATION
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18ga. GALV. J-CHANNEL WITH WEEP HOLES

18ga. GALV. J-CHANNEL

E2

18ga. GALV. J-CHANNEL

LAP WALL AIR BARRIER 
100mm ONTO GRADE 
BEAM

18ga. GALV. J-CHANNEL!
WITH WEEP HOLES

LAP WALL AIR BARRIER 
OVER DRIP FLASHING

LAP WALL AIR BARRIER 
100mm ONTO GRADE 
BEAM

18ga. GALV. J-CHANNEL!
WITH WEEP HOLES

16ga. GALV. J-CHANNEL
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SIM.

TYPICAL 1 HR FLOOR ASSEMBLY!
*ULC NUMBER M500!
!
-16mm PLYWOOD!
-16mm PLYWOOD (IN LIEU OF 13mm 
GYPSUM AS STATED IN ULC)!
-38X286 WOOD JOISTS!
-16mm TYPE 'X' GYPSUM!
-(ADD SECOND LAYER OF TYPE 'X' 
GYPSUM IN STAIR WELL ONLY)

26/02/2010 26/02/2010

GALVANIZED J-CHANNEL

610mm SKIRT OF 50mm RIGID !
INSULATION @ 15% SLOPE

COVER WEEPING TILE WITH GRANULAR!
FILL - COVER WITH GEOTEXTILE

NEW WEEPING TILE WITH 100 DIA. !
PERFORATED PVC - COVER WITH !
GEO SOCK - SLOPE TO NEW SUMP !
PIT LOCATION ON 50mm LEVELLING SAND 


