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This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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T.O. PARAPET!
ELEV - 110 100

TOP OF STEEL!
ELEV - 109 200

1

102

TYPICAL STRUCTURAL SLAB - SEE STRUCT.!
!
- STRUCTURAL SLAB - SEE STRUCT.!
- 10mil POLY VAPOUR BARRIER!
- 3mm UNTEMPERED MASONITE!
- 150mm VOIDFORM!
- 50mm SAND

T.O. STRUCT. FLOOR!
ELEV - 100 000
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38mm X 185mm WOOD STUD FRAMING

STRUCTURAL GIRT - SEE STRUCT.

750mm GRADE BEAM - SEE STRUCT.

GRADE BEAM DAMP-PROOFING!
- BAKOR 700-01 WATER BASED - TYP.

50mm XPS INSULATION FULL !
DEPTH OF GRADE BEAM - TYP.

GALVANIZED J-CHANNEL MECH. FASTENED!
@ TOP & BOTTOM OF GRADE BEAM - TYP.

SLOPE

250

TYPICAL EXPOSED ROOF CONSTRUCTION!
!
- MOD BIT CAP SHEET!
- MOD BIT BASE SHEET!
- 75mm POLYISO INSULATION - PERPENDICULAR TO BASE!
- 75mm POLYISO INSULATION - ADHESIVE APPLIED!
- SLOPED INSULATION AS REQ'D.!
- ROOF VAPOUR BARRIER!
- 13mm GYPSUM BOARD!
- FIBREGLASS FLUTE FILLERS-ACOUSTIC DECK AREAS - TYP.!
- STEEL DECK & OWSJ - SEE STRUCT.

TYPICAL GYM TO LOWER ROOFS
SCALE 1:20
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T.O. PARAPET!
ELEV - 110 100

TOP OF STEEL !
ELEV. 109 580

5
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U.S. DECK!
ELEV - VARIES

DOUBLE LAYER 13mm P.T.!
PLYWOOD AND BLOCKING!

BETWEEN FLUTES AS REQ'D.
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300
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T.O. PARAPET!
ELEV - 106 250

10

T.O. STEEL!
ELEV - 105 900

T.O. CURTAIN WALL!
ELEV - 105 450

COLUMN IN WALL 
BEYOND

KAWNEER 7550 CURTAIN WALL SYSTEM

KAWNEER VERSA 
GLAZE 450 
STANDARD

2,
13
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50mm RIGID INSULATION!
MECH. FASTENED  TO CONC.

1200 N.T.S.
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SIM.

40
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GATHERING SPACE VIEW WALL3
SCALE 1:20A-7.4

T.O. PARAPET!
ELEV - 105 725

SLOPE

83

T.O. STRUCT. FLOOR!
ELEV - 100 000

I

T.O. STEEL!
ELEV - 105 175

T.O. WINDOWS!
ELEV - 103 658
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16mm GYPSUM

SIM.

4
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SIM.

250

T.O. SILL R.O.!
ELEV - 100 610

50 RIGID INSUL. MECH.!
FASTENED TO CONC.

SCRIBE GYPSUM AROUND JOISTS!
FOR A TIGHT FIT--TYPICAL

1200 N.T.S.

SCRIBE GYPSUM AROUND JOISTS!
FOR A TIGHT FIT--TYPICAL

~2000

102mm RIGID INSULATION
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TYPICAL 1 HR FLOOR ASSEMBLY!
*ULC NUMBER M500!
!
-16mm PLYWOOD!
-16mm PLYWOOD (IN LIEU OF 13mm 
GYPSUM AS STATED IN ULC)!
-38X286 WOOD JOISTS!
-16mm TYPE 'X' GYPSUM!
-(ADD SECOND LAYER OF TYPE 'X' 
GYPSUM IN STAIR WELL ONLY)
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FOUNDATION WALL

HSS STRUCTURAL GIRT 
- SEE STRUCTURAL

E1

KAWNEER TRIFAB SUN SHADE !
- STRAIGHT SQUARE STANDARD 
OUTRIGGER WITH STANDARD PLANAR 
LOUVRE & RECTANGULAR FASCIA

KAWNEER TRIFAB SUN SHADE !
- STRAIGHT SQUARE STANDARD 
OUTRIGGER WITH STANDARD PLANAR 
LOUVRE & RECTANGULAR FASCIA
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SCALE 1:10

4x  38x140mm RECYCLED!
PLASTIC LUMBER FASTENED 
TO BRACKETS BELOW

559

25
BRACKET 1100 LB!
CAPACITY C/W!
HARDWARE 610 O.C.
RWL PLUMBING!
AS PER MECHANICAL
DOUBLE LAYER 13mm 
P.T. PLYWOOD

38x89mm WOOD STUDS 
@ 406mm O.C.
19mm MDF BOARD

RUBBER BASE!
AS PER SPEC.

26/02/2010 26/02/2010

300x300mm ALUM VENTS!
- 3 EVENLY SPACED

305

83

SIM. WALL TYPE E3 EXCEPT!
76mm RIGID INSULATION

7
A-2.6

STRUCTURAL ENTRANCE!
SLAB - SEE STRUCT. DWGS.


