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MENS 
WASHROOM 
ENTRANCE

WOMENS 
WASHROOM 
ENTRANCE

RECYCLING AREA

19mm MDF WALL PANEL 19mm MDF WALL PANEL

CERAMIC TILE
BACKER BOARD

STAINLESS STEEL !
CORNER GUARD

ABUSE RESISTANT GYPSUM

MDF WALL PANEL

PLAN DETAIL
SCALE 1:10
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19mm CERAMIC TILE BACKER 
BOARD - SEE SPEC.

152mm STEEL STUD

16mm GYPSUM BOARD
38mm x 140mm WOOD STUD

BATT INSULATION
102mm STRUCTURAL COLUMN

FUTURE ELEV.

152mm STEEL STUD

EDGE OF GRADE BEAM 
BELOW

300
150 150

203

83

30
5

GRADE BEAM BELOW
FURR-OUT WALL TYPE E1 WITH !
92mm STEEL STUDS COVERED!
WITH DOUBLE LAYER 16mm ABUSE!
RESISTANT GYPSUM BOARD

83120

250

83167

13mm GYPSUM LAMINATED 
TO BLOCK WALL
190 CONCRETE BLOCK

30
5

SEAMLESS JOINT BETWEEN 
13mm GYPSUM AND 16mm 
GYPSUM

305  GRADE BEAM

190 BLOCK

PLAN DETAIL
SCALE 1:10
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1X

MECH. SHAFT

KITCHEN

CIRCULATION

1,072'J' TRIM
CAULK

METAL CORNER GUARD - SEE SPEC.
WOOD BLOCKING SITE CUT TO FIT - TYP.

CAULK
'J' TRIM

30
0

'J' TRIM
CAULK

13mm GYPSUM LAMINATED TO BLOCK!
PLUS WALL TILE

190mm CONCRETE BLOCK

102mm STRUCTURAL COLUMN
152mm STEEL STUD

16mm VHI

FURRING TO WIDTH AS REQUIRED

19mm MDF WALL PANEL
CAULK
'J' TRIM

NOTE: GYM FACE OF FINISH FLUSH!
TO EXTERIOR WALL ABOVE !
- SEE SECTION 2/A-7.4

E1

FILL VOIDS WITH BATT INSULATION

This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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CL OF 
COLUMN

M

6

178mm STRUCTURAL COLUMN - SEE 
STRUCT.

INTERIOR EDGE OF GRADE BEAM BELOW

KWP ENGINEERED WOOD PANEL
50mm EXTRUD. RIGID INSULATION
BAKOR BLUESKIN VP 100
11mm OSB SHEATHING

16mm GYPSUM BOARD
6mil POLY VAPOUR BARRIER

38mmx140mm WOOD STUDS

R22 SEMI-RIGID MINERAL WOOL INSULATION

50mm EXTRUD. RIGID INSULATION
BAKOR BLUESKIN VP 100
11mm OSB SHEATHING
R22 SEMI-RIGID MINERAL WOOL INSULATION

178mm STRUCTURAL COLUMN - SEE STRUCT.

INTERIOR EDGE OF 
GRADE BEAM BELOW
MDF/GYPSUM BOARD

6mil POLY VAPOUR BARRIER

38mmx140mm WOOD STUDS

178mm STRUCTURAL COLUMN - SEE STRUCT.

203mm STEEL STUD @ 406mm O.C.

ACOUSTIC BATT INSULATION
MDF/GYPSUM BOARD - 

PAINT FINISH TYP. 16mm GYPSUM BOARD - PAINT 
FINISH TYP.

300mm GRADE BEAM BELOW - 
SEE STRUCTURAL 

178mm STRUCTURAL COLUMN - SEE STRUCT.

203mm METAL STUD

16mm GYPSUM BOARD -  PAINT TYP.
203mm METAL STUD

6mil POLY VAPOUR BARRIER

250mm GRADE BEAM BELOW

50mm EXTRUD. RIGID INSULATION
BAKOR BLUESKIN VP 100

11mm OSB SHEATHING
R22 SEMI-RIGID MINERAL WOOL INSULATION

WOOD BLOCKING - CUT TO FIT TYP.

102mm STRUCTURAL COLUMN

250mm GRADE BEAM BELOW

300mm GRADE BEAM BELOW - SEE 
STRUCTURAL

50mm EXTRUD. RIGID INSULATION

50mm EXTRUD. RIGID INSULATION

BAKOR BLUESKIN VP 100

BAKOR BLUESKIN VP 100

11mm OSB SHEATHING

11mm OSB SHEATHING

R22 SEMI-RIGID MINERAL WOOL INSULATION
4" STRUCTURAL COLUMN - SEE STRUCT. 6mil POLY VAPOUR BARRIER

38mm X 140mm WOOD STUD 16mm GYPSUM BOARD - PAINT TYP.
250 GRADE BEAM BELOW

16mm GYPSUM BOARD - PAINT FINISH TYP.

16mm GYPSUM BOARD - PAINT FINISH TYP.

FILL VOIDS WITH BATT INSULATION

BATT INSULATION

102mm STRUCTURAL COLUMN - SEE STRUCTURAL
19mm X 78mm WOOD BLOCKING - CUT TO FIT

250 GRADE BEAM LINE BELOW

38mm X 140mm WOOD STUD
R22 SEMI-RIGID MINERAL WOOL INSULATION

16mm GYPSUM BOARD - PAINT FINISH TYP.

6mil POLY VAPOUR BARRIER

LINE OF 300mm EXIST. BASEMENT WALL BELOW
152mm STEEL STUD

4" STRUCTURAL COLUMN

16mm GYPSUM BOARD - PAINT FINISH TYP. 16mm GYPSUM BOARD - PAINT FINISH TYP.

BATT INSULATION
152mm STEEL STUD

LINE OF NEW 250mm GRADE BEAM BELOW

LINE OF 300mm BASEMENT WALL BELOW

152mm STEEL STUD

WOOD BLOCKING SITE CUT TO FIT - TYP.
4" STRUCTURAL COLUMN
 BOBRICK METAL CORNER 

GUARD -SEE SPEC.
16mm GYPSUM BOARD - TILE 

FINISH - SEE ROOM ELEVATIONS

19mm MDF PANELS FINISH - SEE ROOM ELEVATIONS

WOOD BLOCKING SITE CUT TO FIT - TYP.

102mm STRUCTURAL COLUMN - 
SEE STRUCT.

16mm GYPSUM BOARD - TILE 
FINISH SEE ROOM ELEVATIONS

19mm MDF PANEL

BULKHEAD FINISH ABOVE - 
TO RUN CONTINUOUS

FULL LENGTH BATT INSULATION

FASTEN GYPSUM TO STUDS 
BEYOND; ADD WOOD 
BLOCKING IF NEEDED

16mm TYPE 'X' GYPSUM

102 x 102 STEEL COLUMN 
152mm STEEL STUD

'J' CHANNEL

'Z' BARS

KWP ENGINEERED WOOD PANEL

KWP ENGINEERED WOOD PANEL
'Z' BARS

KWP ENGINEERED WOOD PANEL

KWP ENGINEERED WOOD PANEL


