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U/S CANOPY !
ELEV - 103 000

2% SLOPE
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2% SLOPE

CANOPY CROSS SECTION
SCALE 1:10
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KAWNEER CURTAIN WALL SYSTEM 
BEYOND AS PER SPEC.
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NOTE: SUPPORT ANGLES FOR CURTAIN WALL 
FRAMING BY MANUFACTURER / SUPPLIER - TYP.

T/O CANOPY !
ELEV - 103 600

T/O CANOPY DECK !
ELEV - VARIES

RETURN GYPSUM C/W J-MOULD & CAULK - TYP.

LAP AIR BARRIER AROUND OPENING !
- SEAL TO VAPOUR BARRIER - TYP.

50mm RIGID INSULATION

STRUCTURAL STEEL - SEE STRUCT.

STRUCTURAL H.S.S. - SEE STRUCT. DWGS.

STRUCT. C-CHANNELS BEYOND !
- SEE STRUCT. DWGS.

LAP AIR BARRIER OVER DRIP FLASHING

PREFIN. METAL DRIP FLASHING

PREFIN. PERIMETER FINISHING FLASHING

38mm AD300R SOFFIT PANELLING

PREFIN. METAL CAP FLASHING
P.T. WOOD BLOCKING - CUT TO SLOPE

38x89mm WOOD FRAMING

13mm P.T. PLYWOOD SHEATHING !
BOTH SIDES OF FRAMING

LAP MOD-BIT BASE SHEET !
OVER TOP OF PARAPET

MOD-BIT BASE & CAP SHEET
13mm P.T. PLYWOOD !

(JOINTS OVER BLOCKING)

P.T. BLOCKING TO HEIGHT !
REQ'D FOR 2% SLOPE TO SCUPPER

18ga Z-GIRTS!
UNDERNEATH STRUCT. CHANNELS

LINE OF PARAPET BEYOND

CURTAIN WALL WINDOW UNIT

ROD & CAULK

PREFIN METAL DRIP FLASHING
18ga. GALV. J-CHANNEL

76mm RIGID INSULATION
MOD-BIT BASE & CAP SHEET

P.T. BLOCKING TO HEIGHT !
REQ'D FOR 2% SLOPE TO SCUPPER

13mm P.T. PLYWOOD

LAP AIR BARRIER AROUND OPENING !
- SEAL TO VAPOUR BARRIER - TYP.

RETURN GYPSUM C/W J-MOULD & CAULK - TYP.

ACHIEVE FULL SEAL FROM CURTAIN WALL!
FRAMING TO WALL AIR BARRIER - TYP.

ACHIEVE FULL SEAL FROM CURTAIN WALL!
FRAMING TO WALL AIR BARRIER - TYP.

18ga Z-GIRTS!
UNDERNEATH STRUCT. CHANNELS

LAP WALL AIR BARRIER OVER!
DRIP FLASHING

PREFIN. PERIMETER !
FINISHING FLASHING
PREFIN. METAL DRIP FLASHING

SPRAY-FOAM INSULATION AROUND !
FULL PERIMETER OF FRAME - TYP.

CURTAIN WALL DOOR UNIT

19

83
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CL

18ga GALV. J-CHANNEL
LAP AIR BARRIER OVER FLASHING

SEAL MOD-BIT BASE SHEET TO AIR BARRIER

AIR BARRIER

PREFIN. METAL FLASHING

MOD-BIT BASE & CAP SHEET

50mm RIGID INSULATION

18ga Z-GIRTS UNDERNEATH STRUCT. CHANNELS
PREFIN. PERIMETER FINISHING FLASHING
PREFIN. METAL DRIP FLASHING

LAP WALL AIR BARRIER OVER!
DRIP FLASHING

18ga GALV. J-CHANNEL AS REQ'D. - TYP.

13mm P.T. PLYWOOD

13mm WOOD FIBRE PANELS

76mm RIGID INSULATION

19

19mm SPACE

ROD & CAULK

LAP & SEAL AIR BARRIER TO CONC.!
- PRIME CONCRETE
ETHAFOAM SILL GASKET

TYP. CANOPY SECTION
SCALE 1:5

5
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WALL BASE AS SPEC.

38x185mm WOOD FRAMING

WALL VAPOUR BARRIER!
- TERMINATE AND SEAL @ SILL

5!
A-8.5 SIM.

5!
A-8.5 SIM.

22mm CORRUGATED METAL CLADDING!
- VERTICAL ALIGNMENT

1,0691,675

AD300R SOFFIT PANELLING!
PERPENDICULAR TO !

SUPPORT CHANNELS
PREFIN. METAL TRIM CHANGE!

IN SOFFIT PANEL DIRECTION 18ga. Z-GIRTS UNDERNEATH!
STRUCT. CHANNELS - TYP.

18ga. ATTACHMENT ANGLES!
FOR FASTENING SOFFIT PANELS - TYP.

STRUCTURAL C-CHANNELS!
- SEE STRUCT. DWGS.

WOOD BLOCKING SUPPORT!
FOR PLYWOOD DECKING!

@ MIN. 610mm O.C.
WOOD BLOCKING SUPPORT!

FOR PLYWOOD DECKING!
@ MIN. 610mm O.C.

E1

38x185mm WOOD FRAMING
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RETURN GYPSUM C/W J-MOULD & CAULK - TYP.

LAP AIR BARRIER AROUND OPENING !
- SEAL TO VAPOUR BARRIER - TYP.

ACHIEVE FULL SEAL FROM CURTAIN WALL!
FRAMING TO WALL AIR BARRIER - TYP.

SPRAY-FOAM INSULATION AROUND !
FULL PERIMETER OF FRAME - TYP.

64mm RIGID INSULATION

19

38x185mm WOOD FRAMING

70

RIGID INSULATION BEHIND COLUMN - TYP.
COLUMN - SEE STRUCT.

VAPOUR BARRIER

18ga GALV J-CHANNELS - TYP.
ALUM CORNER TRIM - TYP.

38x235mm P.T. WOOD FRAMING
ALUM CORNER TRIM - TYP.

13mm P.T. PLYWOOD

76mm RIGID INSULATION
ROD & CAULK

ROD & CAULK
KWP PANELS C/W TRIM

CORNER MULLION BY CURTAIN!
WALL MANUFACTURER

STRUCTURAL COLUMN - SEE STRUCT.!
- PAINT FINISH

19
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83
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1837

E3

RETURN GYPSUM!
C/W J-MOULD
ROD & CAULK

SIM. WALL TYPE E3 EXCEPT!
76mm RIGID INSULATION

BUILT-UP COLUMN FOR VEST.!
HEADER - SEE 2/A8.6

INTERIOR VESTIBULE KAWNEER!
ALUMINUM FRAMING

SHIM, ROD & CAULK - TYP.

13mm GYPSUM

E5

ALUM. J-TRIM
18ga. GALV J-CHANNEL

RIGID INSULATION BEHIND COLUMN - TYP.

VAPOUR BARRIER
COLUMN - SEE STRUCT.
RIGID INSULATION BEHIND COLUMN - TYP.

LAP AIR BARRIER AROUND!
OPENING - SEAL TO V.B. - TYP.
RETURN GYPSUM C/W !
J-MOULD & CAULK - TYP.

ACHIEVE FULL SEAL FROM CURTAIN WALL!
FRAMING TO WALL AIR BARRIER - TYP.

SPRAY-FOAM INSULATION AROUND !
FULL PERIMETER OF FRAME - TYP.

ROD & CAULK

10
0

LAP MOD-BIT BASE SHEET INTO!
OPENING - SEAL TO AIR BARRIER!
& ALUM FLASHING FOR COMPLETE!
WATER SEAL
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This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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