
TYPICAL 1 HR FLOOR ASSEMBLY!
*ULC NUMBER M500!

!
-16mm PLYWOOD!

-16mm PLYWOOD (IN LIEU OF 13mm 
GYPSUM AS STATED IN ULC)!

-38X286 WOOD JOISTS!
-16mm TYPE 'X' GYPSUM!

-(ADD SECOND LAYER OF TYPE 'X' 
GYPSUM IN STAIR WELL ONLY)

W200 X 42 STEEL BEAM AS 
PER STRUCTURAL

92mm STEEL STUD

16mm TYPE 'X' GYPSUM

BATT INSULATION

W410 X 39 STEEL BEAM 
AS PER STRUCTURAL

8638

19850

TEMP. ELEVATOR FLOOR!
!
- FLOOR FINISH AS PER SPEC.!
-16mm PLYWOOD SUBFLOOR!
-16mm PLYWOOD SUBFLOOR!
- 38 x 185 WOOD JOISTS

L

BEAM DETAIL
SCALE 1:5
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HRV ABOVE STORAGE 
CONFIRM SIZE & 

WEIGHT WITH MANUF.
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1,315  WORK PLATFORM

1,264  WORK PLATFORM

WORK PLATFORM SECTION FOR HRV UNIT
SCALE 1:20
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WORK PLATFORM PLAN FOR HRV UNIT
SCALE 1:20
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WORK PLATFORM ELEV. FOR HRV UNIT
SCALE 1:20
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FUTURE ELEV.

SLOPED CEILING DETAIL - TYP.
SCALE 1:10

2
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SEE CANOPY PAGE (A-8.5) FOR 
CANOPY DETAILS AND NOTESENTRANCE VESTIBULE POT LIGHT 

INSTALL AS PER MANUFACTURERS 
INSTRUCTIONS  - SEE ELECTRICAL

KAWNEER ALUM. FRAMING

4 PLY 38MM x 
184mm END JOISTS

16mm TYPE 'X' GYPSUM

16mm TYPE 'X' GYPSUM

ENTRANCE VESTIBULE

CEILING HANGING SYSTEM

METAL JOIST HANGERS
38mm x 140mm WOOD JOISTS @ 406mm O.C.

38mm x 184mm WOOD BLOCKING -!
FASTEN TO STUDS / BLOCKING

PLAN DETAIL OF FRAME 
LOCATION TO STUD WALL

SET GYPSUM CEILING HEIGHT BASED 
ON RUNNING GYPSUM CONTINUOUS

LIGHT SH
ELF - EN

SURE LIG
HT COLOR

ED PAINT
 - SEE S

PEC

16mm TYPE 'X' GYPSUM

38mm x 140mm BUILT UP COLUMN

KAWNEER VG 450 STANDARD

GYPSUM 'J' TRIM

W410 X 39 STEEL BEAM 
AS PER STRUCTURAL

86 98

L

BEAM DETAIL
SCALE 1:5
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STAIR WELL

FULL LENGTH BATT 
INSULATION

CIRCULATION

152 mm STEEL STUD

38 x 140 CONTINUOUS 
NAILER

BASEMENT

64mm STEEL STUD

16mm TYPE 'X' GYPSUM

INSIDE EDGE OF 
ELEVATOR SHAFT

222 83

INSIDE EDGE OF 
ELEVATOR SHAFT 

BEYOND

METAL JOIST HANGER

BASEMENT
16mm TYPE 'X' GYPSUM

152mm STEEL STUD

CAULK

TYPICAL 1 HR FLOOR ASSEMBLY!
*ULC NUMBER M500!
!
-16mm PLYWOOD!
-16mm PLYWOOD (IN LIEU OF 13mm 
GYPSUM AS STATED IN ULC)!
-38X286 WOOD JOISTS!
-16mm TYPE 'X' GYPSUM!
-(ADD SECOND LAYER OF TYPE 'X' 
GYPSUM IN STAIR WELL ONLY)
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6mil POLY UNDER SKATE 
FLOORING ON PLYWOOD

6mil POLY UNDER SKATE 
FLOORING ON PLYWOOD - TYP.

2,000

38 x 140 CONTINUOUS !
NAILER !

- SEE STRUCTURAL

CONTINUOUS HEADER !
38 x 325mm!

- AS PER STRUCTURAL

This drawing must not be scaled.!
!
The Contractor must verify all dimensions, datums and levels 
prior to commencement of work. All errors and omissions must 
be reported immediately to the Contract Administrator.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Contractor Administrator.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2010.
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WOOD BLOCKING - CUT TO SLOPE

16mm X TYPE GYPSUM
11mm OSB

HRV SUPPORT FRAME!
 - HANG FROM JOISTS!
ABOVE - SEE STRUCT.

SERVICING PLATFORM 
- CONFIRM SIZE REQUIREMENTS 

WITH HRV MANUFACTURER

PROVIDE OPENING IN LADDER!
CAGE AT LANDING LEVEL

HRV ABOVE STORAGE 
CONFIRM SIZE & 

WEIGHT WITH MANUF.

SERVICING PLATFORM 
- CONFIRM SIZE REQUIREMENTS 

WITH HRV MANUFACTURER

CHECKERPLATE - SEE STRUCT.
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914mm x 914mm ROOF !
ACCESS HATCH ABOVE
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REMOVE BURRS AND ROUND STEEL EDGES.!

LADDER NOTES:

SITE MEASURE FOR LENGTH REQUIRED

ROOF ACCESS LADDERS TO MEET WORKPLACE 
SAFETY AND HEALTH GUIDELINES AND IN !
ACCORDANCE WITH ANSI A14.3 "SAFETY 

REQUIREMENTS FOR FIXED LADDERS"

INTERIOR LADDERS TO ROOF HATCHES: 
INSTALL 'LADDER-UP SAFETY POST' BY BILCO 

OR APPROVED EQ.

PRIME AND PAINT INTERIOR LADDERS IN 
ACCORDANCE WITH SECTION 09 91 23 - 

PAINTING

LOW VOC AS PER LEED® REQUIREMENTS

EXTERIOR LADDERS TO BE GALVANIZED

PROVIDE WOOD BLOCKING IN WALLS!
AS REQ'D.

TOP AND BOTTOM CAGE HOOPS !
TO BE BENT 10x76mm STEEL BARS

INTERMEDIATE CAGE HOOPS TO !
BE BENT 10x51mm STEEL BARS !
@ MAX. 1200 O.C.

VERTICAL CAGE BARS TO BE !
6.35x38mm STEEL BARS - 7 PIECES !
EVENLY SPACED - VERTICAL !
SUPPORT RODS AS REQUIRED

HINGED AND LOCKABLE!
STEEL GRATE / COVER TO PREVENT!
UNAUTHORIZED USE OF LADDER

COORDINATE SUPPORT BLOCKING!
AT BRACKET LOCATIONS

HRV ABOVE STORAGE 
CONFIRM SIZE & 

WEIGHT WITH MANUF.

PROVIDE OPENING FOR !
ACCESS ONTO SERVICE PLATFORM

ADSF

HRV SUPPORT FRAME!
 - HANG FROM JOISTS!
ABOVE - SEE STRUCT.

38MM Ø GUARD !
RAIL BEYOND

1,
07

0
HRV SUPPORT FRAME!
 - HANG FROM JOISTS!
ABOVE - SEE STRUCT.

10x65mm VERTICALS & BRACKETS

19mm RUNGS @ 300mm o.c.

6
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STEEL BEAM AS!
PER STRUCTURAL

38 x 235 WOOD JOIST - SEE 
STRUCTURAL

64 STEEL STUD INFILL

19mm WOOD STRAPPING

16mm TYPE 'X' GYPSUM

T.O. SUB FLOOR!
ELEV - 100 000

T.O. STEEL BEAM!
ELEV - 96 695

SINCLAIR PARK 
COMMUNITY CENTRE!
Winnipeg, Manitoba

SECTION DETAILS

08-011

AS SHOWN

B.F.

H.F.

26th FEB 2010
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