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2% VARIES

4.10

75 TYPE 1A ASPHALT
50 CRUSHED LIMESTONE BASE COURSE
150 OF 50 LIMESTONE SUBBASE

COMPACTED SUBGRADE

3.50

SEPARATION/REINFORCEMENT GEOTEXTILE FABRIC

SALT TOLERANT SEEDING (TYP)

1
- -

TYPICAL PATH SECTION
HOR 1:50, VER 1:20

SOD (WIDTH VARIES)

SOD

4.60

VARIES

CIRCULAR CURVE DATA
CURVE RADIUS TANGENT DELTA LENGTH

C1 68.25 11.26 18°44'38" 22.33

C2 71.75 22.27 34°28'48" 43.18

5172.344 4999.424

5012.924

5001.136

4956.056

5034.864

5521696.688 630861.993

5521775.959 630870.095

5521909.578 630902.494

4988.038 4997.198

PT = 2+19.94 5154.735 4995.044

PRC = 2+42.27 5176.711 4998.380

PT = 2+85.45 5219.237 4998.947

0+53.23

CONTACT THE WATER AND WASTE DEPARTMENT
CONSTRUCTION SERVICES COORDINATOR AT

986-3823
A MINIMUM OF SEVEN DAYS PRIOR TO CROSSING
OR WORKING ADJACENT TO FEEDERMAIN
TO ARRANGE FOR INSPECTION.

CAUTION: FEEDERMAIN CROSSING

SEE SPECIFICATIONS FOR CONSTRUCTION

PROCEDURES AND RESTRICTIONS
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