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SCALE: 1:100

2

L-5

A
LE

X
A

N
D

R
IA

 P
LA

C
E

M
A

N
IT

O
B

A
 H

Y
D

R
O

EDMONTON STREET

P
R

O
P

E
R

TY
 L

IN
E

P
R

O
P

E
R

TY
 L

IN
E U/G SERVICE NOTES:


1.  LOCATIONS OF UNDERGROUND STRUCTURES AS SHOWN 
ARE BASED ON THE BEST INFORMATION AVAILABLE BUT NO 
GUARANTEE IS GIVEN THAT ALL EXISTING ARE SHOWN OR 
THAT THE GIVEN LOCATIONS ARE EXACT.  CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST 
BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE 
PROCEEDING WITH CONSTRUCTION. ANY ENCUMBRANCES 
SHALL BE REPORTED TO THE CONTRACT ADMINISTRATOR 
IMMEDIATELY.
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PLAN VIEW
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TREE VAULT: SIDEWALK SOIL TRENCH COVER1
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INDICATOR STRIP (TYP.)
SCALE: 1:5
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TYPICAL GRANITE CURB - GRAHAM AVE.
SCALE: 1:5

3

L-5

SECTION D-D
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120 x 204mm CLAY DETECTABLE WARNING PAVERS 
(NOTE: NO DETECTABLE PAVERS AT LANEWAY)

BACK EDGE OF BLOCKOUT 
PERPENDICULAR TO CROSSING

ALIGN PAVER COURSES 
WITH CROSSING
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NOTE: DISTANCE BEWEEEN FACE OF CURB AND 
DETECTABLE WARNING PAVERS VARIES 

DEPENDING ON LOCATION: 
GRAHAM / EDMONTON= 150mm 

LANEWAY=200mm 
PORTAGE / EDMONTON=608mm

DETECTABLE WARNING AT SIDEWALK RAMP (TYP.)
SCALE: 1:20
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11 PAVERS WIDE

INDICATOR STRIP AT LANE (TYP.)
SCALE: 1:5
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CIP CONCRETE SIDEWALK AS PER 
CITY OF WINNIPEG DETAILS 

SD-228A & CW 3310
215 ± TO SUIT PAVER

CLAY PAVER ON 10 DEPTH MORTAR 
215 X 65 DEEP BLOCKOUT

BEDDING SAND (BOTTOM) 
JOINT SAND (JOINTS)
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REPLACE 10 X 10 RESERVOIR 
SEAL W. SONNEBORN NP2

SUPPLY AND INSTALL NEW & SALVAGED 150 x 250mm 
GRAINTE CURB, PLUMB AND LEVEL SOURCE OF NEW 
CURB: CANITEL GRANITE (204) 224-2286. GRANITE TO 
MATCH EXISTING

EXISTING CONCRETE PAVEMENT 
PLAIN DOWELED
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CIP CONCRETE SIDEWALK AS PER 
CITY OF WINNIPEG DETAILS 

SD-228A & CW 3310

215 ± TO SUIT PAVER
80 DEPTH HEAVY DUTY 
CONC. PAVER

BEDDING SAND (BOTTOM) 
JOINT SAND (JOINTS)
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PLACE TIE BARS AS PER CITY OF WINNIPEG 
SPECIFICATIONS - DETAIL SD-213B 

SECTIONS & DETAILS

AS NOTED
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THIS DRAWING MUST NOT BE SCALED.

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS AND 
LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL ERRORS AND OMISSIONS 
TO BE REPORTED IMMEDIATELY TO THE LANDSCAPE  ARCHITECT.

VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS  
SHALL NOT BE CARRIED OUT WITHOUT WRITTEN PERMISSION FROM THE  
LANDSCAPE ARCHITECT.

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE PERMISSION OF  THE 
LANDSCAPE ARCHITECTS, IN WHICH CASE THE REPRODUCTION MUST  BEAR 
THEIR NAME AS LANDSCAPE ARCHITECTS.

L a n d s c a p e  A r c h i t e c t u r e   •   P l a n n i n g
500-115 Bannatyne Avenue East,
Telephone 204 • 944 • 9907 

Winnipeg, Manitoba   R3B 0R3
                      Facsimile 204 • 957 • 1467

EDMONTON STREET
WEST SIDEWALK

PORTAGE TO GRAHAM
Streetscape Redevelopment

JH GM

09    048

JUNE 3, 2010

1 Released for Review March 10, 2010
2 Issued for Tender June 3, 2010
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REPLACE 10mm GROUT PAD MIXED 
W. ACRYL-STIK
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